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	Addition of new Test cases 14.5.1.x, for verifying the Adjacent channel Interference performance for TCH/AFS and TCH/AHS in TIGHTER configuration
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	Work item code:
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	Category:
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	F
	
	Release: (

	Rel-10
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F  (correction)
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	Reason for change:
(

	Addition of new Test cases for verifying the TIGHTER functionality.

	
	

	Summary of change:
(

	Addition of new Test cases for verifying the Adjacent channel Interference performance for TCH/AFS and TCH/AHS in TIGHTER configuration.

	
	

	Consequences if 
(

not approved:
	Insufficient test coverage for feature TIGHTER.
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	14.5.1.2a and 14.5.1.3a
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	Other comments:
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	This CR applies to Rel-10 and later MS.


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	--skip table--
	
	
	
	
	
	
	

	14.5.1.2
	Adjacent channel rejection - speech channels – TCH/AFS
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	
	C321
	
	

	14.5.1.2a
	Adjacent channel rejection - TCH/AFS in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.5.1.3
	Adjacent channel rejection - speech channels – TCH/AHS
	R98 AND AMR Loops
	MS supporting AMR Half Rate and AMR Test-Loops
	
	C333
	
	

	14.5.1.3a
	Adjacent channel rejection - TCH/AHS in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.5.1.4
	Adjacent channel rejection - speech channels – O-TCH/AHS
	Rel-5
	MS supporting O-TCH/AHS
	
	C358
	
	

	14.5.1.5
	Adjacent Channel Rejection - speech channels - O-TCH/WFS
	Rel-5
	MS supporting O-TCH/WFS
	
	C366
	
	

	--skip table--
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