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	Reason for change:
(

	The applicability condition of test case 44.2.2.1.9 is currently set to C215, which indicates that the test case is applicable to any UE that supports GPRS, to cater for detach type for Class C MS only. However, the test sequence as defined in 51.010-1 requires that the applicability of the test case should be updated, so that the UE also supports GPRS and supports combined GPRS and non-GPRS detach without powering off, to cater for detach type for Class B MS. Therefore,  the applicability has to be updated for 44.2.2.1.9.

	
	

	Summary of change:
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	Test applicability changed to :
(Operation Mode B AND TSPC_AddInfo_Comb_DP_no_pwr_off ) OR Operation Mode C
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	Incorrect applicability for TC 44.2.2.1.9
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	Other comments:
(

	New condition Cxxx to be added to table Table B.1a: Applicability of tests – Conditions definitions.
This CR applies to R97 and later MS. 


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	


[Skip in table]

	44.2.2.1.6
	GPRS detach/accepted/GPRS/IMSI detach
	R97
	All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
	
	C274
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.7
	GPRS detach/accepted/IMSI detach
	R97
	All GPRS MS supporting user requested non-GPRS detach.
	
	C275
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.8
	GPRS detach/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS
	
	 C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.9
	GPRS detach/abnormal cases/GPRS detach procedure collision
	R97
	 GPRS MS Class B Mode of Operation supporting user requested combined circuit switch and packet switch detach without power off or Class C Mode of Operation.
	
	  Cxxx 
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.2.1
	GPRS detach/re-attach not required/accepted
	R97
	All GPRS MS
	R1, L1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.2.2
	GPRS detach/rejected/IMSI invalid/GPRS services not allowed
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv
	


[Skip]

Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun


[Skip in table]

	C559
	IF A.25/79 AND A.25/113 AND A.2/126 AND (A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_TIGHTER_SPEECH_SIGNALLING AND (TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C560
	IF A.25/2 AND A.2/126 AND (A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 AND TSPC_TIGHTER_SPEECH_SIGNALLING AND (TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	Cxxx
	IF A.2/48 AND A.25/105 

OR A.2/49 THEN A ELSE N/A
	-- (TSPC_operation_mode_B AND TSPC_AddInfo_Comb_DP_no_pwr_off) OR  TSPC_operation_mode_C

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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