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=============== The First Change ==============
5.2
Service primitives provided by the BSSGP at a BSS

Table 5.2: Service primitives provided by BSSGP at a BSS

	Generic name
	Type
	Parameters

	
	REQuest
	INDication
	RESponse
	CoNFirm
	

	RL  BSSGP

	RL-DL-UNITDATA
	-
	X
	-
	-
	BVCI, NSEI,

Refer to DL-UNITDATA PDU

	RL-UL-UNITDATA
	X
	-
	-
	-
	BVCI, NSEI,

LSP, 

Refer to UL- UNITDATA PDU

	RL-DL-MBMS-UNITDATA
	-
	X
	-
	-
	BVCI, NSEI,

Refer to DL-MBMS-UNITDATA PDU

	RL-UL-MBMS-UNITDATA
	X
	-
	-
	-
	BVCI, NSEI,

LSP,

Refer to UL-MBMS-UNITDATA PDU

	GMM  BSSGP

	GMM-PAGING
	-
	X
	-
	-
	BVCI, NSEI,

Refer to PAGING PS PDU 

Refer to PDU PAGING CS PDU

	GMM-RA-CAPABILITY
	-
	X
	-
	-
	BVCI, NSEI,

Refer to RA-CAPABILITY PDU

	GMM-RA-CAPABILITY-UPDATE
	X
	-
	-
	X
	BVCI, NSEI,

Refer to RA-CAPABILITY-UPDATE PDU,

Refer to RA-CAPABILITY-UPDATE-ACK PDU

	GMM-RADIO-STATUS
	X
	-
	-
	-
	BVCI, NSEI,

Refer to RADIO-STATUS PDU

	GMM-SUSPEND
	X
	-
	-
	X
	BVCI, NSEI,

Refer to SUSPEND PDU

Refer to SUSPEND-(N)ACK PDU

	GMM-RESUME
	X
	-
	-
	X
	BVCI, NSEI,

Refer to RESUME PDU

Refer to RESUME-(N)ACK PDU

	NM  BSSGP

	NM-FLUSH-LL
	-
	X
	X
	-
	BVCI, NSEI,

Refer to FLUSH-LL PDU

Refer to FLUSH-LL-ACK PDU

	NM-LLC-DISCARDED
	X
	-
	-
	-
	BVCI, NSEI,

Refer to LLC-DISCARDED PDU

	NM-FLOW-CONTROL-BVC
	X
	-
	-
	X
	BVCI, NSEI,

Refer to FLOW-CONTROL-BVC PDU

Refer to FLOW-CONTROL-BVC ACK PDU

	NM-FLOW-CONTROL-MS
	X
	-
	-
	X
	BVCI, NSEI,

Refer to FLOW-CONTROL-MS PDU Refer to FLOW-CONTROL-MS ACK PDU

	NM-FLOW-CONTROL-PFC
	X
	-
	-
	X
	BVCI, NSEI,

Refer to FLOW-CONTROL-PFC PDU Refer to FLOW-CONTROL-PFC ACK PDU

	NM-STATUS
	X
	X
	-
	-
	BVCI, NSEI,

Refer to STATUS PDU

	NM-BVC-BLOCK
	X
	-
	-
	X
	BVCI, NSEI,

Refer to BVC-BLOCK PDU

Refer to BVC-BLOCK-ACK PDU

	NM-BVC-UNBLOCK
	X
	-
	-
	X
	BVCI, NSEI,

Refer to BVC-UNBLOCK PDU

Refer to BVC-UNBLOCK-ACK PDU

	NM-BVC-RESET


	X
	X
	X
	X
	BVCI, NSEI,

Refer to BVC-RESET PDU

Refer to BVC-RESET-ACK PDU

	NM-TRACE


	-
	X
	-
	-
	BVCI, NSEI,

Refer to SGSN-INVOKE-TRACE PDU

	NW-OVERLOAD
	-
	X
	-
	-
	BVCI, NSEI,

Refer to OVERLOAD PDU

	PFM  BSSGP

	PFM-DOWNLOAD-BSS-PFC
	X
	-
	-
	-
	BVCI, NSEI 

Refer to DOWNLOAD-BSS-PFC PDU

	PFM-CREATE-BSS-PFC
	-
	X
	X
	-
	BVCI, NSEI

Refer to CREATE-BSS-PFC PDU

Refer to CREATE-BSS-PFC-ACK PDU

Refer to CREATE-BSS-PFC-NACK PDU

	PFM-MODIFY-BSS-PFC
	X
	-
	-
	X
	BVCI, NSEI

Refer to MODIFY-BSS-PFC PDU

Refer to MODIFY-BSS-PFC-ACK PDU

	PFM-DELETE-BSS-PFC
	X
	X
	X
	-
	BVCI, NSEI

Refer to DELETE-BSS-PFC PDU

Refer to DELETE-BSS-PFC-ACK PDU 

Refer to DELETE-BSS-PFC-REQ PDU

	PFM-PS-HANDOVER-REQUIRED
	X
	-
	-
	X
	BVCI, NSEI, 

Refer to PS-HANDOVER-REQUIRED PDU

Refer to PS-HANDOVER-REQUIRED-(N)ACK PDU

	PFM-PS-HANDOVER-REQUEST
	-
	X
	X
	-
	BVCI, NSEI,

Refer to PS-HANDOVER-REQUEST PDU

Refer to PS-HANDOVER-REQUEST-(N)ACK PDU

	PFM-PS-HANDOVER-COMPLETE
	X
	-
	-
	-
	BVCI, NSEI,

Refer to PS-HANDOVER-COMPLETE PDU

	PFM-PS-HANDOVER-CANCEL
	X
	-
	-
	-
	BVCI, NSEI,

Refer to PS-HANDOVER-CANCEL PDU

	LCS  BSSGP

	LCS-LOCATE
	-
	X
	X
	-
	BVCI, NSEI

Refer to PERFORM-LOCATION-REQUEST PDU

Refer to PERFORM-LOCATION-RESPONSE PDU

	LCS-ABORT
	-
	X
	-
	-
	BVCI, NSEI

Refer to PERFORM-LOCATION-ABORT PDU

	LCS-INFORMATION-TRANSFER
	X
	-
	-
	X
	BVCI, NSEI

Refer to POSITION-COMMAND PDU

Refer to POSITION-RESPONSE PDU

	RIM  BSSGP

	RIM-PDU-TRANSFER
	X
	X
	-
	-
	BVCI, NSEI

Refer to RAN-INFORMATION-REQUEST, RAN-INFORMATION, RAN-INFORMATION-ACK, RAN-INFORMATION-APPLICATION-ERROR, RAN-INFORMATION-ERROR PDUs;

	MBMS  BSSGP

	MBMS-SESSION-START
	-
	X
	X
	-
	BVCI, NSEI

Refer to MBMS-SESSION-START-REQUEST PDU;

Refer to MBMS-SESSION-START-RESPONSE PDU

	MBMS-SESSION-STOP
	-
	X
	X
	-
	BVCI, NSEI

Refer to MBMS-SESSION-STOP-REQUEST PDU;

Refer to MBMS-SESSION-STOP- RESPONSE PDU

	MBMS-SESSION-UPDATE
	-
	X
	X
	-
	BVCI, NSEI

Refer to MBMS-SESSION-UPDATE-REQUEST PDU;

Refer to MBMS-SESSION-UPDATE-RESPONSE PDU


=============== Next Change ==============
5.2.30a
NW-OVERLOAD.ind

Receipt of an OVERLOAD PDU at a BSS from an SGSN informing the BSS that the SGSN is in an overload state.
================= Next Change ===============
5.3
Service primitives provided by the BSSGP at an SGSN

Table 5.3: Service primitives provided by BSSGP at an SGSN

	Generic name
	Type
	Parameters

	
	REQuest
	INDication
	RESponse
	CoNFirm
	

	LL  BSSGP

	BSSGP-DL-UNITDATA
	X
	-
	-
	-
	BVCI, NSEI, LSP,

Refer to DL-UNITDATA PDU 

	BSSGP-UL-UNITDATA
	-
	X
	
	
	BVCI, NSEI,

Refer to UL-UNITDATA PDU

	BSSGP-DL-MBMS-UNITDATA
	X
	-
	-
	-
	BVCI, NSEI,

Refer to DL-MBMS-UNITDATA PDU

	BSSGP-UL-MBMS-UNITDATA
	-
	X
	-
	-
	BVCI, NSEI,

Refer to UL-MBMS-UNITDATA PDU

	GMM  BSSGP

	GMM-PAGING
	X
	-
	-
	-
	BVCI, NSEI,

Refer to PAGING PS PDU

Refer to PAGING CS PDU

	GMM-RA-CAPABILITY
	X
	
	
	
	BVCI, NSEI,

Refer to RA-CAPABILITY PDU 

	GMM-RA-CAPABILITY-UPDATE
	-
	X
	X
	-
	BVCI, NSEI,

Refer to RA-CAPABILITY-UPDATE PDU, 

Refer to RA-CAPABILITY-UPDATE-ACK PDU

	GMM-RADIO-STATUS
	-
	X
	-
	-
	BVCI, NSEI,

Refer to RADIO-STATUS PDU

	GMM-SUSPEND
	-
	X
	-
	-
	BVCI, NSEI,

Refer to SUSPEND PDU

Refer to SUSPEND-(N)ACK PDU

	GMM-RESUME
	-
	X
	-
	-
	BVCI, NSEI,

Refer to RESUME PDU

Refer to RESUME-(N)ACK PDU

	NM  BSSGP

	NM-FLUSH-LL
	X
	-
	-
	X
	BVCI, NSEI,

Refer to FLUSH-LL PDU

Refer to FLUSH-LL-ACK PDU

	NM-LLC-DISCARDED
	-
	X
	-
	-
	BVCI, NSEI,

Refer to LLC-DISCARDED PDU

	NM-FLOW-CONTROL-BVC
	-
	X
	-
	-
	BVCI, NSEI,

Refer to FLOW-CONTROL-BVC PDU Refer to FLOW-CONTROL-BVC ACK PDU

	NM-FLOW-CONTROL-MS
	-
	X
	-
	-
	BVCI, NSEI,

Refer to FLOW-CONTROL-MS PDU Refer to FLOW-CONTROL-MS ACK PDU

	NM-FLOW-CONTROL-PFC
	-
	X
	-
	-
	BVCI, NSEI,

Refer to FLOW-CONTROL-PFC PDU Refer to FLOW-CONTROL-PFC ACK PDU

	NM-STATUS
	X
	X
	-
	-
	BVCI, NSEI,

Refer to STATUS PDU

	NM-BVC-BLOCK
	-
	X
	-
	-
	BVCI, NSEI,

Refer to BVC-BLOCK PDU

Refer to BVC-BLOCK-ACK PDU

	NM-BVC-UNBLOCK
	-
	X
	-
	-
	BVCI, NSEI,

Refer to BVC-UNBLOCK PDU

Refer to BVC-UNBLOCK-ACK PDU

	NM-BVC-RESET
	X
	X
	X
	X
	BVCI, NSEI,

Refer to BVC-RESET PDU

Refer to BVC-RESET-ACK PDU

	NM-TRACE
	X
	-
	-
	-
	BVCI, NSEI,

Refer to SGSN-INVOKE-TRACE PDU

	NW-OVERLOAD
	X
	-
	-
	-
	BVCI, NSEI,

Refer to OVERLOAD PDU

	PFM  BSSGP

	PFM-DOWNLOAD-BSS-PFC
	-
	X
	-
	-
	BVCI, NSEI 

Refer to DOWNLOAD-BSS-PFC PDU

	PFM-CREATE-BSS-PFC
	X
	-
	-
	X
	BVCI, NSEI

Refer to CREATE-BSS-PFC PDU

Refer to CREATE-BSS-PFC-ACK PDU

Refer to CREATE-BSS-PFC-NACK PDU

	PFM-MODIFY-BSS-PFC
	
	X
	X
	
	BVCI, NSEI

Refer to MODIFY-BSS-PFC PDU

Refer to MODIFY-BSS-PFC-ACK PDU

	PFM-DELETE-BSS-PFC
	X
	X
	-
	X
	BVCI, NSEI

Refer to DELETE-BSS-PFC PDU

Refer to DELETE-BSS-PFC-ACK PDU

Refer to to DELETE-BSS-PFC-REQ PDU

	PFM-PS-HANDOVER-REQUIRED
	-
	X
	X
	-
	BVCI, NSEI,

Refer to PS-HANDOVER-REQUIRED PDU

Refer to PS-HANDOVER-REQUIRED-(N)ACK PDU

	PFM-PS-HANDOVER-REQUEST
	X
	-
	-
	X
	BVCI, NSEI,

Refer to PS-HANDOVER-REQUEST PDU

Refer to PS-HANDOVER-REQUEST-(N)ACK PDU

	PFM-PS-HANDOVER-COMPLETE
	-
	X
	-
	-
	BVCI, NSEI,

Refer to PS-HANDOVER-COMPLETE PDU

	PFM-PS-HANDOVER-CANCEL
	-
	X
	-
	-
	BVCI, NSEI,

Refer to PS-HANDOVER-CANCEL PDU

	LCS  BSSGP

	LCS-LOCATE
	X
	-
	-
	X
	BVCI, NSEI

Refer to PERFORM-LOCATION-REQUEST PDU

Refer to PERFORM-LOCATION-RESPONSE PDU

	LCS-ABORT
	X
	-
	-
	-
	BVCI, NSEI

Refer to PERFORM-LOCATION-ABORT PDU

	LCS-INFORMATION-TRANSFER
	-
	X
	X
	-
	BVCI, NSEI

Refer to POSITION-COMMAND PDU

Refer to POSITION-RESPONSE PDU

	RIM  BSSGP

	RIM-PDU-TRANSFER
	X
	X
	-
	-
	BVCI, NSEI

Refer to RAN-INFORMATION-REQUEST, RAN-INFORMATION, RAN-INFORMATION-ACK, RAN-INFORMATION-APPLICATION-ERROR, RAN-INFORMATION-ERROR PDUs;

	MBMS  BSSGP

	MBMS-SESSION-START
	X
	-
	-
	X
	BVCI, NSEI

Refer to MBMS-SESSION-START-REQUEST PDU;

Refer to MBMS-SESSION-START-RESPONSE PDU

	MBMS-SESSION-STOP
	X
	-
	-
	X
	BVCI, NSEI

Refer to MBMS-SESSION-STOP-REQUEST PDU;

Refer to MBMS-SESSION-STOP- RESPONSE PDU

	MBMS-SESSION-UPDATE
	X
	-
	-
	X
	BVCI, NSEI

Refer to MBMS-SESSION-UPDATE-REQUEST PDU;

Refer to MBMS-SESSION-UPDATE-RESPONSE PDU


NOTE:
The parameters in the BSSGP-DL-UNITDATA and BSSGP-UL-UNITDATA primitives that are not included in the corresponding primitives in 3GPP TS 44.064 are provided or extracted by some intermediate function out of the scope of the present document.

================= Next Change ===============
5.3.24a
NM-OVERLOAD-START.req

Request to send an OVERLOAD PDU to a BSS from an SGSN to inform the BSS an overload sitiation happened in the SGSN.
================= Next Change ===============
8.6
Overload Control procedure
8.6.1
General
This procedure is defined to give some degree of signalling flow control in BSS when SGSN is in overload situation.
The philosophy used is to stem the traffic at BSS with known effect on the service. The algorithm used is:
-
If T15 is not running and an OVERLOAD PDU is received, the traffic should be reduced by one step. At the same time, timers T15and T16 should be started.

-
During T15 all received OVERLOAD PDU should be ignored.

-
This step-by-step reduction of traffic should be continued until maximum reduction is obtained by arriving at the last step.

-
If T16 expires, the traffic should be increased by one step and T16 should be re-started unless the number of steps by which the traffic is reduced is back to zero.
-
The number of steps and the method of reducing the load are considered to be an implementation specific function.
NOTE:
Timers T15 and T16 are running in the BSS.

There may be other traffic control mechanisms from O&M activities occurring simultaneously.
In network sharing, timers should be assigned for individual PLMN. When the T15 for specific PLMN is running, the BSS should distinguish the PLMN ID IE in an OVERLOAD PDU to decide to ignore it or not.  
8.6.2
Overload Operation
The SGSN should indicate to the BSS that it is in a congested state by sending an OVERLOAD message. The PLMN ID IE shall be included to identify the specific SGSN in the network sharing.
If the BSS receiving the OVERLOAD PDU not including the Priority Class Indicator IE shall assume the SGSN sending the PDU as being in an overloaded state and reduce all the traffic towards SGSN step by step using the algorithm described in sub-clause 8.6.1. 
If the Priority Class Indicator IE is included in the OVERLOAD PDU, a procedure for reduction of all traffic is not being processed , but signalling traffic for the indicated priority class should be reduced step by step using the algorithm described in sub-clause 8.6.1.
The amount of traffic could be reduced by using the Access Control Class in the system information message defined in 3GPP TS 44.018 and Extended Access Barring (EAB) defined in 3GPP TS 22.011.

8.6.3
Abnormal Conditions
If an OVERLOAD PDU is received from the SGSN identified by an invalid PLMN ID, the PDU is ignored.
================= Next Change ===============
10.4.36
OVERLOAD

This PDU informs the BSS that the SGSN sending the PDU is in an overload situation and the signalling traffic to the SGSN should be reduced.

PDU type:
OVERLOAD
Direction:
SGSN to BSS

Table 10.4.36: OVERLOAD PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	Priority Class Indicator
	Priority Class Indicator/11.3.116
	O
	TLV
	3

	PLMN ID (note 1)
	PLMN ID/11.3.117
	C
	TLV
	6

	NOTE 1:
This IE shall be present in the network sharing to identify the specific SGSN


=================  Next Change ===============
11.3
Information Element Identifier (IEI)

An Information Element Identifier (IEI) is identified by the same coding in all BSSGP PDUs.

Table 11.3: IEI types

	IEI coding
(hexadecimal)
	IEI Types

	x00
	Alignment Octets

	x01
	Bmax default MS

	x02
	BSS Area Indication

	x03
	Bucket Leak Rate

	x04
	BVCI

	x05
	BVC Bucket Size

	x06
	BVC Measurement

	x07
	Cause

	x08
	Cell Identifier

	x09
	Channel needed

	x0a
	DRX Parameters

	x0b
	eMLPP-Priority

	x0c
	Flush Action

	x0d
	IMSI

	x0e
	LLC-PDU

	x0f
	LLC Frames Discarded

	x10
	Location Area

	x11
	Mobile Id

	x12
	MS Bucket Size

	x13
	MS Radio Access Capability

	x14
	OMC Id

	x15
	PDU In Error

	x16
	PDU Lifetime

	x17
	Priority

	x18
	QoS Profile

	x19
	Radio Cause

	x1a
	RA-Cap-UPD-Cause

	x1b
	Routeing Area

	x1c
	R_default_MS

	x1d
	Suspend Reference Number

	x1e
	Tag

	x1f
	TLLI

	x20
	TMSI

	x21
	Trace Reference

	x22
	Trace Type

	x23
	TransactionId

	x24
	Trigger Id

	x25
	Number of octets affected

	x26
	LSA Identifier List

	x27
	LSA Information

	x28
	Packet Flow Identifier

	x29
	GPRS Timer

	x3a
	Aggregate BSS QoS Profile (ABQP)

	x3b
	Feature Bitmap

	x3c
	Bucket_Full Ratio

	x3d
	Service UTRAN CCO (Cell Change Order)

	x3e
	NSEI

	x3f
	RRLP APDU

	x40
	LCS QoS

	x41
	LCS Client Type

	x42
	Requested GPS Assistance Data

	x43
	Location Type

	x44
	Location Estimate

	x45
	Positioning Data

	x46
	Deciphering Keys

	x47
	LCS Priority

	x48
	LCS Cause

	x49
	LCS Capability

	x4a
	RRLP Flags

	x4b
	RIM Application Identity 

	x4c
	RIM Sequence number

	x4d
	RAN-INFORMATION-REQUEST Application Container

	x4e
	RAN-INFORMATION Application Container

	x4f
	RIM PDU Indications

	x50
	This value is reserved for future use and shall be treated by the recipient as an unknown IEI

	x51
	This value should not be used, as it has been used in earlier versions of this protocol.

	x52
	PFC flow control parameters

	x53
	Global CN-Id

	x54
	RIM Routing Information

	x55
	RIM Protocol Version Number

	x56
	Application Error Container

	x57
	RAN-INFORMATION-REQUEST RIM Container

	x58
	RAN-INFORMATION RIM Container

	x59
	RAN-INFORMATION-APPLICATION-ERROR RIM Container

	x5a
	RAN-INFORMATION-ACK RIM Container

	x5b
	RAN-INFORMATION-ERROR RIM Container

	x5c
	TMGI

	x5d
	MBMS Session Identity

	x5e
	MBMS Session Duration

	x5f
	MBMS Service Area Identity List

	x60
	MBMS Response

	x61
	MBMS Routing Area List

	x62
	MBMS Session Information

	x63
	MBMS Stop Cause

	x64
	Source BSS to Target BSS Transparent Container

	x65
	Target BSS to Source BSS Transparent Container

	x66
	NAS container for PS Handover

	x67
	PFCs to be set-up list

	x68
	List of set-up PFCs

	x69
	Extended Feature Bitmap

	x6a
	Source to Target Transparent Container

	x6b
	Target to Source Transparent Container

	x6c
	RNC Identifier

	x6d
	Page Mode

	x6e
	Container ID

	x6f
	Global TFI

	x70
	IMEI

	x71
	Time to MBMS Data Transfer

	x72
	MBMS Session Repetition Number

	x73
	Inter RAT Handover Info

	x74
	PS Handover Command

	x75
	PS Handover Indications

	x76
	SI/PSI Container

	x77
	Active PFCs List

	x78
	Velocity Data

	x79
	DTM Handover Command

	x7a
	CS Indication

	x7b
	Requested GANSS Assistance Data

	x7c
	GANSS Location Type

	x7d
	GANSS Positioning Data

	x7e
	Flow Control Granularity

	x7f
	eNB Identifier

	x80
	E-UTRAN Inter RAT Handover Info

	x81
	Subscriber Profile ID for RAT/Frequency priority

	x82
	Request for Inter RAT Handover Info

	x83
	Reliable Inter RAT Handover Info

	x84
	SON Transfer Application Identity

	x85
	CSG Identifier

	x86
	TAC

	x87
	Redirect Attempt Flag

	x88
	Redirection Indication

	x89
	Redirection Completed

	x8a
	Unconfirmed send state variable

	x8b
	IRAT Measurement Configuration

	x8c
	Priority Class Indicator

	x8d
	PLMN ID


=================Next change ===============
11.3.26
PDU Type

The first octet of a BSSGP PDU shall contain the PDU type IE. The PDU type IE is one octet long.

Table 11.3.26: PDU Types

	PDU type coding
(Hexadecimal)
	PDU Types 

	
	PDUs between RL and BSSGP SAPs

	x00
	DL-UNITDATA

	x01
	UL-UNITDATA

	x02
	RA-CAPABILITY

	x03
	reserved (Note 1)

	x04
	DL-MBMS-UNITDATA

	x05
	UL-MBMS-UNITDATA

	
	PDUs between GMM SAPs

	x06
	PAGING-PS

	x07
	PAGING-CS

	x08
	RA-CAPABILITY-UPDATE

	x09
	RA-CAPABILITY-UPDATE-ACK

	x0a
	RADIO-STATUS

	x0b
	SUSPEND

	x0c
	SUSPEND-ACK

	x0d
	SUSPEND-NACK

	x0e
	RESUME

	x0f
	RESUME-ACK

	x10
	RESUME-NACK

	
	PDUs between NM SAPs

	x20
	BVC-BLOCK

	x21
	BVC-BLOCK-ACK

	x22
	BVC-RESET

	x23
	BVC-RESET-ACK

	x24
	BVC-UNBLOCK

	x25
	BVC-UNBLOCK-ACK

	x26
	FLOW-CONTROL-BVC

	x27
	FLOW-CONTROL-BVC-ACK 

	x28
	FLOW-CONTROL-MS

	x29
	FLOW-CONTROL-MS-ACK

	x2a
	FLUSH-LL

	x2b
	FLUSH-LL-ACK

	x2c
	LLC-DISCARDED

	x2d
	FLOW-CONTROL-PFC

	x2e
	FLOW-CONTROL-PFC-ACK

	x40
	SGSN-INVOKE-TRACE

	x41
	STATUS

	x42
	OVERLOAD

	
	PDUs between PFM SAPs

	0x50
	DOWNLOAD-BSS-PFC

	0x51
	CREATE-BSS-PFC

	0x52
	CREATE-BSS-PFC-ACK

	0x53
	CREATE-BSS-PFC-NACK

	0x54
	MODIFY-BSS-PFC

	0x55
	MODIFY-BSS-PFC-ACK

	0x56
	DELETE-BSS-PFC

	0x57
	DELETE-BSS-PFC-ACK

	0x58
	DELETE-BSS-PFC-REQ

	0x59
	PS-HANDOVER-REQUIRED

	0x5a
	PS-HANDOVER-REQUIRED-ACK

	0x5b
	PS-HANDOVER-REQUIRED-NACK

	0x5c
	PS-HANDOVER-REQUEST

	0x5d
	PS-HANDOVER-REQUEST-ACK

	0x5e
	PS-HANDOVER-REQUEST-NACK

	0x91
	PS-HANDOVER-COMPLETE

	0x92
	PS-HANDOVER-CANCEL

	0x93
	PS-HANDOVER-COMPLETE-ACK

	
	PDUs between LCS SAPs

	0x60
	PERFORM-LOCATION-REQUEST

	0x61
	PERFORM-LOCATION-RESPONSE

	0x62
	PERFORM-LOCATION-ABORT

	0x63
	POSITION-COMMAND

	0x64
	POSITION-RESPONSE

	
	PDUs between RIM SAPs

	0x70
	RAN-INFORMATION

	0x71
	RAN-INFORMATION-REQUEST

	0x72
	RAN-INFORMATION-ACK

	0x73
	RAN-INFORMATION-ERROR

	0x74
	RAN-INFORMATION-APPLICATION-ERROR

	
	PDUs between MBMS SAPs

	0x80
	MBMS-SESSION-START-REQUEST

	0x81
	MBMS-SESSION-START-RESPONSE

	0x82
	MBMS-SESSION-STOP-REQUEST

	0x83
	MBMS-SESSION-STOP-RESPONSE

	0x84
	MBMS-SESSION-UPDATE-REQUEST

	0x85
	MBMS-SESSION-UPDATE-RESPONSE

	RESERVED
	all values not explicitly shown are reserved for future use

	NOTE 1:
This value was allocated in an earlier version of the protocol and shall not be used.


=================Next change ===============
11.3.116


Priority Class Indicator
This information element indicates that overload has occurred and traffic for the indicated priority class should be reduced. 
Table 11.3.116: Priority Class Indicator IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2
	Length Indicator 

	octet 3
	Value part of Priority Class Indicator


The Value part of Priority Class Indicator is coded as a bit string with length of 8. Each bit represents a kind of priority class as specified below. If a bit is set to “1“, the signalling traffic of the respective priority class should be reduced.
Bit (0) = A mobile station configured for "low access priority" as defined in TS 44.060 
Bits (1...7) are reserved for future use.
=================Next change ===============
11.3.117


PLMN ID
This information element contains the PLMN identifier of the SGSN and is coded as follow, the MCC and MNC value field is defined in 3GPP TS 23.003.
Table 11.3.117: PLMN ID coding 

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator 

	Octet 4
	MCC digit 2
	MCC digit 1

	Octet 5
	MNC digit 3
	MCC digit 3

	Octet 6
	MNC digit 2
	MNC digit 1


=================Next change ===============
12.1
General Variables

Table 12.1.a: Procedure timers

	Timer mnemonic
	Value range
	Notes
	Relation to other timers

	T1
	1 s < T1 < 30 s
	Guards the (un)blocking procedures
	none

	T2
	1 s < T2 < 120 s
	Guards the reset procedure
	none

	T3
	0,1 s < T3 < 10 s
	Guards the suspend procedure
	none

	T4
	0.1 s < T4 < 10 s
	Guards the resume procedure
	none

	T5
	1 s < T5 < 30 s
	Guards the Radio Access Capability Update procedure
	none

	T6
	0,1 s < T6 < 10 s
	Guards the DOWNLOAD-BSS-PFC PDU
	none 

	T7
	0,1 s < T7 < 10 s
	Guards the CREATE-BSS-PFC PDU
	none

	T8
	0,1 s < T8 < 10 s
	Guards the MODIFY-BSS-PFC PDU
	none

	T9
	Same as T3314 READY timer in 3GPP TS 24.008. Minimum 6 s
	This is the Packet Flow Timer (PFT) and holds the maximum time the BSS may store a BSS PFC while no uplink data is transmitted
	Cannot exceed the value of the READY timer for this MS unless READY timer is less than 6 s.

	T10
	0,5 s ( T10 < 10 s
	Guards the PFC queuing procedure
	T10 < T7

	T11
	0,1 s < T11 < 10 s
	Guards the MBMS Session Start, MBMS Session Update and MBMS Session Stop procedures
	none

	T12
	0,5 s ( T12 < 10 s
	Guards the PS Handover Required procedure in the BSS
	none

	T13
	0,5 s ( T13< 10 s
	Guards the PS Handover Request procedure in the SGSN
	none

	T14
	0,5 s ( T14 < 10 s
	Guards the PS Handover Complete procedure in the SGSN
	none

	T15
	O&M
	Overload timer in BSS, see sub-clause 8.6.1
	T15< T16

	T16
	O&M
	Overload timer in BSS, see sub-clause 8.6.1
	none


Table 12.1.b: Procedure retry counters

	Retry mnemonic
	Retry value
	Notes

	BVC-BLOCK-RETRIES
	3
	none

	BVC-UNBLOCK-RETRIES
	3
	none

	BVC-RESET-RETRIES
	3
	none

	SUSPEND-RETRIES
	3
	none

	RESUME-RETRIES
	3
	none

	RA-CAPABILITY-UPDATE-RETRIES
	3
	none

	DOWNLOAD-BSS-PFC-RETRIES
	3
	none

	CREATE-BSS-PFC-RETRIES
	3
	none

	MODIFY-BSS-PFC-RETRIES
	3
	none

	MBMS-SESSION-START-REQUEST-RETRIES
	3
	none

	MBMS-SESSION-STOP-REQUEST-RETRIES
	3
	none

	MBMS-SESSION-UPDATE-REQUEST-RETRIES
	3
	none


=================  The End  ===============
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