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	Title:
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	Source to TSG:
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	G3new

	
	

	Work item code:
(

	TIGHTER
	
	Date: (
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	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-4
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Rel-7
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Rel-8
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Rel-9
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Rel-10
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(Release 12)

	
	

	Reason for change:
(

	Addition of new Test cases for verifying the TIGHTER functionality

	
	

	Summary of change:
(

	Addition of new TIGHTER test cases

	
	

	Consequences if 
(

not approved:
	Insufficient test coverage for feature TIGHTER

	
	

	Clauses affected:
(

	Table B.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR 51.010-1 CR 4746, 4747,4748, 4749,4750,4751,4752,4753,4754,4755

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	This CR applies to Rel-10 and later MS.


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	--skip table--
	
	
	
	
	
	
	

	14.4.4
	Co-channel rejection - FACCH/F
	Phase 2
	All MS
	
	A
	
	

	14.4.4a
	Co-channel rejection - FACCH/F in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.4.5
	Co-channel rejection - FACCH/H
	Phase 2
	MS supporting half rate service
	
	C2
	
	

	14.4.5a
	Co-channel rejection - FACCH/H in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.4.6
	Co-channel rejection - TCH/EFS
	Phase 2
	MS supporting EFR speech
	
	C83
	
	

	14.4.6a
	Co-channel rejection - TCH/EFS in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.4.7
	Receiver performance in the case of frequency hopping and co-channel interference on one carrier

	R97
	MS supporting speech
	
	C52
	
	

	14.4.8
	Co-channel rejection – TCH/AFS
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	L3
	C321
	TSPC_DARP_Phase1

TSPC_DARP_Phase2
	

	14.4.8a
	Co-channel rejection - TCH/AFS in TIGHTER configuration
	Rel-10
	MS supporting AMR, DARP phase 1 and Tighter
	
	C559
	
	

	14.4.16
	Co-channel rejection – TCH/AHS
	R98 AND AMR Loops
	MS supporting AMR Half Rate and AMR Test-Loops
	R7
	C333
	
	

	14.4.16a
	Co-channel rejection - TCH/AHS in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.4.17
	Co-channel rejection – TCH/AFS-INB
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	L4
	C321
	TSPC_AddInfo_Half_rate_version_3
	

	14.4.18
	Co-channel rejection – TCH/AHS-INB
	R98 AND AMR Loops
	MS supporting AMR Half Rate and AMR Test-Loops
	
	C333
	
	

	14.4.19
	Co-channel rejection – O-TCH/AHS
	Rel-5
	MS supporting O-TCH/AHS
	
	C358
	
	

	14.4.20
	Co-channel rejection – O-TCH/AHS-INB
	Rel-5
	MS supporting O-TCH/AHS
	
	C358
	
	

	14.4.21
	Co-channel rejection – O-FACCH/H
	Rel-5
	MS supporting O-TCH/AHS or O-TCH/WHS
	
	C391
	TSPC_O-TCH_WHS

TSPC_O-TCH_AHS
	

	14.4.24
	Co-channel interference – O-TCH/WFS
	Rel-5
	MS supporting O-TCH/WFS
	
	C366
	
	

	14.4.25
	Co-channel interference – O-TCH/WHS
	Rel-5
	MS supporting O-TCH/WHS
	
	C383
	
	

	14.4.26
	Co-channel rejection - O-TCH/WFS-INB
	Rel-5
	MS supporting O-TCH/WFS and AMR Test-Loops
	
	C395
	
	

	14.4.27
	Void
	
	
	
	
	
	

	14.4.28
	Co-channel Interference – TCH/WFS
	Rel-5
	MS supporting TCH/WFS
	
	C387
	TSPC_Type_SmallMS

TSPC_Type_DCS_Class1

TSPC_Type_DCS_Class2

TSPC_Type_DCS_Class3

TSPC_Type_PCS_Class1

TSPC_Type_PCS_Class2
	

	14.4.28a
	Co-channel rejection - TCH/WFS in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.4.29
	Co-channel Interference – TCH/WFS-INB
	Rel-5
	MS supporting TCH/WFS
	
	C387
	
	

	14.4.30
	Co-Channel Rejection O-FACCH/F
	Rel-5
	MS supporting O-TCH/WFS
	
	C366
	
	

	14.4.31
	Co-channel rejection – Repeated FACCH/F
	Rel-6
	MS supporting Repeated FACCH
	
	C466
	TSPC_Type_SmallMS

TSPC_Type_DCS_Class1

TSPC_Type_DCS_Class2

TSPC_Type_DCS_Class3

TSPC_Type_PCS_Class1

TSPC_Type_PCS_Class2
	

	14.4.32
	Co-channel rejection – Repeated SACCH
	Rel-6
	MS supporting Repeated SACCH
	
	C414
	TSPC_Type_SmallMS

TSPC_Type_DCS_Class1

TSPC_Type_DCS_Class2

TSPC_Type_DCS_Class3

TSPC_Type_PCS_Class1

TSPC_Type_PCS_Class2
	

	14.5.1.1
	Adjacent channel rejection - speech channels – TCH/FS
	Phase 2
	MS supporting speech
	R12
	C24
	
	

	14.5.1.1a
	Adjacent channel rejection - TCH/FS in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.5.1.2
	Adjacent channel rejection - speech channels – TCH/AFS
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	
	C321
	
	

	14.5.1.2a
	Adjacent channel rejection - TCH/AFS in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.5.1.3
	Adjacent channel rejection - speech channels – TCH/AHS
	R98 AND AMR Loops
	MS supporting AMR Half Rate and AMR Test-Loops
	
	C333
	
	

	14.5.1.3a
	Adjacent channel rejection - TCH/AHS in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.5.1.4
	Adjacent channel rejection - speech channels – O-TCH/AHS
	Rel-5
	MS supporting O-TCH/AHS
	
	C358
	
	

	14.5.1.5
	Adjacent Channel Rejection - speech channels - O-TCH/WFS
	Rel-5
	MS supporting O-TCH/WFS
	
	C366
	
	

	14.5.1.6
	Adjacent channel interference O-TCH/WHS
	Rel-5
	MS supporting O-TCH/WHS
	
	C383
	
	

	14.5.1.7
	Adjacent Channel Interference – TCH/WFS
	Rel-5
	MS supporting TCH/WFS
	
	C387
	
	

	14.5.1.7a
	Adjacent Channel Interference - TCH/WFS in TIGHTER configuration
	Rel-10
	MS supporting TIGHTER for speech and signalling channels
	
	C554
	
	

	14.5.2
	Adjacent channel rejection - control channels
	Phase 2
	MS not supporting speech
	
	C53
	
	

	--skip table--
	
	
	
	
	
	
	

	14.11.1.1
	DARP ph1 Speech bearer tests / TCH/FS / DTS-1
	R99
	MS supporting full rate speech and DARP phase 1 OR DARP phase 2
	
	C350
	
	

	14.11.2.1
	DARP ph1 Speech bearer tests / TCH/AFS / DTS-1
	R99
	MS supporting AMR and DARP phase 1 OR DARP phase 2
	
	C344
	
	

	14.11.2.2
	DARP ph1 Speech bearer tests / TCH/AFS / DTS-4
	R99
	MS supporting AMR and DARP phase 1 OR DARP phase 2
	
	C344
	
	

	14.11.2.2a
	DARP Phase 1 Speech bearer test TCH-AFS/ DTS-4 in TIGHTER configuration
	Rel-10
	MS supporting AMR, DARP phase 1 and Tighter 
	
	C559
	
	

	14.11.2.3
	DARP ph1 Speech bearer tests / TCH/AFS / DTS-2/3/5
	R99
	MS supporting AMR and DARP phase 1 OR DARP phase 2
	
	C344
	
	

	14.11.3.1
	DARP ph1 Speech bearer tests / TCH/AHS / DTS-1
	R99
	MS supporting AMR and DARP phase 1 OR DARP phase 2
	
	C351
	
	

	14.11.3.3
	DARP ph1 Speech bearer tests / TCH/AHS / DTS-2/3
	R99
	MS supporting AMR and DARP phase 1 OR DARP phase 2
	
	C351
	
	

	14.11.3.3a
	DARP Phase 1 Speech bearer test -TCH-AHS/ DTS-2/3 in TIGHTER configuration
	Rel-10
	MS supporting AMR, DARP phase 1 and Tighter 
	
	C559
	
	

	14.12.1.1
	DARP Ph1 Signalling bearer tests / FACCH DTS-1
	R99
	MS supporting AMR and DARP phase 1 OR DARP phase 2
	
	C350
	
	

	14.12.1.1a
	DARP Phase 1 Signalling bearer test - FACCH/F -DTS-1 in TIGHTER configuration
	Rel-10
	MS supporting DARP phase 1 and Tighter
	
	C560
	
	

	
	
	
	
	
	
	
	

	14.12.1.2
	DARP Ph1 Signalling bearer tests / FACCH DTS-2-3
	R99
	MS supporting AMR and DARP phase 1 OR DARP phase 2
	
	C350
	
	

	14.12.1.2a
	DARP Phase 1 Signalling bearer test - FACCH/F – DTS-2-3 in TIGHTER configuration
	Rel-10
	MS supporting AMR, DARP phase 1 and Tighter 
	
	C559
	
	

	14.13
	Void
	
	
	
	
	
	

	14.11.1.1
	DARP ph1 Speech bearer tests / TCH/FS / DTS-1
	R99
	MS supporting full rate speech and DARP phase 1 OR DARP phase 2
	
	C350
	
	

	14.11.2.1
	DARP ph1 Speech bearer tests / TCH/AFS / DTS-1
	R99
	MS supporting AMR and DARP phase 1 OR DARP phase 2
	
	C344
	
	

	--skip table--
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