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	The concept of an IMMEDIATE PACKET ASSIGNMENT (IPA) message was introduced to 44.018, 44.060 and 24.008 in GP-120793, GP-1210801, and GP120798 respectively at GERAN#54.

A large number of devices such as M2M devices and smartphones accessing the network will cause congestion on the AGCH. Assigning PS resources for multiple devices in one AGCH block can efficiently enhance AGCH capacity and reduce AGCH congestion. An IPA message allows two or three mobile devices to be assigned packet resources using a single AGCH block.

	
	

	Summary of change:
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	A new PICS “Support of IPA capability” is added and new entries for test cases 52.10.1, 52.10.2, 52.10.3, 52.10.4, 52.10.5, 52.10.6, 52.10.7 added to Table B.1 accordingly.
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	A mobile station not indicating support for the IPA capability will not be able to receive IMMEDIATE PACKET ASSIGNMENT messages. Also, the applicability of test cases 52.10.1 - 52.10.7 will remain undefined
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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind

	4
	Country/PLMN Selection.
	3GPP TS 02.07 B.1.4
	 Phase 2
	M
	
	TSPC_Feat_PLMNsel

	
	[… skipped section…]
	
	
	
	
	

	84
	Support of Latency reductions
	3GPP TS 43.064 3.3.5
	Rel-7
	O
	
	TSPC_Latency_Reductions

	85
	Support of Downlink Dual Carrier
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_Downlink_DualCarrier

	
	[… skipped section…]
	
	
	
	
	

	129
	Support of DTR
	3GPP TS 44.060
	Rel-10
	O
	
	TSPC_DTR

	130
	Support of FANR capability
	3GPP TS 44.060 9.1.14
	Rel-10
	O
	
	TSPC_FANR_Capability

	131
	Support of Selective Ciphering of Downlink SACCH
	3GPP TS 24.008
	Rel-10
	O
	
	TSPC_Selective_Ciphering_DL_SACCH

	132
	Support of Priority based Reselection
	3GPP TS 45.005
	Rel-8
	O
	
	TSPC_PRIORITY_BASED_RESELECTION

	xxx
	Support of IPA capability
	3GPP TS 44.018 
	Rel-10
	O
	
	TSPC_IMMEDIATE_PACKET_ASSIGNMENT


[…]
Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

[Text Skipped] 

Table B.1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	52.9.2.1.4
	Extended Dynamic Allocation / Uplink Transfer / Normal / PACCH operation in downlink
	R99
	All EGPRS MS supporting Extended Dynamic Allocation and EGPRS multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45)
	
	C357
	TSPC_Type_EGPRS_Multislot_ClassX where X = 1..45
	52.9.2.1.4

	52.9.2.1.5
	Extended Dynamic Allocation / Uplink Transfer / Normal / Polling for EPDAN
	R99
	All EGPRS MS supporting Extended Dynamic Allocation and EGPRS multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45)
	
	C357
	TSPC_Type_EGPRS_Multislot_ClassX where X = 1..45
	52.9.2.1.5

	
	[… skipped section…]
	
	
	
	
	
	

	52.10.1
	Verification of support of the IPA capability / EGPRS Packet Channel Request supported
	Rel-10
	All EGPRS MS supporting IPA capability
	
	Cxxx
	
	

	52.10.2
	EGPRS Packet Access for one phase access by IPA capable MS/ EGPRS Packet Channel Request supported / CCCH case
	Rel-10
	All EGPRS MS supporting IPA capability
	
	Cxxx
	
	

	52.10.3
	EGPRS Packet Access for two phase access by IPA capable MS/ EGPRS Packet Channel Request supported / CCCH case
	Rel-10
	All EGPRS MS supporting IPA capability
	
	Cxxx
	
	

	52.10.4
	EGPRS Packet Access for signalling by IPA capable MS/ EGPRS Packet Channel Request supported / CCCH case
	Rel-10
	All EGPRS MS supporting IPA capability
	
	Cxxx
	
	

	52.10.5
	EGPRS Packet Access for one phase access by IPA capable MS/ EGPRS Packet Channel Request not supported / CCCH case
	Rel-10
	All EGPRS MS supporting IPA capability
	
	Cxxx
	
	

	52.10.6
	EGPRS Packet Access for two phase access by IPA capable MS/ EGPRS Packet Channel Request not supported / CCCH case
	Rel-10
	All EGPRS MS supporting IPA capability
	
	Cxxx
	
	

	52.10.7
	EGPRS Packet Access for signalling by IPA capable MS/ EGPRS Packet Channel Request with IPA not supported / CCCH case
	Rel-10
	All EGPRS MS supporting IPA capability
	
	Cxxx
	
	


[…]
Table B.1a: Applicability of tests – Conditions definitions

	C550
	IF A.2/123 AND A.2/84 THEN A ELSE N/A
	TSPC_EFTA AND TSPC_Latency_Reductions

	C551
	IF A.2/123 AND (A.1/270 OR A.1/271 OR A.1/272 OR A.1/273 OR A.1/274 OR A.1/275)
	TSPC_EFTA AND (TSPC_EFTA_Alt_Multislot_Class_24 OR TSPC_EFTA_Alt_Multislot_Class_25 OR TSPC_EFTA_Alt_Multislot_Class_26 OR TSPC_EFTA_Alt_Multislot_Class_27 OR TSPC_EFTA_Alt_Multislot_Class_28 OR TSPC_EFTA_Alt_Multislot_Class_29)

	C552
	IF A.2/125 OR A.2/91 THEN A ELSE N/A
	-- TSPC_eCall_only_support OR TSPC_eCallOnly_Equipment

	
	[… skipped section…]
	

	C563
	IF A.2/48 AND A.25/105

OR A.2/49 THEN A ELSE N/A
	-- (TSPC_operation_mode_B AND TSPC_AddInfo_Comb_DP_no_pwr_off) OR  TSPC_operation_mode_C

	Cxxx
	IF A.2/42 AND A.2/xxx THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_IMMEDIATE_PACKET_ASSIGNMENT
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