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Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements

	60.9
	Inter system handover to UTRAN/From GSM/Failure/Cause: Protocol Error
	R99
	MS supporting both GSM and UTRAN
	
	C289
	

	60.10
	Inter system handover to UTRAN/From GSM/Integrity Protection Activation
	R99
	MS supporting both GSM and UTRAN
	
	C285
	

	70.2.1
	Network Induced E-OTD emergency call test on an SDCCH, Idle, no IMSI
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.2.2
	Void
	
	
	
	
	

	70.2.3
	Network Induced E-OTD emergency call test on an SDCCH
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.2.4
	E-OTD test for NI-LR on the TCH
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.3.1.1
	MO_LR Basic Self Location Request In Idle Mode (Normal Case)
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.3.1.2
	MO_LR Basic Self Location Request In Dedicated Mode (Normal Case)
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.3.2
	MO_LR Transfer to 3rd Party
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.3.3
	MOLR_Autonomous Location
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.3.4.1
	MO_LR Positioning Measurement / Protocol Error
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.3.4.2
	MO_LR Positioning Measurement / Location Error
	R98
	MSs supporting MS-Assisted EOTD and do not support LCS MS-Assisted GPS
	
	C318
	

	70.3.4.3
	MO_LR Positioning Measurement / Multiple RRLP REQUEST with same Reference Number
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.3.4.4
	MO_LR Positioning Measurement / Multiple RRLP REQUEST with different Reference Number
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.3.4.5
	MO_LR Positioning Measurement / RR Management Commands
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.4.1
	E-OTD test for MT-LR Location Notification
	R98
	MSs supporting MS-Assisted EOTD
	
	C281
	

	70.4.2.1
	E-OTD test for MT-LR Privacy Options – Location Allowed.
	R98
	MSs supporting MS-Assisted EOTD and Privacy Options
	
	C304
	

	70.4.2.2
	E-OTD test for MT-LR Privacy Options – Location Not Allowed.
	R98
	MSs supporting MS-Assisted EOTD and Privacy Options
	
	C304
	

	70.6.1
	E-OTD Sensitivity Performance Tests for GMSK
	R98
	All MSs supporting MS-Assisted EOTD for GMSK
	
	C313
	

	70.6.2
	E-OTD Interference performance test for GMSK
	R98
	All MSs supporting MS-Assisted EOTD for GMSK
	
	C313
	

	70.6.3
	E-OTD Multipath performance test for GMSK
	R98
	All MSs supporting MS-Assisted EOTD for GMSK
	
	C313
	

	70.6.4
	E-OTD Interference performance test  for 8PSK
	R99
	All MSs supporting MS-Assisted EOTD for 8PSK
	
	C314
	

	70.6.5
	E-OTD Multipath performance test for 8PSK
	R98
	All MSs supporting MS-Assisted EOTD for 8PSK
	
	C314
	

	70.6.6
	E-OTD Sensitivity Performance Tests for 8PSK
	R99
	All MSs supporting MS-Assisted EOTD for 8PSK
	
	C314
	

	70.7.2.1
	Void
	
	
	
	
	

	70.7.2.2
	Void
	
	
	
	
	

	70.7.4.1
	Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Based GPS
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	C283
	TSPC_MS_RRLP_RELEASE

	70.7.4.2
	Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS and emergency calls and not supporting MS-Assisted A-GANSS
	
	C284
	TSPC_MS_RRLP_RELEASE

	70.7.4.3
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Based GPS
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	C283
	TSPC_MS_RRLP_RELEASE

	70.7.4.4
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS
	
	C284
	TSPC_MS_RRLP_RELEASE

	70.8.1
	Basic Self Location
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE

	70.8.2
	Basic Self Location in Dedicated Mode
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE


Table B.1a: Applicability of tests – Conditions definitions

	C274
	IF A.2/41 AND A.25/105 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_Comb_DP_no_pwr_off

	C275
	IF A.2/41 AND A.25/106 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_Usr_non_GPRS_DP

	C276
	void
	

	C277
	IF A.2/42 AND (A.1/97 OR A.1/98 OR A.1/99 OR A.1/100 OR A.1/101 OR A.1/103 OR A.1/104 OR A.1/105 OR A.1/114 OR A.1/119) THEN A ELSE N/A
	-- TSPC_EGPRS AND (

TSPC_Type_EGPRS_Multislot_Class2 OR TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class4 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class8 OR TSPC_Type_EGPRS_Multislot_Class9 OR TSPC_Type_EGPRS_Multislot_Class10 OR TSPC_Type_EGPRS_Multislot_Class19 OR TSPC_Type_EGPRS_Multislot_Class24)

	C278
	IF A.2/42 AND A.25/84 AND A.25/128 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_AddInfo_mor1PDP CA AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	C279
	Void
	

	C280
	IF A.25/57 THEN A ELSE N/A
	-- TSPC_AddInfo_SpeechHandset

	C281
	IF A.2/57 THEN A ELSE N/A
	-- TSPC_EOTD_ASSIST

	C282
	void
	

	C283
	IF A.2/59 AND NOT (A.2/94) THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS

	C284
	IF A.2/60 AND NOT (A.2/95) THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND TSPC_Serv_TS12 AND NOT TSPC_MSA_A-GANSS

	C285
	IF (A.1/56 AND A.27/1 AND (A.25/2 OR A.25/3 OR A.25/65 OR A.25/79) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1  OR TSPC_AddInfo_Full_rate_version_2  OR TSPC_AddInfo_Full_rate_version_3) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C286
	IF (A.1/56 AND A.27/2 AND (((A.1/15 OR A.25/5)  AND A.25/72) OR (A.27/3 AND (A.1/15 OR A.25/5)) OR (A.27/4 AND A.25/4)) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Streaming_14_4_CSRAB_3_4_SRAB AND (

TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData)  AND TSPC_AddInfo_144Data) OR (TSPC_Streaming_28_8_CSRAB_3_4_SRAB  AND (TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData) OR (TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_AddInfo_DataSvc) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C287
	IF (A.1/56 AND ((A.27/3 AND (A.1/15 OR A.25/5)  AND A.25/72) OR (A.27/4 AND (A.1/15 OR A.25/5) AND A.25/72) OR (A.27/4 AND (A.1/15 OR A.25/5))) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND (TSPC_STREAMING_28_8_CSRAB_3_4_SRAB AND (TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData)  AND TSPC_AddInfo_144Data)  OR ((TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData) AND TSPC_AddInfo_144Data) OR (TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C288
	IF (A.1/56 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_AddInfo_Full_rate_version_1 AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C289
	IF (A.1/56 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_AddInfo_Full_rate_version_1 AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)
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