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Clarification to Clear Command at the Rerouting procedure
1 Introduction
A shared GERAN based on multiple operator core network (MOCN) for non-supporting mobiles has been introduced in release 10. The specified solution for CS traffic is based on the Rerouting procedure described in the references 1) and 2). 

During the Rerouting procedure, the BSC might receive a REROUTE COMMAND message from an MSC which is not the last attempted. The BSC shall then initiate the Initial MS Message procedure towards another CN operator when possible (or possibly to the same CN in case when CS/PS domain registration coordination is required). In this case it is not stated in the reference 1) when or how the previously used signaling connection is released. It is also stated in reference 2) chapter 7.1.4.2 that the signaling connection between BSC and MSC has to be released in case of a new attempt towards a new MSC has to be done.

The connection release is always initiated by the MSC side, which means that the release procedure described in reference 1) chapter 3.1.9.1 has to be used to release the signaling connection between the BSC and the MSC. That is, only the signaling connection between BSC and MSC has to be released by a CLEAR COMMAND message. 

2 Problem description
In reference 1) chapter 3.1.9.1 it is described that when the MSC is sending a BSSMAP CLEAR COMMAND, it is also indicating that the radio resource(s) should be released.  

However, during the rerouting procedure only the signaling connection between the MSC and BSC shall be released, in case of that the MSC is not the last attempted.  
3 Proposed Solution
It is proposed to add a clarification in reference 1) and chapter 3.1.9.1, which should clarify that in case of receiving a CLEAR COMMAND message immediately following the reception of the REROUTE COMMAND message from the MSC which is not the last attempted, only the signaling connection between the MSC and the BSC is released. 
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