Page 1



3GPP TSG GERAN WG3 Meeting #59
(
GP-130594
Sofia, Bulgaria, 26th – 30th August
	CR-Form-v10

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	4872
	(

rev
	-
	(

Current version:
	11.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	New NIMTC test case 44.2.3.3.2a Periodic routing area updating / accepted / per-device timer

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	G3new

	
	

	Work item code:
(

	NIMTC_GERAN-MSConTest
	
	Date: (

	2013-08-13

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Addition of new test case for Periodic routing area updating / accepted / per-device timer, in accordance with the Network Improvements for Machine-Type Communications work plan.

	
	

	Summary of change:
(

	Added new test case:
44.2.3.3.2a Periodic routing area updating / accepted / per-device timer

	
	

	Consequences if 
(

not approved:
	Lack of test coverage for the Network Improvements for Machine-Type Communications work items

	
	

	Clauses affected:
(

	New clause 44.2.3.3.2a  

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 51.010-2 CR0813

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


44.2.3.3.2a
Periodic routing area updating / accepted / per-device value

44.2.3.3.2a.1
Conformance requirement
Periodic routing area updating is used to periodically notify the availability of the MS to the network. The procedure is controlled in the MS by timer T3312. The value of timer T3312 is sent by the network to the MS in the messages ATTACH ACCEPT and ROUTING AREA UPDATE ACCEPT. The value of timer T3312 shall be unique within a RA.
The network may include timer T3312 extended value IE in the ATTACH ACCEPT message or ROUTING AREA UPDATE ACCEPT message only if the MS indicates support of the timer T3312 extended value in the MS network feature support IE.

If the network includes the timer T3312 extended value IE in the ATTACH ACCEPT message or ROUTING AREA UPDATE ACCEPT message, the network shall use the timer T3312 extended value IE as the value of timer T3312.
The Mobile Station shall perform a periodic routing area update procedure after a T3312 timeout.

Reference(s):

3GPP TS 24.008 clauses 4.7.2.2 and 4.7.5.1
44.2.3.3.2a.2
Test purpose

To verify that the MS uses the per-device timer value for Periodic Routing Area Update received in an Attach Accept or RAU Accept message
44.2.3.3.2a.3
Method of test

Initial conditions

System Simulator:


One cell operating in network operation mode II.
Mobile Station:


The MS has a valid P-TMSI-1 and RAI-1. MS is Idle Updated.

Specific PICS statements:

-
MS operation mode B (TSPC_operation_mode_B) 

-
MS operation mode C (TSPC_operation_mode_C)

-
Switch off on button (TSPC_Feat_OnOff).

-
Automatic GPRS attach procedure at switch on or power on (TSPC_AddInfo_on_auto_GPRS_AP). 

PIXIT statements:

-

Test procedure
The MS initiates a GPRS attach procedure with identity P-TMSI. In the GPRS attach procedure the MS indicates support of the extended timer value. The SS reallocates the P-TMSI and returns ATTACH ACCEPT message with a new P-TMSI, timer T3312 and the extended value of T3312. The MS acknowledge the new P-TMSI by sending ATTACH COMPLETE message. A routing area updating procedure is performed when the extended value of timer T3312 times out.

Maximum duration of test

20 minutes.

Expected sequence
	Step
	Direction
	Message
	Comments

	1
	SS
	
	The MS is set in MS operation mode C (see PICS). If MS operation mode C not supported, goto step 11.

	2
	MS
	
	The MS is powered up or switched on and initiates an attach (see PICS). 

	3
	MS -> SS
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = P-TMSI-1

Routing area identity = RAI-1
MS network feature support = 1 (MS support of extended timer)

	4
	SS -> MS
	ATTACH ACCEPT
	Attach result = 'GPRS only attached'

Mobile identity = P-TMSI-2

P-TMSI-2 signature

Routing area identity = RAI-1

T3312 = 4 minutes

T3312 extended value = 6 min

	5
	MS -> SS
	ATTACH COMPLETE
	

	6
	MS -> SS
	ROUTING AREA UPDATING REQUEST
	Update type = 'Periodic updating'

P-TMSI-2 signature

Routing area identity = RAI-1

	7
	SS
	
	The SS verifies that the time between the attach and the periodic RA updating is Ready Timer Period (T3314) + the extended value of the Periodic Routing Area Updating timer (T3312 extended value) (+/- 10%)

	8
	SS -> MS
	ROUTING AREA UPDATING ACCEPT
	No new mobile identity assigned.

P-TMSI not included.

Update result = 'RA updated'
P-TMSI-3 signature

Routing area identity = RAI-1

Negotiated Ready Timer IE is not included

Force to standby indicator set

	9
	MS
	
	The MS is switched off or power is removed (see PICS).

	10
	MS -> SS
	DETACH REQUEST
	Message not sent if power is removed.

Detach type = 'power switched off, GPRS detach'

	11
	
	
	The SS is set in network operation mode II.

	12
	MS
	
	The MS is set in MS operation mode B (see PICS) and the test is repeated from step 3 to step 10.


Specific message contents

None.
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