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=============== The First Change ==============
10.3.1
PAGING PS

This PDU indicates that a BSS shall initiate the packet paging procedure for an MS within a group of cells.

PDU type:
PAGING-PS

Direction:
SGSN to BSS

Table 10.3.1: PAGING PS PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	IMSI
	IMSI/11.3.14
	M
	TLV
	5 -10

	DRX Parameters
	DRX Parameters/11.3.11
	O
	TLV
	4

	BVCI (note 1)
	BVCI/11.3.6
	C
	TLV
	4

	Location Area (note 1)
	Location Area/11.3.17
	C (note 2)
	TLV
	7

	Routeing Area (note 1)
	Routeing Area/11.3.31
	C (note 2)
	TLV
	8

	BSS Area Indication (note 1)
	BSS Area Indication/11.3.3
	C
	TLV
	3

	PFI
	PFI/11.3.42
	O
	TLV
	3

	ABQP
	ABQP/11.3.43
	O
	TLV
	13-?

	QoS Profile
	QoS Profile/11.3.28
	M
	TLV
	5

	P-TMSI
	TMSI/11.3.36
	O
	TLV
	6

	NOTE 1:
One and only one of the conditional IEs shall be present. No repeated instances of the conditional IEs are permissible (e.g. one and only one Location Area shall be present). 
NOTE 2:
When network sharing is supported, the PLMN included in the Location Area/ Routeing Area elements can be either the Common PLMN or an Additional PLMN (see 3GPP TS 44.018 [25]).


============= The Second Change =============
10.3.2
PAGING CS

This PDU indicates that a BSS shall initiate a circuit-switched paging procedure for an MS within a group of cells.

PDU type:
PAGING-CS

Direction:
SGSN to BSS

Table 10.3.2: PAGING CS PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	IMSI
	IMSI/11.3.14
	M
	TLV
	5 -10

	DRX Parameters
	DRX Parameters/11.3.11
	M
	TLV
	4

	BVCI (note 1)
	BVCI/11.3.6
	C
	TLV
	4

	Location Area (note 1)
	Location Area/11.3.17
	C (note 3)
	TLV
	7

	Routeing Area (note 1)
	Routeing Area/11.3.31
	C (note 3)
	TLV
	8

	BSS Area Indication (note 1)
	BSS Area Indication/11.3.3
	C
	TLV
	3

	TLLI
	TLLI/11.3.35
	O
	TLV
	6

	Channel needed (note 2)
	Channel needed/11.3.10 
	O
	TLV
	3

	eMLPP-Priority (note 2)
	eMLPP-Priority/11.3.12
	O
	TLV
	3

	TMSI (note 2)
	TMSI/11.3.36
	O
	TLV
	6

	Global CN-Id (note 2)
	Global CN-Id/11.3.69
	O
	TLV
	7

	NOTE 1:
One and only one of the conditional IEs shall be present. No repeated instances of the conditional IEs are permissible (e.g. one and only one Location Area shall be present).

	NOTE 2:
These fields are provided by the MSC via the Gs-Interface.
NOTE 3:
When network sharing is supported, the PLMN included in the Location Area/ Routeing Area elements can be either the Common PLMN or an Additional PLMN (see 3GPP TS 44.018 [25]).
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