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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind

	< Skip in table >

	133
	Support of UTRA CSG Cells Reporting
	3GPP TS 24.008
	Rel-10
	O
	
	TSPC_UTRA_CSG_Cells_Reporting

	134
	Support of IPA capability
	3GPP TS 44.018 
	Rel-11
	O
	
	TSPC_IMMEDIATE_PACKET_ASSIGNMENT

	135
	Support of Encryption GEA1
	3GPP TS 43.020
	R97 to Rel-11
	O

Note 1
	
	TSPC_Feat_GEA1

	
	
	
	Rel-12
	X
	
	

	136
	Support of Low Access Priority and Extended Access Barring
	3GPP TS 24.008 1.8

TS 22.011 4.3.4
	Rel-10
	O
	
	TSPC_LAP_EAB

	137
	Support of MinimumPeriodicSearchTimer
	3GPP TS 23.122 4.4.3.3
	Rel-10
	O
	
	TSPC_MinimumPeriodicSearchTimer

	138
	Support of NMO_I_Behaviour
	3GPP TS 24.008  4.1.1.4.2
	Rel-10
	O
	
	TSPC_NMO_I_Behaviour

	139
	Support of AttachWithIMSI
	3GPP TS 24.008 4.7.3.1 and 4.4.4.1
	Rel-10
	O
	
	TSPC_AttachWithIMSI


< Skip >
Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData

	< Skip in table >

	C590
	IF (NOT A.2/49 OR (A.2/47 OR A.2/48)) AND A.2/41 THEN A ELSE N/A
	-- (NOT TSPC_operation_mode_C OR (TSPC_operation_mode_A OR TSPC_operation_mode_B)) AND TSPC_GPRS

	C591
	IF (A.2/41 AND A.2/127) THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_TIGHTER_GPRS_EGPRS 

	C592
	IF (A.2/42 AND A.2/127) THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_TIGHTER_GPRS_EGPRS 

	C593
	IF (A.2/89 AND A.2/128) THEN A ELSE N/A
	-- TSPC_EGPRS2A  AND TSPC_TIGHTER_EGPRS2

	C594
	IF A.2/134 THEN A ELSE N/A
	TSPC_IMMEDIATE_PACKET_ASSIGNMENT

	C595
	IF A.2/41 AND A.2/135 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Feat_GEA1

	C596
	IF A.2/41 AND NOT A.2/135 THEN A ELSE N/A
	-- TSPC_GPRS AND NOT TSPC_Feat_GEA1

	C597
	IF A.2/130 THEN A ELSE N/A
	-- TSPC_FANR_Capability

	C598
	IF A.2/41 AND A.2/138 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_NMO_I_Behaviour

	C599
	IF A.2/41 AND A.2/139 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AttachWithIMSI

	C600
	IF A.2/136 THEN A ELSE N/A
	-- TSPC_LAP_EAB

	C601
	IF A.2/137 THEN A ELSE N/A
	-- TSPC_MinimumPeriodicSearchTimer

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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