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	Reason for change:
(

	An incoming LS from CT1 (C1-132203) informs the introduction of additional cause codes as triggers for redirection for MOCN. The LS requests GERAN2 to align their specifications to reflect these changes. 
According to NAS description in 24.008 the MSC and SGSN should not send redirection indication for rejections different from #11, #12, #13, #14, and #15. BSC is expected to directly forward to terminal a NAS message with rejections different from #11, #12, #13, #14, and #15.

However, MSC and SGSN may reject a UE with cause code #17 Network failure. An inbound roamer may have roaming agreement with more than one core network operator in a shared network. The home operator may generate cause code #17 to steer the customer to a certain core network operator. However, sending #17 directly to UE does not allow the network to try any other core network operator.
Note: Cause code #25 Not authorized for this CSG have also been added to 24.008 but it is relevant only in UTRAN in Iu mode.
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	Cause code #17 Network failure is added to Reroute Reject Cause in Reroute Command message.
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**************** First modification ***********
3.2.2.112
Reroute Reject Cause 

This IE indicates the cause of the reject of the Initial MS message in case of MOCN configuration for network sharing.

It is coded as follows:

	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Reroute Reject cause value
	octet 2


	

	Reroute Reject cause value (octet 2)

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	0
	0
	0
	Reserved

	
	
	
	“
	
	
	
	
	“

	0
	0
	0
	0
	1
	0
	1
	0
	Reserved

	0
	0
	0
	0
	1
	0
	1
	1
	PLMN not allowed (meaning is defined in [6])

	0
	0
	0
	0
	1
	1
	0
	0
	location area not allowed (meaning is defined in [6])

	0
	0
	0
	0
	1
	1
	0
	1
	roaming not allowed in this location area (meaning is defined in [6])

	0
	0
	0
	0
	1
	1
	1
	0
	GPRS services not allowed in this PLMN (meaning is defined in [6])

	0
	0
	0
	0
	1
	1
	1
	1
	no suitable cell in location area (meaning is defined in [6])

	0
0
	0
0

	0
0

	1
1

	0
0

	0
0

	0
0

	0
1

	CS/PS domain registration coordination required (meaning defined in [51])
Network failure (meaning is defined in [6])

	0
	0
	0
	1
	0
	0
	1
	0
	Reserved

	
	
	
	“
	
	
	
	
	“

	1
	1
	1
	1
	1
	1
	1
	1
	Reserved


**************** End of changes ***********
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