Page 1



3GPP TSG- GERAN Meeting #60 
GP-130902
Zhuhai, China, 18th – 22nd November 2013
	CR-Form-v11

	CHANGE REQUEST

	

	
	51.010-2
	CR
	0821
	rev
	-
	Current version:
	11.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Applicability changes in section 27 for GPRS only devices

	
	

	Source to WG:
	CETECOM

	Source to TSG:
	G3new

	
	

	Work item code:
	TEI
	
	Date:
	2013-10-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	Several Test Cases in section 27 of TS 51.010-1 require CS signalling and are therefore not applicable for GPRS only devices, but this is not correctly indicated in Table B.1.
New Test Cases in section 27 of part 1 are available and need an applicability assigned..

	
	

	Summary of change:
	· Status columns for Test Cases 27.1.1; 27.2; 27.3; 27.4; 27.5; 27.6; 27.7; 27.9 and 27.12.1 have been changed from “A” to “C587” in Table B.1.
· Status Condition C129 (exclusively assigned to TC 27.1.2) has been re-defined in Table B.1a.

· Status Condition C16 (exclusively assigned to TCs 27.18.*) has been re-defined in Table B.1a.

· The prose in the Applicabity column has been updated accordingly
· Editorial correction for item C594 in Table B.1

· New Status Condition has been introduced to limit execution of new Test Cases on GPRS only devices 
· Applicability for newly introduced Test Cases 27.1.1a;. 27.5a; 27.6a; 27.7a; 27.10a (five cases) and 27.12.1a has been assigned

	
	

	Consequences if not approved:
	Incorrect applicability statements will remain in Table B.1 for GPRS only devices and newly introduced Test Cases will have no applicability.

	
	

	Clauses affected:
	Table B.1; Table B.1a

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	X
	
	 Test specifications
	TS 51.010-1

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	This change request is related to AP#50.6 and AP#59.3.


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	< many rows skipped >

	27.1.1
	MS identification by short IMSI - Normal case
	Phase 2
	All ME except those supporting GPRS operation mode class C only
	
	C587
	
	

	27.1.1a
	MS identification by short IMSI - for GPRS
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.1.2
	MS identification by short IMSI - Phase 1 DCS SIM
	Phase 2
	All ME supporting DCS or Simultaneous MultiBand operation, except those supporting GPRS operation mode class C only
	
	C129
	
	

	27.2
	MS identification by short TMSI
	Phase 2
	All ME except those supporting GPRS operation mode class C only
	
	C587
	
	

	27.3
	MS identification by long TMSI
	Phase 2
	All ME except those supporting GPRS operation mode class C only
	
	C587
	
	

	27.4
	MS identification by long IMSI, TMSI updating and cipher key sequence number assignment
	Phase 2
	All ME except those supporting GPRS operation mode class C only
	
	C587
	
	

	27.5
	Forbidden PLMNs, location updating and undefined cipher key
	Phase 2
	All ME except those supporting GPRS operation mode class C only
	
	C587
	
	

	27.5a
	Forbidden PLMNs, GPRS attach
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.6
	MS updating forbidden PLMNs
	Phase 2
	All ME except those supporting GPRS operation mode class C only
	
	C587
	
	

	27.6a
	MS updating forbidden PLMNs - for GPRS
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.7
	MS deleting forbidden PLMNs
	Phase 2
	All ME except those supporting GPRS operation mode class C only
	
	C587
	
	

	27.7a
	MS deleting forbidden PLMNs - for GPRS
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.8
	MS updating the PLMN selector list
	Phase 2
	All ME
	
	A
	
	

	27.9
	MS recognizing the priority order of the PLMN selector list
	Phase 2
	All ME except those supporting GPRS operation mode class C only
	
	C587
	
	

	27.10-1
	MS access control management Case a
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-2
	MS access control management Case b
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-3
	MS access control management Case c
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-4
	MS access control management Case d
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-5
	MS access control management Case e
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-6
	MS access control management Case f
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-7
	MS access control management Case g
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-8
	MS access control management Case h
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10a-1
	MS access control management for GPRS Case a
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.10a-2
	MS access control management for GPRS Case b
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.10a-3
	MS access control management for GPRS Case c
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.10a-4
	MS access control management for GPRS Case d
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.10a-5
	MS access control management for GPRS Case e
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.11.1.1
	Bit/character duration during the transmission from the ME to the SIM
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.1.2
	Bit/character duration during the transmission from the SIM simulator to the ME
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.1.3
	Inter-character delay
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.1.4
	Error handling during the transmission from the ME to the SIM simulator
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.1.5
	Error handling during transmission from the SIM simulator to the ME
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.2.2
	Acceptance of SIMs with active low RST
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.2.3
	Characters of the answer to reset
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.2.4
	PTS procedure
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.2.5
	Reset repetition
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.2.6
	Speed Enhancement
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.11.3
	Command processing, procedure bytes
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.12.1
	Operating speed in authentication procedure
	Phase 2
	All ME except those supporting GPRS operation mode class C only
	
	C587
	
	

	27.12.1a
	Operating speed in authentication procedure - for GPRS
	R97
	All ME supporting GPRS and GPRS operation mode class C only
	
	Cxxx
	
	

	27.12.2
	Clock stop
	Phase 2
	All ME
	
	A
	TSPC_AddInfo_5V
	

	27.13.1
	Contact pressure
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	27.13.2
	Shape of contacts for IC card SIM card reader
	Phase 2
	All ME
	
	A
	
	

	27.14.1
	Entry of PIN
	Phase 2
	All ME
	
	A
	
	

	27.14.2
	Change of PIN
	Phase 2
	All ME
	
	A
	TSPC_PIN_MMI_Strings
	

	27.14.3
	Disabling the PIN
	Phase 2
	ME supporting a feature to disable the PIN
	
	C15
	
	

	27.14.4
	PUK entry
	Phase 2
	All ME
	
	C14
	TSPC_PIN_MMI_Strings
	

	27.14.5
	Entry of PIN2
	Phase 2
	ME supporting a feature requiring entry of PIN2 (e.g. AoC or FDN)
	
	C21
	
	

	27.14.6
	Change of PIN2
	Phase 2
	ME supporting PIN2
	
	C17
	TSPC_PIN_MMI_Strings
	

	27.14.7
	PUK2 entry
	Phase 2
	ME supporting PIN2
	
	C17
	TSPC_PIN_MMI_Strings
	

	27.15
	Abbreviated Dialling Numbers (ADN)
	Phase 2
	ME supporting ADN
	
	C473
	
	

	27.16
	MMI reaction to SIM status encoding
	Phase 2
	All ME
	
	C14
	
	

	27.17.1.1
	Electrical tests - Phase preceding ME power on
	Phase 2
	All ME
	
	A
	
	

	27.17.1.2-1
	Electrical tests - Phase during SIM power on - 5V SIM interface
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C80
	
	

	27.17.1.2-2
	Electrical tests - Phase during SIM power on - 3V SIM interface
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C81
	
	

	27.17.1.2-3.1)
	Electrical tests - Phase during SIM power on - 3V/5V SIM interface
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.1.2-3.2
	Electrical tests - Phase during SIM power on - 3V/5V SIM interface
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.1.2-4
	Electrical tests - Phase during SIM power on – 1,8V SIM interface
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C91
	
	

	27.17.1.2-5.1
	Electrical tests - Phase during SIM power on – 1,8V/3V SIM interface
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.1.2-5.2
	Electrical tests - Phase during SIM power on – 1,8V/3V SIM interface
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.1.3-1
	Electrical tests - Phase during ME power off with clock stop forbidden - 5V SIM interface
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C80
	
	

	27.17.1.3-2
	Electrical tests - Phase during ME power off with clock stop forbidden - 3V/5V SIM interface
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.1.4-1
	Phase during ME power off with clock stop allowed - 5V SIM interface
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C80
	
	

	27.17.1.4-2
	Phase during ME power off with clock stop allowed - 3V SIM interface
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C81
	
	

	27.17.1.4-3.1
	Phase during ME power off with clock stop allowed - 3V/5V SIM interface, soft power down
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.1.4-3.2
	Phase during ME power off with clock stop allowed - 3V/5V SIM interface, 3V/5V switching
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.1.4-4
	Phase during ME power off with clock stop allowed – 1,8V SIM interface, soft power down
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C91
	
	

	27.17.1.4-5.1
	Phase during ME power off with clock stop allowed - 1,8V/3V SIM interface, soft power down
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.1.4-5.2
	Phase during ME power off with clock stop allowed - 1,8V/3V SIM interface, soft power down
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.1.5.1
	Reaction of 3V only MEs on SIM type recognition failure
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C81
	
	

	27.17.1.5.2
	Reaction of 3V only MEs on type recognition of 5V only SIMs
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C81
	
	

	27.17.1.5.3
	Reaction of 3V technology MEs on type recognition of 5V only SIMs
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.1.5.4
	Reaction of 3V technology MEs on type recognition of 3V technology SIMs
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.1.5.5
	Reaction of 1,8V only MEs on SIM type recognition failure
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C91
	
	

	27.17.1.5.6
	Reaction of 1,8V only MEs on type recognition of 3V only SIMs
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C91
	
	

	27.17.1.5.7
	Reaction of 1,8V technology MEs on type recognition of 3V technology SIMs 
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.1.5.8
	Reaction of 1,8V technology MEs on type recognition of 1,8V technology SIMs
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.2.1.1-1
	Electrical tests on contact C1, Test 1 - 5V SIM interface
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C80
	
	

	27.17.2.1.1-2
	Electrical tests on contact C1, Test 1 - 3V SIM interface
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C81
	
	

	27.17.2.1.1-3.1
	Electrical tests on contact C1, Test 1 - 3V/5V SIM interface, 5V operation mode
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.2.1.1-3.2
	Electrical tests on contact C1, Test 1- 3V/5V SIM interface, 3V operation mode
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.2.1.1-4
	Electrical tests on contact C1, Test 1 – 1,8V SIM interface
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C91
	
	

	27.17.2.1.1-5.1
	Electrical tests on contact C1, Test 1 – 1,8V/3V SIM interface, 3V operation mode
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.2.1.1-5.2
	Electrical tests on contact C1, Test 1 – 1,8V/3V SIM interface, 1,8V operation mode
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.2.1.2-1
	Electrical tests on contact C1, Test 2 - 5V SIM interface
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C80
	
	

	27.17.2.1.2-2
	Electrical tests on contact C1, Test 2 - 3V SIM interface
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C81
	
	

	27.17.2.1.2-3.1
	Electrical tests on contact C1, Test 2 - 3V/5V SIM interface, 5V operation mode
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.2.1.2-3.2
	Electrical tests on contact C1, Test 2 - 3V/5V SIM interface, 3V operation mode
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.2.1.2-4
	Electrical tests on contact C1, Test 2 – 1,8V SIM interface
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C91
	
	

	27.17.2.1.2-5.1
	Electrical tests on contact C1, Test 2 – 1,8V/3V SIM interface, 3V operation mode
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.2.1.2-5.2
	Electrical tests on contact C1, Test 2 – 1,8V/3V SIM interface, 1,8V operation mode
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.2.2-1
	Electrical tests on contact C2 - 5V SIM interface
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C80
	
	

	27.17.2.2-2
	Electrical tests on contact C2 - 3V SIM interface
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C81
	
	

	27.17.2.2-3.1
	Electrical tests on contact C2 - 3V/5V SIM interface, 5V operation mode
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.2.2-3.2
	Electrical tests on contact C2 - 3V/5V SIM interface, 3V operation mode
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.2.2-4
	Electrical tests on contact C2 - 1,8V SIM interface
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C91
	
	

	27.17.2.2-5.1
	Electrical tests on contact C2 - 1,8V/3V SIM interface, 3V operation mode
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.2.2-5.2
	Electrical tests on contact C2 - 1,8V/3V SIM interface, 1,8V operation mode
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.2.3-1
	Electrical tests on contact C3 - 5V SIM interface
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C80
	
	

	27.17.2.3-2
	Electrical tests on contact C3 - 3V SIM interface
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C81
	
	

	27.17.2.3-3
	Electrical tests on contact C3 - 3V/5V SIM interface
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.2.3-4
	Electrical tests on contact C3 - 1,8V SIM interface
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C91
	
	

	27.17.2.3-5
	Electrical tests on contact C3 - 1,8V/3V SIM interface, 3V operation mode
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.17.2.5-1
	Electrical tests on contact C7 - 5V SIM interface
	Phase 2
	ME with a 5V SIM interface not supporting Card Application
	
	C80
	
	

	27.17.2.5-2
	Electrical tests on contact C7 - 3V SIM interface
	Phase 2
	ME with a 3V SIM interface not supporting Card Application
	
	C81
	
	

	27.17.2.5-3
	Electrical tests on contact C7 - 3V/5V SIM interface
	Phase 2
	ME with a 3V/5V SIM interface not supporting Card Application
	
	C82
	
	

	27.17.2.5-4
	Electrical tests on contact C7- 1,8V SIM interface
	Phase 2
	ME with a 1,8V SIM interface not supporting Card Application
	
	C91
	
	

	27.17.2.5-5
	Electrical tests on contact C7 - 1,8V/3V SIM interface, 3V operation mode
	Phase 2
	ME with a 1,8V/3V SIM interface not supporting Card Application
	
	C101
	
	

	27.18.1.1
	ME and SIM with FDN activated, EFADN invalidated and not readable or updatable
	R96
	ME supporting FDN and CC protocol for at least one bearer capability
	
	C16
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Half_rate_version_1

TSPC_AddInfo_Full_rate_version_2

TSPC_AddInfo_Full_rate_version_3

TSPC_AddInfo_Half_rate_version_3
	

	27.18.1.2
	EFADN invalidated but readable and updatable
	R96
	ME supporting FDN and CC protocol for at least one bearer capability
	
	C16
	
	

	27.18.2
	ME and SIM with FDN deactivated
	Phase 2
	ME supporting FDN and CC protocol for at least one bearer capability
	
	C16
	
	

	27.18.3
	Enabling, disabling and updating of FDN
	Phase 2
	ME supporting FDN and CC protocol for at least one bearer capability
	
	C16
	
	

	27.19
	Phase identification
	Phase 2
	All ME
	
	C14
	
	

	27.20
	SIM presence detection
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	27.21.1
	AoC not supported by SIM
	Phase 2
	ME supporting AoCC
	
	C4
	
	

	27.21.2
	Maximum frequency of ACM updating
	Phase 2
	ME supporting AoC (AoCC & AoCI)
	
	C3
	
	

	27.21.3
	Call terminated when ACM greater than ACMmax
	Phase 2
	ME supporting AoCC
	
	C4
	
	

	27.21.4
	Response codes of increase command
	Phase 2
	ME supporting AoCC
	
	C4
	
	

	27.22
	SIM Application Toolkit
	R96
	The applicability for SIM Toolkit is found in 11.10-4 clause 3, table B.1
	
	
	
	

	< many rows skipped >

	90.1.2
	Transmission of CTM Bearer Code – Mobile Terminated TTY Call
	R99
	All MS supporting TTY text telephony services and MT circuit switched basic service
	
	C408
	
	

	Note 1: Early implemented features can be tested regardless of the release, e.g. eCall is a Rel-8 feature but conformance testing of early implementations of eCall is also allowed in Rel-7 etc.

Note 2: When selecting TC for Testing the TIGHTER, if TIGHTER TC is not available then the legacy TC shall be run


Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	< many rows skipped >

	C15
	IF A.25/43 THEN A ELSE N/A
	-- TSPC_AddInfo_DisablePin

	C16
	IF A.2/21 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Feat_FDN AND TSPC_Addinfo_CCprotocol_oneBC

	C17
	IF A.25/44 THEN A ELSE N/A
	-- TSPC_AddInfo_Pin2

	< many rows skipped >

	C128
	IF A.25/68 THEN A ELSE N/A
	-- TSPC_Addinfo_VGCS_Listening

	C129
	IF (A.1/4 OR A.1/6) AND (NOT A.2/49 OR (A.2/47 OR A.2/48))THEN A ELSE N/A
	-- (TSPC_Type_DCS_Band OR TSPC_Type_MB_Simul) AND (NOT TSPC_operation_mode_C OR (TSPC_operation_mode_A OR TSPC_operation_mode_B))

	C130
	IF A.25/19 AND A.25/54 THEN A ELSE N/A
	-- TSPC_Addinfo_MTsvc AND TSPC_Addinfo_RefusalCall

	< many rows skipped >

	C593
	IF (A.2/89 AND A.2/128) THEN A ELSE N/A
	-- TSPC_EGPRS2A  AND TSPC_TIGHTER_EGPRS2

	C594
	IF A.2/134 THEN A ELSE N/A
	-- TSPC_IMMEDIATE_PACKET_ASSIGNMENT

	C595
	IF A.2/41 AND A.2/135 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Feat_GEA1

	C596
	IF A.2/41 AND NOT A.2/135 THEN A ELSE N/A
	-- TSPC_GPRS AND NOT TSPC_Feat_GEA1

	C597
	IF A.2/130 THEN A ELSE N/A
	-- TSPC_FANR_Capability

	C598
	IF A.2/41 AND A.2/138 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_NMO_I_Behaviour

	C599
	IF A.2/41 AND A.2/139 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AttachWithIMSI

	C600
	IF A.2/136 THEN A ELSE N/A
	-- TSPC_LAP_EAB

	C601
	IF A.2/137 THEN A ELSE N/A
	-- TSPC_MinimumPeriodicSearchTimer

	C602
	IF A.2/41 AND A.2/140 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_T3312Extended

	Cxxx
	IF A.2/49 AND NOT (A.2/47 OR A.2/48) THEN A ELSE N/A
	-- TSPC_operation_mode_C AND NOT (TSPC_operation_mode_A OR TSPC_operation_mode_B)

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.


