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[Start of modification]
Annex D (informative):
Labelling of Inter-RAT signalling test cases

This Annex provides a labelling guideline for the GERAN/UTRAN inter-RAT signalling test cases. The purpose of this Annex is to aid clear and traceable test case identification, both for the purposes of validation reporting in the certification organisations as well as for test houses to unambiguously identify the tested frequency bands. Note that actual band combinations to be tested shall be specified by the certification organisations.

D.1
GERAN/UTRAN band combinations for inter-RAT tests

It is recommended the following labelling convention should be used for the inter-RAT derivative test cases covering different GERAN/UTRAN band combinations: 

"Test Case number"(“GSM Frequency band”-“UTRAN band”) 

UTRAN bands are listed using Roman numerals.

For example: 60.1(900-I) for inter-RAT test covering GSM 900 and UTRAN band I.

The above mentioned labeling convention shall apply to the following inter-RAT tests defined in TS 51.010-1:

	Test Type
	Test Case Number

	Idle Mode
	20.25.2, 20.25.3, 20.25.4, 20.25.5, 20.25.6, 20.25.7

	Enhanced Measurement Report
	26.6.3.8

	Class Mark
	26.6.11.3, 26.6.11.4

	Inter-system Handover
	60.1, 60.1a, 60.1b, 60.2a, 60.2b, 60.3a, 60.3b, 60.4, 60.5, 60.6, 60.7, 60.8, 60.9, 60.10

	Packet Measurement Order
	20.22.29, 20.22.29a, 20.22.29b, 20.22.29c

	Inter-RAT Cell Change Order
	42.4.7.1, 42.4.7.2, 42.4.7.3, 42.4.7.4, 42.4.7.5.1, 42.4.7.5.2

	Inter-RAT DTM
	41.5.1.1.1.4, 47.3.4.1, 47.3.4.2


 [End of modification]
