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2 Corrections to IR_G TC 20.25.4
2.1 tc_20_25_4: lt_LocalTest
	Object name 
	tc_20_25_4: lt_LocalTest

	Reason for change
	In TC 20.25.4, tcv_GPRS_CipheringAlgorithmB3  is not updated with the correct value when the very first G_CLLC_Assign_REQ  is sent in test step ts_GPRSAttach

	Summary of change
	The test step ts_GPRS_ConvertCipheringAlgorithm is  called before ts_GERANIdleUpdated  to ensure that the variable  tcv_GPRS_CipheringAlgorithmB3 is updated when the very  first G_CLLC_Assign_REQ is processed
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	Label
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Coniguration
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1) L) Behaviour Description II Gonstraint Ref I Comments
0 STARTH Guars
1 [ px_RAT = fid | FDD specific behaviour
2 e nivarabies
3 +s_SS_CreateCellFACH (tsc_CellA) Configure lower tester
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7 +ts_SS_SwitchCellOf (tsc_CellA)
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8s
f L LocalTest
10T (tev_TestBody = FALSE ) )
B
11 +ts_Delete_GPRS_Entitiestsc_GSM_CellA, tsc_PhyCh1, tsc_LLEEntity)
12 +po_GPRS_SS_CellRelease (tsc_GSM_CellA)
13 +po_ConnectionandSs_Rels
1 E  [pCRAT id] 1)
"
Ri
1 E [TRUE] 1)
"
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