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*******       For Information       *******
11.3.79
Source BSS to Target BSS Transparent Container

This information element contains the information needed in the Target BSS to execute a PS Handover.

The element coding is:

Table 11.3.79.a: Source BSS to Target BSS Transparent Container coding

	
	8
	7
	6
	5
	4
	3
	2
	1

	Octet 1
	IEI

	Octet 2, 2a
	Length Indicator

	Octet 3-?
	Source BSS to Target BSS Transparent Container Contents coded as defined in table 11.3.79.b


Table 11.3.79.b: Source BSS to Target BSS Transparent Container Contents

	Information Elements
	Type / Reference
	Presence
	Format
	Length

	MS Radio Access Capability
	MS Radio Access Capability/11.3.22
	M
	TLV
	7-?

	Inter RAT Handover Info
	Inter RAT Handover Info/11.3.94
	O (note 1)
	TLV
	3-?

	Page Mode
	Page Mode/11.3.88
	O (note 2, note 3)
	TLV
	3

	Container ID
	Container ID/11.3.89
	O (note 2)
	TLV
	3

	Global TFI
	Global TFI/11.3.90
	O (note 2, note 3)
	TLV
	3

	PS Handover Indications
	PS Handover Indications/11.3.95a
	O
	TLV
	3

	CS Indication
	CS Indication/11.3.98
	O (note 3)
	TLV
	3

	E-UTRAN Inter RAT Handover Info
	E-UTRAN Inter RAT Handover Info/11.3.104
	O (note 1)
	TLV
	3-?

	IRAT Measurement Configuration
	IRAT Measurement Configuration/11.3.115
	O

(note 4)
	TLV
	3-?

	NOTE1:
This information element shall be present if available in the source BSS.

NOTE2:
This information element shall be present in case of PS Handover from A/Gb mode.

NOTE3: 
This information element shall be present in case of DTM Handover from A/Gb mode.

NOTE4: 
This information element may be present in case of PS Handover from E-UTRAN (see 3GPP TS 36.413 [36])


*******       First Change       *******
11.3.95a
PS Handover Indications

The PS Handover Indications information element provides indications related to the PS Handover procedure. The element coding is:

Table 11.3.95a.a: PS Handover Indications IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator 

	octet 3
	Spare
	DLMC Carriers
	SI/PSI


Table 11.3.95a.b: "SI/PSI" coding

	coding
	Semantic

	0
	SI/PSI not requested

	1
	SI/PSI requested


Table 11.3.95a.c: "DLMC Carrier" coding

	coding
	Semantic

	00
	2 or 3 carriers currently assigned

	01
	4 or 5 carriers currently assigned

	10
	6 or 7 carriers currently assigned

	11
	8 or more carriers currently assigned
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