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2 Corrections to IR_G TC 60.6
2.1 tc_60_6: lt_SubTest
	Object name 
	tc_60_6: lt_SubTest

	Reason for change
	In IR_G TC 60.6, the G_CL2_Release_CNF is being sent by TTCN instead of being received

	Summary of change
	Changed  the  !  to  ?

	Source of change
	

	Label
	WA#
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[Test Case I te_60_6
Test Group Reference:  IntersytemHO/
Purpose

To testthat the MS reactivates the old channel and transrmits HANDOVER FAILURE message to the network on the old channel in the GSM cell when it received a INTE
R-SYSTEM TO UTRAN HANDOVER COMMAND and the handover to UTRAN falled.

Configuration:

Defaults: IntersystemGPRS

Comments:
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6_L216_L2_DATA_REG]

+s_RRC_Delay (500)
6_CL216_CL2_Release_REQ

6_CL216_CL2_Release_CNF
6_1276_L2_L2Estab_IND

T 6.L2706_L2_DATAIND

cas_6_L2_DATA_REQ

tsc_GSM_Cella, 0, tsc_G_Trchid1, 8,15
¢ G_RFN_omit,
£5_G_InterSystemToUTRAN_HandoverC
ommand (

_G_HandoverTaUTRANCHA (tev_Lengt
hOMHO_Crmd, tey_GSM_ToUTRAN_HO_
cmd)))

ta_6_CL2_Release_REQ (isc_GSM_Cel
1, tsc_G_Trehia1)
ta_6_CL2_Release_CNF (tsc_GSM_Cel
1A, tsc_G_Trehla1)
cabr_G_L2_L2Estab_IND(sc_GSM_CallA
tse_G_Trchld1 9,15, OMIT)
car_HandoverFailurelnd (tsc_GSM_CellA
0, tse_G_Trchld1, 9, 15, 2, i_G_Handov,
erFailure (¢_G_RR_Cause))

®

Step 5 of pross; Sending
the Handover Command.

@sic 631130000 sic@
release old channel @si
© 631130000 sic@

@sic 631130000 sic@

@sic RESOT0N 71 sic@
Step 8 of prose; Receivi

ng Handaver Failure @si
£ 63040011 sic@
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[Test Case I te_60_6
Test Group Reference:  IntersytemHO/
Purpose

To testthat the MS reactivates the old channel and transrmits HANDOVER FAILURE message to the network on the old channel in the GSM cell when it received a INTE
R-SYSTEM TO UTRAN HANDOVER COMMAND and the handover to UTRAN falled.

Configuration:

Defaults: IntersystemGPRS

Comments:





[image: image4.png]It_SubTest

]

6_L216_L2_DATA_REQ

+s_RRC_Delay (500)
6_CL216_CL2_Release_REQ

cas_6_L2_DATA_REQ

tsc_GSM_Cella, 0, tsc_G_Trchid1, 8,15
¢ G_RFN_omit,
£5_G_InterSystemToUTRAN_HandoverC
ommand (

_G_HandoverTaUTRANCHA (tev_Lengt
hOMHO_Crmd, tey_GSM_ToUTRAN_HO_
cmd)))

ta_6_CL2_Release_REQ (isc_GSM_Cel
18, t5¢_G_Trehig1

Step 5 of pross; Sending
the Handover Command.

@sic 631130000 sic@
release old channel @si
£ 631130000 sic@

6_CL27 6_CL2_Release_CNF

ta_6_CL2_Release_CNF (isc_GSM_Cel
14, tsc_G_Trchld1)

@sic 631130000 Sic@

6_1276_L2_L2Estab_IND

T 6.L2706_L2_DATAIND

cabr_G_L2_L2Estab_IND(tsc_GSM_CallA
tse_G_Trchld1 9,15, OMIT)
car_HandoverFailurelnd (tsc_GSM_CellA
0, tse_G_Trchld1, 9, 15, 2, i_G_Handov,
erFailure (¢_G_RR_Cause))

®

@sic RESOT01 71 sic@

Step 8 of prose; Receivi
ng Handaver Failure @si
£ 63040011 sic@
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