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[Start of modification]

31.3.2.2
Retrieve procedure

Conformance requirement

3GPP TS 04.83 subclause 2.1.3.

Applicability

MS supporting the Call Hold supplementary service.

Test purpose

To test the correct operation of the retrieve procedure, and the MS reaction to the following messages sent in response to the RETRIEVE message.

1)
RETRIEVE REJECT.

2)
RETRIEVE ACKNOWLEDGE.



Method of test

Specific PICS Statements

-


PIXIT Statements

-
Method of retrieving a held call.

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS shall have a call of a basic service supported by the MS and applicable to Call Hold as described in 3GPP TS 02.04 table A.1 in state U10 "Active" with auxiliary state "Call held".

Foreseen final state of the MS

State U10, no auxiliary state.

Maximum duration of test

30 s.

Procedure

Using suitable MMI commands, the MS shall request that the call is placed on RETRIEVE. The MS shall send a RETRIEVE message and enter auxiliary state "retrieve request". On receipt of a RETRIEVE REJECT message from the SS, the MS shall return to state U10 "Active" with auxiliary state "Call held". The call state shall be verified by the SS sending a STATUS ENQUIRY message in respect of the transaction identifier of call, and receiving a STATUS message indicating the appropriate call state and auxiliary state.

Using suitable MMI commands, the MS shall again request that the call is placed on RETRIEVE. The MS shall send a RETRIEVE message and enter auxiliary state "retrieve request". On receipt of a RETRIEVE ACKNOWLEDGE message from the SS, the MS shall enter state U10 "Active".The call state shall be verified by the SS sending a STATUS ENQUIRY message in respect of the transaction identifier of call, and receiving a STATUS message indicating the appropriate call state and auxiliary state.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Using MMI commands, the MS retrieves the held call

	2
	MS -> SS
	RETRIEVE
	

	3
	SS -> MS
	STATUS ENQUIRY
	

	4
	MS -> SS
	STATUS
	State U10, auxiliary state "Retrieve request"

	5
	SS -> MS
	RETRIEVE REJECT
	

	6
	SS -> MS
	STATUS ENQUIRY
	

	7
	MS -> SS
	STATUS
	State U10, auxiliary state "Call held"

	8
	MS
	
	Using MMI commands, the MS retrieves the held call

	9
	MS -> SS
	RETRIEVE
	

	10
	SS -> MS
	STATUS ENQUIRY
	

	11
	MS -> SS
	STATUS
	State U10, auxiliary state "Retrieve request"

	12
	SS -> MS
	RETRIEVE ACKNOWLEDGE
	

	13
	SS -> MS
	STATUS ENQUIRY
	

	14
	MS -> SS
	STATUS
	State U10, no auxiliary state

	15
	SS
	
	Check that the TCH is through-connected


[End of modification]
