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[Start of modification]
70.16.5
Sensitivity

70.16.5.1
Sensitivity Coarse Time Assistance

70.16.5.1.1a
Sub-tests 

This test case includes sub-test cases dependent on the GNSS supported by the MS. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 70.16.5.1.1.

Table 70.16.5.1.1: Sub-Test Case Number Definition

	Sub-Test Case Number
	Supported GNSS

	1
	MS supporting A-GLONASS only

	2
	MS supporting A-Galileo only

	3
	MS supporting A-GPS and Modernized GPS only

	4
	MS supporting A-GPS and A-GLONASS only

	5
	MS supporting A-BDS only


70.16.5.1.1
Definition

Sensitivity with coarse time assistance is the minimum level of GNSS satellite signals required for the MS to make an A-GNSS position estimate to a specific accuracy and within a specific response time when the network only provides coarse time assistance.

70.16.5.1.2
Conformance requirement

The first fix position estimates shall meet the accuracy and response time requirements in table 70.16.5.1.4 for the parameters specified in table 70.16.5.1.2.

Table 70.16.5.1.2: Test parameters for Sensitivity Coarse Time Assistance

	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.5.1.3

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference high signal power level 
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GPS(1)
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GLONASS
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	BDS
	Reference high signal power level
	dBm
	-136

	
	Reference low signal power level
	dBm
	-145

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.5.1.3: Power level and satellite allocation
	
	Satellite allocation for each constellation

	
	GNSS-1(1)
	GNSS-2
	GNSS-3

	Single constellation
	High signal level
	1
	-
	-

	
	Low signal level
	5
	-
	-

	Dual constellation
	High signal level
	1
	-
	-

	
	Low signal level
	2
	3
	-

	Triple constellation
	High signal level
	1
	-
	-

	
	Low signal level
	1
	2
	2

	Note 1: For GPS capable receivers, GNSS-1, i.e. the system having the satellite with high signal level, shall be GPS.


Table 70.16.5.1.4: Conformance requirement for Sensitivity Coarse Time Assistance

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	100 m
	20 s


The reference for this requirement is 3GPP TS 45.005, clause O.2.1.1.

70.16.5.1.3
Test purpose

To verify the MS's first position estimate meets the Conformance requirement under GNSS satellite signal conditions that represent weak signal conditions and with only Coarse Time Assistance provided by the SS.

70.16.5.1.4
Method of test

Initial conditions

Test environment: normal; see clause A1.2.2.

1.
Connect SS and GSS to the MS antenna connector or antenna connectors.

2.
Set the GNSS test parameters as specified in table 70.16.5.1.5 for GNSS scenario #1. For GNSS-1, select the first satellite SV ID defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7 for the one satellite with the higher level.

3.
Switch on the MS.

4.
Establish a signalling connection according to the generic procedure in clause 10.1a on a channel in the Mid ARFCN range.

Specific PICS statements

- 

PIXIT statements

- 

Procedure

1.
Start GNSS scenario #1 as specified in clause 6.2.1.2 of TS 51.010-7 with the MS location randomly selected to be within 3 km of the Reference Location and the altitude of the MS randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.5 of TS 51.010-7 

2.
Send a RESET MS POSITIONING STORED INFORMATION message followed by RRLP Assistance Data and RRLP Measure Position Request messages containing appropriate assistance data; as specified in clauses 6.2.2 and 6.2.6 of TS 51.010-7 for MS based testing; or clauses 6.2.4 and 6.2.6 of TS 51.010-7 for MS assisted testing with the value of GNSS TOW offset by a random value as specified in clause 6.2.6.2 of TS 51.010-7; as required to obtain a fix.

3.
If the MS returns a valid result in the Measure Position Response message within the Max response time specified in table 70.16.5.1.7 then record the result and process it as specified in step 4. If the MS does not return a valid result within the Max response time specified in table 70.16.5.1.7 or reports a MS positioning error in the Measure Position Response message then record one Bad Result.

4.
For MS based testing compare the reported Location Information in the Measure Position Response message against the simulated position of the MS used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.5.1.7 and record one Good Result or Bad Result as appropriate; or


For MS assisted testing convert the GNSS Measurement Information reported in the Measure Position Response message to a 2D position using the method described in clause 70.16.4.5 and then compare the result against the simulated position of the MS, used in step 1, and calculate the 2D position error as specified in clause 70.16.4.3.2. Compare the 2D position error against the value in table 70.16.5.1.7 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GNSS scenario #2 instead of #1 so that the reference location changes sufficiently such that the MS shall have to use the new assistance data. For GNSS-1, select the first satellite SV ID defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7 for the one satellite with the higher level. Use new random values for the MS location and altitude in step 1 and for the GNSS TOW offset in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 70.16.5.1.5 are met. Each time scenario #1 or #2 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used, for GNSS-1 select the next satellite SV ID from the one used previously, defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 51.010-7, for the one satellite with the higher level.

7.
Release the signalling connection.

Minimum / Maximum duration of the test

Minimum duration approximately 1 hour, maximum duration approximately 20 hours

Specific Message Contents

MEASURE POSITION REQUEST (3GPP TS 44.031 sub clause A.2) to the MS

	Information Element
	Value/remark

	Positioning Instructions

Accuracy

Required Response Time
	51.2m

20s


70.16.5.1.5
Test Requirements

For the parameters specified in table 70.16.5.1.5 the MS shall meet the requirements and the success rate specified in table 70.16.5.1.7 with a confidence level of 95% according to annex A7.2.

Table 70.16.5.1.5: Test parameters for Sensitivity Coarse Time Assistance

	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 70.16.5.1.6

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	Galileo
	Reference high signal power level 
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	GPS(1)
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	GLONASS
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	BDS
	Reference high signal power level
	dBm
	-135

	
	Reference low signal power level
	dBm
	-144

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on MS capabilities.


Table 70.16.5.1.6: Power level and satellite allocation
	
	Satellite allocation for each constellation

	
	GNSS-1(1)
	GNSS-2
	GNSS-3

	Single constellation
	High signal level
	1
	-
	-

	
	Low signal level
	5
	-
	-

	Dual constellation
	High signal level
	1
	-
	-

	
	Low signal level
	2
	3
	-

	Triple constellation
	High signal level
	1
	-
	-

	
	Low signal level
	1
	2
	2

	Note 1: For GPS capable receivers, GNSS-1, i.e. the system having the satellite with high signal level, shall be GPS.


Table 70.16.5.1.7: Test requirements for Sensitivity Coarse Time Assistance

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


NOTE:
If the above Test Requirement differs from the Conformance requirement then the Test Parameter Relaxation applied for this test is non-zero. The Test Parameter Relaxation for this test is defined in clause A5.5.2 and the explanation of how the Conformance requirement has been relaxed by the Test Parameter Relaxation is given in clause A5.5.4.
[End of modification]
