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	Other comments:
	


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


<<<   Skip in table   >>>
	34.2.4
	Test of the status report capabilities and of SMS-COMMAND:
	Phase 2
	MS supporting SMS MT/PP and SMS MO/PP and supporting SMS status report capabilities
	
	C141
	
	

	34.2.5.1
	Short message class 0
	Phase 2
	MS supporting SMS MT/PP and display of received short messages
	
	C142
	TSPC_AddInfo_StoreRcvSMSSIM

TSPC_AddInfo_StoreRcvSMSME
	

	34.2.5.2
	Test of class 1 short messages
	Phase 2
	MS supporting storing of received Class I Short Messages and display of stored Short Messages
	
	C143
	TSPC_Serv_TS21

TSPC_AddInfo_StoreRcvSMSSIM

TSPC_AddInfo_StoreRcvSMSME
	

	34.2.5.3
	Test of class 2 short messages
	Phase 2
	MS supporting storing of received Class II Short Messages in the SIM
	
	C74
	TSPC_Serv_TS21

TSPC_AddInfo_StoreRcvSMSSIM

TSPC_AddInfo_StoreRcvSMSME
	

	34.2.6
	Test of short message type 0 (Ph2, R96…R99 and REL-4)
	Phase 2, R96…R99 & REL-4 only
	MS supporting SMS MT/PP
	
	C290
	
	

	34.2.6a
	Test of short message type 0 (≥ REL 5)
	REL-5
	MS supporting SMS MT/PP
	
	C290
	
	

	34.2.7
	Test of the replace mechanism for SM type 1‑7
	Phase 2
	MS supporting SMS MT/PP and Replace Short Messages and display of received Short Messages
	
	C144
	
	

	34.2.8
	Test of the reply path scheme
	Phase 2
	MS supporting SMS MT/PP and SMS MO/PP and reply procedures and display of received Short Messages
	
	C145
	
	

	34.2.9.1
	Multiple SMS mobile originated/MS in idle mode
	Phase 2
	MS supporting the ability of sending multiple short messages on the same RR connection
	
	C272
	TSPC_AddInfo_StoreRcvSMSSIM

TSPC_AddInfo_StoreRcvSMSME
	


<<<   Skip section   >>>

Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData


<<<   Skip in table   >>>

	C140
	IF A.5/20 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_SS_unstruct AND TSPC_AddInfo_CCprotocol_oneBC

	C141
	IF A.3/3 AND A.3/4 AND A.25/35 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Serv_TS22 AND TSPC_AddInfo_SMSStatusRepCap

	C142
	IF A.3/3 AND A.25/34 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_AddInfo_DispRcvSMS

	C143
	IF A.3/3 AND A.25/34 AND (A.25/36 OR A.25/37) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_AddInfo_DispRcvSMS AND (TSPC_AddInfo_StoreRcvSMSSIM OR TSPC_AddInfo_StoreRcvSMSME)

	C144
	IF A.3/3 AND A.25/33 AND A.25/34 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_AddInfo_ReplaceSMS AND TSPC_AddInfo_DispRcvSMS

	C145
	IF A.3/3 AND A.3/4 AND A.25/32 AND A.25/34 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Serv_TS22 AND TSPC_AddInfo_ReplyProc AND TSPC_AddInfo_DispRcvSMS

	C190
	IF A.2/1 THEN A ELSE N/A
	-- TSPC_Feat_DCN

	C191
	IF A.5/28 THEN A ELSE N/A
	-- TSPC_Serv_SS_FollowMe


