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	*** First Change ***


8.5.5
PAGING COMMAND

This message is sent from BSC to BTS to request the paging of an MS.

	INFORMATION ELEMENT
	REFERENCE
	PRESENCE
	FORMAT
	LENGTH

	Message discriminator
	9.1
	M
	V
	1

	Message type
	9.2
	M
	V
	1

	Channel number
	9.3.1
	M
	TV
	2

	Paging Group
	9.3.14
	M
	TV
	2

	MS Identity
	9.3.12
	M
	TLV
	2‑10

	Channel Needed
	9.3.40
	O 1)
	TV
	2

	eMLPP Priority
	9.3.49
	O 2)
	TV
	2

	DRX INfo
	9.3.60
	O
	TV
	3


1)
If the Channel Needed element is not present, the default value is assumed to be 00 (any channel).

2)
If the eMLPP Priority is not present then the BTS does not include the eMLPP priority in the radio interface message.

The Paging Group element is used by BTS to calculate the correct DRX paging block to be used for the transmission of the PAGing REQuest message as defined in 3GPP TS 45.002.

When the eDRX Info element is included it is used instead of the Paging Group element to calculate the DRX paging block to be used for the transmission of the PAGing REQuest message over the radio interface (see 3GPP TS 45.002 [8]). 
	*** Last Change ***


9.3.60
DRX Info

	
	
	
	
	
	
	
	
	

	
	

	
	

	
	
	
	


This element is used to indicate when the corresponding PAGING COMMAND message is to be sent, as specified by the eDRX cycle and CCCH Block Number on a Multiframe Number.
	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	1

	Multiframe Number (high)
	T
	2

	Multiframe Number (low)
	3

	eDRX Cycle
	CCCH Block
	4


Multiframe Number: 
This field identifies the multiframe number within the applicable eDRX cycle in which the PAGing REQuest message is to be sent. Values between 0-13311 are allowed

T:
This field is used to determine whether the PAGing REQuest message is to be sent using the CCCH (T=0) or the EC-CCCH (T=1)

CCCH Block:
This field identifies the CCCH block number within the indicated multiframe in which the PAGing REQuest message is to be sent. Values between 0-15 are allowed. If T = 0 the value is between 0-8

eDRX Cycle:
This field is used to determine the number of multiframes within an eDRX cycle as defined in 3GPP TS 45.002 [8]. Values between 0-15 are allowed. 
