PSM Rel-12
	[bookmark: _GoBack]TSG
	Test number
	Title

	51.010-1
51.010-2
	44.2.1.1.1b
	GPRS attach / accepted / PSM

	51.010-1
51.010-2
	44.2.1.2.3b
	Combined GPRS attach / PSM

	51.010-1
51.010-2
	44.2.3.1.1b
	Routing area updating / accepted / PSM

	51.010-1
51.010-2
	44.2.3.2.3a
	Combined routing area updating / PSM

	51.010-1
51.010-2
	44.2.3.3.2b
	Periodic routing area updating / accepted / PSM / T3312 Extended Value



eDRX / PEO Rel-13
	TSG
	Test number
	Title

	51.010-1
51.010-2
	20.22.32.1

	PEO Reduced Monitoring – Reselection based on C1_DELTA

	51.010-1
51.010-2
	20.22.32.2
	PEO Reduced Monitoring – Downlink Signalling Failure based on PEO_DSC

	51.010-1
51.010-2
	20.22.32.3
	PEO Reduced Monitoring – Reselection based on RCC

	51.010-1
51.010-2
	41.7.2.1
	PEO Paging / Ready Timer Expiration

	51.010-1
51.010-2
	41.7.2.2
	PEO Paging / PSM and eDRX

	51.010-1
51.010-2
	41.7.2.3
	PEO Paging / PEO_BCCH_CHANGE_MARK

	51.010-1
51.010-2
	41.7.3.1
	PEO / Extended UL TBF

	51.010-1
51.010-2
	44.2.1.1.12
	GPRS attach / eDRX

	51.010-1
51.010-2
	44.2.1.2.10
	Combined GPRS attach / eDRX

	51.010-1
51.010-2
	44.2.3.1.10
	Routing area updating / eDRX

	51.010-1
51.010-2
	44.2.3.1.11
	Routing area updating / eDRX / usage condition change

	51.010-1
51.010-2
	44.2.3.2.11
	Combined routing area updating / eDRX

	51.010-1
51.010-2
	44.2.3.3.5
	Periodic routing area updating / eDRX



EC-GSM-IoT Rel-13
	TSG
	Test number
	Title

	51.010-1
51.010-2
	13.17.1b
	Frequency error and Modulation accuracy in EC-GSM-IoT Configuration

	51.010-1
51.010-2
	13.17.3b
	Transmitter output power in for EC-GSM-IoT configuration

	51.010-1
51.010-2
	14.18.1d
	Minimum Input level for Reference Performance in for EC-GSM-IoT Configuration

	51.010-1
51.010-2
	20.22.33.1
	EC-GSM-IoT Reduced Monitoring – Cell selection

	51.010-1
51.010-2
	20.22.33.2
	EC-GSM-IoT Reduced Monitoring – Reselection based on C1_DELTA and Downlink Signalling Failure

	51.010-1
51.010-2
	41.7.1.1
	EC-GSM-IoT / Packet Access / EC_GSM_BCCH_CHANGE_MARK

	51.010-1
51.010-2
	41.7.1.2
	EC-GSM-IoT / Packet Access / EC-GSM-IoT / RACH Access allowed / Packet Access on RACH

	51.010-1
51.010-2
	41.7.1.3
	EC-GSM-IoT / Packet Access / EC-GSM-IoT / 1TS EC-RACH Mapping / CC1

	51.010-1
51.010-2
	41.7.1.4
	EC-GSM-IoT / Packet Access / EC-GSM-IoT / 1TS EC-RACH Mapping / Access Timeslots field = 0

	51.010-1
51.010-2
	41.7.1.5
	EC-GSM-IoT / Packet Access / EC-GSM-IoT / 2TS EC-RACH Mapping

	51.010-1
51.010-2
	41.7.1.6
	EC-GSM-IoT / Packet Access / EC-GSM-IoT /Implicit Reject

	51.010-1
51.010-2
	41.7.2.1
	EC-GSM-IoT / Paging / normal paging



