Page 1



3GPP TSG-GERAN Meeting #52 
(
GP-draft111508
17th October – 14th November, 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	51-010-2
	CR
	0718
	(

rev
	-
	(

Current version:
	9.7.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to applicability condtion for test case 26.6.11.3 

	
	

	Source to WG:
(

	Research In Motion UK Ltd.

	Source to TSG:
(

	G3New

	
	

	Work item code:
(

	TEI
	
	Date: (

	10/9/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(
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A.25/2: Speech supported for Full rate version 1 (GSM FR)

A.25/3: Speech supported for Half rate version 1 (GSM HR)

A.25/65: Speech supported for Full rate version 2 (GSM EFR)

A.25/79: Speech supported for Full rate version 3 (FR AMR)

A.27/1: Conversational / speech 
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Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The Clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The Title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Applicability Limitations column

The Applicability Limitations column describes limitations to or redundancies of the applicability of the test using the following notations:

R
redundant – the requirement in this test is verified in another test.

Ri
Reduced applicability – the test is applicable ("A") or redundant ("R") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Li
Limited execution – the test is applicable ("A"). The execution may be limited depending on the support of other optional or conditional items, e.g. some tests may not be repeated for all execution counters. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table.

[ Text Skipped]

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	…
	…
	…
	…
	…
	…
	…
	…

	26.6.11.1
	Classmark change
	Phase 2
	MS supporting CC protocol for at least one bearer capability and supporting RF amplification
	
	C48
	TSPC_Type_xxx (all appropriate power classes)

TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Full_rate_version_2

TSPC_AddInfo_Full_rate_version_3
	

	26.6.11.2
	Classmark interrogation
	Phase 2
	All MS
	R1
	A
	
	

	26.6.11.3
	Classmark interrogation / UTRAN Classmark Change 
	R99
	MS supporting both GSM and UTRAN
	
	CYYY
	
	

	26.6.11.4
	Early UTRAN Classmark Sending
	R99
	MS supporting both GSM and UTRAN
	
	C285
	
	

	…
	…
	…
	…
	…
	…
	…
	…


[ Text Skipped]

Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	…
	…
	…

	C533
	IF A.25/3 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_1 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	C534
	IF A.25/112 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	C535
	IF A.25/112 AND A.25/65 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AddInfo_Full_rate_version_2 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	C536
	IF A.25/112 AND A.25/79 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AddInfo_Full_rate_version_3 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	CYYY
	IF (A.1/56 AND (A.27/1 OR  A.25/18 AND (A.3/1 OR A.3/2 OR A.3/3 OR A.3/4 OR A.3/6 OR A.3/7 OR A.3/8 OR A.3/9 OR A.3/10) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183))) THEN A ELSE N/A


	-- TSPC_Type_UTRAN AND (TSPC_Conversational_12_2_CSRAB_3_4_SRAB OR TSPC_AddInfo_BC AND  (TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_TS21 OR 

TSPC_Serv_TS22 OR TSPC_Serv_TS61 OR TSPC_Serv_TS62 OR TSPC_Serv_TS91 OR 

TSPC_Serv_TS92 OR TSPC_SMS_description) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.


Annex

For Information Only 

The following tables are copied from 51.010-2 for information only to help for quick reference. 
Table A.25: Additional Information
	18
	at least one bearer capability.
	3GPP TS 07.01 annex B
3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_AddInfo_BC


Table A.27: Support of UTRAN Radio Access Technology

Prerequisite:

A.1/56  -- TSPC_Type_UTRAN
	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	3GPP TS 34.123-2, A.18c/4

3GPP TS 34.108 6.10.2.4.1.4
	R99
	O
	
	TSPC_Conversational_12_2_CSRAB_3_4_SRAB


.4.4
Teleservices

The supplier of the implementation shall state the support of the implementation for each of the teleservices given in the table below.

Table A.3: Teleservices

	Item
	Teleservice
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Telephony.
	3GPP TS 02.03 A.1.1
3GPP TS 22.003, A.1.1
	Phase 2
	O
	
	TSPC_Serv_TS11

	2
	Emergency Call.
	3GPP TS 02.03 A.1.2
3GPP TS 22.003, A.1.2
	Phase 2
	C.301
	
	TSPC_Serv_TS12

	3
	Short Message MT/PP.
	3GPP TS 02.03 A.1.3.1
3GPP TS 22.003, A.1.3.1
	Phase 2
	O
	
	TSPC_Serv_TS21

	4
	Short Message MO/PP.
	3GPP TS 02.03 A.1.3.2
3GPP TS 22.003, A.1.3.2
	Phase 2
	O
	
	TSPC_Serv_TS22

	5
	SMS Cell Broadcast.
	3GPP TS 02.03 A.1.3.3
3GPP TS 22.003, A.1.3.3
	Phase 2
	O
	
	TSPC_Serv_TS23

	6
	Teleservice Alternate Speech and G3 fax.
	3GPP TS 02.03 A.1.4
3GPP TS 22.003, A.1.4
	Phase 2
	O
	
	TSPC_Serv_TS61

	7
	Teleservice Automatic G3 fax.
	3GPP TS 02.03 A.1.5
3GPP TS 22.003, A.1.5
	Phase 2
	O
	
	TSPC_Serv_TS62

	8
	Voice Group Call Service (VGCS)
	3GPP TS 02.03 A.1.6
3GPP TS 22.003, A.1.6
	R96
	O
	
	TSPC_Serv_TS91

	9
	Voice Broadcast Service (VBS)
	3GPP TS 02.03 A.1.7
3GPP TS 22.003, A.1.7
	R96
	O
	
	TSPC_Serv_TS92

	10
	SMS description
	3GPP TS 02.03 A.1.3.4
3GPP TS 22.003, A.1.3.4
	R96
	O
	
	TSPC_SMS_description


A.4.5
Bearer Services

The supplier of the implementation shall state the support of the implementation for each of the bearer services given in the table below.

Table A.4: Bearer Services

	Item
	Bearer Service
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Data circuit duplex async. 300 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS21

	2
	Data circuit duplex async. 1 200 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS22

	3
	Data circuit duplex async. 1 200/75 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS23

	4
	Data circuit duplex async. 2 400 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS24

	5
	Data circuit duplex async. 4 800 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS25

	6
	Data circuit duplex async. 9 600 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS26

	7
	Data circuit duplex sync. 1 200 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS31

	8
	Data circuit duplex sync. 2 400 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS32

	9
	Data circuit duplex sync. 4 800 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS33

	10
	Data circuit duplex sync. 9 600 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS34

	11
	PAD Access 300 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS41

	12
	PAD Access 1 200 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS42

	13
	PAD Access 1 200/75 bits/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS43

	14
	PAD Access 2 400 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS44

	15
	PAD Access 4 800 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS45

	16
	PAD Access 9 600 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS46

	17
	Packet Access 2 400 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS51

	18
	Packet Access 4 800 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS52

	19
	Packet Access 9 600 bit/s.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS53

	20
	Alternate Speech/Data.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS61

	21
	Speech Followed by Data.
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS81

	22
	GPRS
	3GPP TS 02.02 3
3GPP TS 22.002, 3
	R97
	O
	
	TSPC_Serv_BS70

	23
	Bluetooth data rate
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_Serv_BS71

	24
	WLAN data rate
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_Serv_BS72

	Comments:
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