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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the relevant Release.

-
For a GSM Phase 2+ Release 7 MS, references to GSM documents are to version 7.x.y, when available.

-
For a GSM Phase 2+ Release 6 MS, references to GSM documents are to version 6.x.y, when available.

-
For a GSM Phase 2+ Release 5 MS, references to GSM documents are to version 5.x.y, when available.

-
For a GSM Phase 2+ Release 4 MS, references to GSM documents are to version 4.x.y, when available.

-
For a GSM Phase 2+ Release 1999 MS, references to GSM documents are to version 8.x.y (for 01.-series to 12.-series) or (3.x.y for 21.-series to 35.-series), when available.

-
For a GSM Phase 2+ Release 1998 MS, references to GSM documents are to version 7.x.y, when available.

-
For a GSM Phase 2+ Release 1997 MS, references to GSM documents are to version 6.x.y, when available.

-
For a GSM Phase 2+ Release 1996 MS, references to GSM documents are to version 5.x.y,. when available.

-
For a GSM Phase 2 MS, references to GSM documents are to version 4.x.y.

NOTE:
References to 3GPP Technical Specifications and Technical Reports throughout the presnt document shall be interpreted according to the Release shown in the formal reference in this clause, based upon the Release of the implementation under test.

EXAMPLE 1:
References for a Ph2 MS shall be interpreted as:



[1]

3GPP TS 01.04 Ph2



[2]

3GPP TS 02.02 Ph2



etc.

EXAMPLE 2:
References for a Rel-4 MS shall be interpreted as:



[1]

3GPP TS 21.905 Rel-4


[2]

3GPP TS 22.002 Rel-4


etc.

[1] to [150]
(void)






















































































































































[151]
3GPP TS 51.010-1 Release 10: " Digital cellular telecommunications system (Phase 2+); Mobile Station (MS) conformance specification; Part 1: Conformance specification".
3
Definitions, conventions and applicability

Void











	
	
	

	
	
	


















































































	
	

	
	

	
	













	
	

	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	




	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	






4
Test Equipment

The requirements of the present document are provided in 3GPP TS 51.010-1 Release 10 [151].













5 to 90
Void




[deleted text skipped here]
Annex A1 to A10:Void








[deleted text skipped here]
<End of modified section>
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