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[Start of changes]

Table A.6: Groups for possible bearer capabilities

	Item
	Bearer Capability Group
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Bearer Service 21(20) .. 26, unrestricted digital information transfer capability.
	3GPP TS 07.01 B.1.2.1

3GPP TS 27.001, B.1.2.1
	Phase 2

(R96)
	O
	
	TSPC_BS2x_UDI

	2
	Bearer Service 21(20) .. 26, 3.1 kHz audio ex-PLMN information transfer capability.
	3GPP TS 07.01 B.1.2.2

3GPP TS 27.001, B.1.2.2
	Phase 2

(R96)
	O
	
	TSPC_BS2x_3_1kHz

	3
	Bearer Service 31(30) .. 34, unrestricted digital information transfer capability; Non-X.32 Cases (BS 31 .. BS 34).
	3GPP TS 07.01 B.1.3.1.1

3GPP TS 27.001, B.1.3.1.1
	Phase 2

(R96)
	O
	
	TSPC_BS3x_UDI_nonX32

	4
	Bearer Service 31(30) .. 34, unrestricted digital information transfer capability; X.32 Cases.
	3GPP TS 07.01 B.1.3.1.2

3GPP TS 27.001, B.1.3.1.1
	Phase 2 (R96)
	O
	
	TSPC_BS3x_UDI_X32

	5
	Bearer Service 31(30) .. 34, 3.1 kHz audio ex-PLMN information transfer capability; Non-X.32 Cases.
	3GPP TS 07.01 B.1.3.2.1

3GPP TS 27.001, B.1.3.2.1
	Phase 2 (R96)
	O
	
	TSPC_BS3x_3_1kHz_nonX32

	6
	Bearer Service 31(30) .. 34, 3.1 kHz audio ex-PLMN information transfer capability; X.32 Cases.
	3GPP TS 07.01 B.1.3.2.2

3GPP TS 27.001, B.1.3.2.2
	Phase 2 (R96)
	O
	
	TSPC_BS3x_3_1kHz_X32

	7
	Bearer Service 41(40)..46, PAD Access Asynchronous.
	3GPP TS 07.01 B.1.4

3GPP TS 27.001, B.1.5
	Phase 2 (R96)
	O
	
	TSPC_BS4x_PAD

	8
	Bearer Service 51(50)..53, Data Packet Duplex Synchronous.
	3GPP TS 07.01 B.1.5

3GPP TS 27.001, B.1.5
	Phase 2 (R96)
	O
	
	TSPC_BS5x_Packet

	9
	Bearer Service 61, Alternate Speech/Data, "Speech".
	3GPP TS 07.01 B.1.6.1

3GPP TS 27.001, B.1.6.1
	Phase 2
	O
	
	TSPC_BS61_Speech

	10
	Bearer Service 61, Alternate Speech/Data, .3.1 kHz audio ex-PLMN information transfer capability; Asynchronous.
	3GPP TS 07.01 B.1.6.2.1

3GPP TS 27.001, B.1.6.2.1
	Phase 2
	O
	
	TSPC_BS61_3_1kHz_Async

	11
	Bearer Service 61, Alternate Speech/Data, .3.1 kHz audio ex-PLMN information transfer capability; Synchronous.
	3GPP TS 07.01 B.1.6.2.2

3GPP TS 27.001, B.1.26.2.2
	Phase 2
	O
	
	TSPC_BS61_3_1kHz_Sync

	12
	Bearer Service 81, Speech followed by Data, "Speech".
	3GPP TS 07.01 B.1.7.1

3GPP TS 27.001, B.1.7.1
	Phase 2
	O
	
	TSPC_BS81_Speech

	13
	Bearer Service 81, Speech followed by Data, .3.1 kHz audio ex-PLMN information transfer capability; Asynchronous.
	3GPP TS 07.01 B.1.7.2.1

3GPP TS 27.001, B.1.7.2.1
	Phase 2
	O
	
	TSPC_BS81_3_1kHz_Async

	14
	Bearer Service 81, Speech followed by Data, .3.1 kHz audio ex-PLMN information transfer capability; Synchronous.
	3GPP TS 07.01 B.1.7.2.2

3GPP TS 27.001, B.1.7.2.2
	Phase 2
	O
	
	TSPC_BS81_3_1kHz_Sync

	15
	Teleservice 11..12, Speech.
	3GPP TS 07.01 B.1.8

3GPP TS 27.001, B.1.8
	Phase 2
	O
	
	TSPC_TS1x_Speech

	16
	Teleservice 61, Alternate Speech and Facsimile group 3; "Speech".
	3GPP TS 07.01 B.1.10.1

3GPP TS 27.001, B.1.8
	Phase 2
	O
	
	TSPC_TS61_Speech

	17
	Teleservice 61, Alternate Speech and Facsimile group 3; Facsimile group 3.
	3GPP TS 07.01 B.1.10.2

3GPP TS 27.001, B.1.10.2
	Phase 2
	O
	
	TSPC_TS61_G3FAX

	18
	Teleservice 62,Automatic Facsimile group 3
	3GPP TS 07.01 1.11

3GPP TS 27.001, B.1.11
	Phase 2
	O
	
	TSPC_TS62_G3FAX
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