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	Reason for change:
(

	Incorrect physical channel id is used when G_CL1_ComingFN_REQ ASP is used to retrieve the frame number for TBF starting time.

	
	

	Summary of change:
(

	Use the corresponding GPRS channel id instead of GSM channel id to retrieve the frame number in test step ts_ULTBFOnePhase.

	
	

	Consequences if 
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not approved:
	Incorrect frame number may be returned which cause failure of the test case.
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	Other comments:
(

	This CR will affect all Multi-RAT test cases with GPRS cell configured.
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Change 1

	Local Tree and Test step
	ts_ULTBFOnePhase

	Reason for change
	ASP G_CL1_ComingFN_REQ is used in test step ts_ULTBFOnePhase to retrieve the frame number to be used for TBF starting time. The frame number returned therefore should be at the start of Radio Block.

G_CL1_ComingFN_REQ is also used in test case 26.6.11.3 to return the future frame number where the L3 message is to be scheduled on the specified channel.

As the same ASP is used for two different purposes, SS needs to know the correct channel for which the frame number is requested. 

In ts_ULTBFOnePhase physical channel id 0 is used to request the frame number for the TBF starting time, however it should be physical channel id 1 to indicate a GPRS channel.


	Summary of change
	In ts_ULTBFOnePhase change the physical channel id to tsc_PhyCh1 and logical channel type to tsc_PAGCH_LogicalType.

	Source of change
	New change.
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