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42.2.2.5
Fixed Allocation / Uplink Transfer / MS requests new resources/ T3168

Applicability of T3168 tests:



All T3168 tests assigns a bit map that is long enough  to guarantee that the MS will not return to idle mode before the test is finished. 
The MS is supposed to send the PACKET RESOURCE REQUEST at the beginning of the allocation (during the first half of the allocation bitmap) see GSM 04.60 clause 8.1.1.3.2.1
42.2.2.6.1
Fixed Allocation / Uplink Transfer / MS requests new resources/ T3168/Expiry

42.2.2.6.1.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.6.1.2
Conformance requirements

At sending of the PACKET RESOURCE REQUEST message, the mobile station shall start timer T3168.

On receipt of a PACKET UPLINK ASSIGNMENT or PACKET TIMESLOT RECONFIGURE message the mobile station shall stop timer T3168 and switch to the assigned PDCHs.

On expiry of timer T3168, the mobile station shall retransmit the PACKET RESOURCE REQUEST message unless the PACKET RESOURCE REQUEST message has already been  transmitted four times in which case the mobile station shall perform an abnormal release with random access.

If no PACKET UPLINK ASSIGNMENT or PACKET TIMESLOT RECONFIGURE message is received before the mobile station has completed its currently assigned TBFs the mobile station shall stop timer T3168 and return to packet idle mode (listening to its paging channel).

On receipt of a PACKET ACCESS REJECT message , the mobile station shall stop timer T3168 if running and return to packet idle mode. Before initiating a new packet access procedure the mobile station shall decode the PRACH Control Parameters if they are broadcast.

References

GSM 04.60, subclause 7.1.3.1, 8.1.1.3.2, 8.7.2, 12.24

42.2.2.6.1.3
Test purpose

Verify that when T3168 expires, the MS retransmits the PACKET RESOURCE REQUEST again (up to four times total).  Verify that when T3168 expires after the fourth transmission of the PACKET RESOURCE REQUEST, that the MS performs abnormal release with random access.

42.2.2.6.1.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before the current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
When T3168 expires, MS resends PACKET RESOURCE REQUEST (up to 4 times)

4.
When T3168 expires the fourth time, MS performs abnormal release with random access.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

- MS starts timer T3168

5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2.

6
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

- This is sent T3168 seconds after previous PRR.

- MS re-starts timer T3168

7


Steps 5 and 6 are repeated 2 more times such that a total of 4 PRRs are sent.

8
MS -> SS
PACKET CHANNEL REQUEST
Verify MS sends Random Access

Note: the MS may not send PACKET CHANNEL REQUEST in step 8 (the first allocation is exhausted and the MS return to idle mode before expiry of T3168 the fourth time)
Specific Message Contents

PACKETSYSTEM INFORMATION MESSAGE 1 (throughout):

T3168
0 (.5 second)

PACKET UPLINK ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1.(this allocation is exhausted after sending 4 PRR)

42.2.2.6.2
Fixed Allocation / Uplink Transfer / MS requests new resources/ T3168/Stop with Packet Uplink Assignment

42.2.2.6.2.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.6.2.2
Conformance requirements

At sending of the PACKET RESOURCE REQUEST message, the mobile station shall start timer T3168.

On receipt of a PACKET UPLINK ASSIGNMENT or PACKET TIMESLOT RECONFIGURE message the mobile station shall stop timer T3168 and switch to the assigned PDCHs.

References

GSM 04.60, subclause 7.1.3.1, 8.1.1.3.2, 12.24

42.2.2.6.2.3
Test purpose

Verify that when PACKET UPLINK ASSIGNMENT is received, MS stops T3168.

42.2.2.6.2.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before the current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
Prior to T3168 expiring, MS receives a new allocation.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

- MS starts timer T3168

5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2.

6
SS -> MS
PACKET UPLINK ASSIGNMENT
Sent (.8*T3168) seconds after step 4.

- MS stops timer T3168

7
MS

Step 5 is repeated until current allocation is exhausted.

8
MS

MS starts to use the new allocation from step 6 at the next allocation boundary.

Specific Message Contents

PACKET SYSTEM INFORMATION MESSAGE 1 (throughout):

T3168
0 (0.5 seconds)

PACKET UPLINK ASSIGNMENT message in step 2 and step 6.

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1.

42.2.2.6.3
Fixed Allocation / Uplink Transfer / MS requests new resources/ T3168/Stop with Packet Uplink Ack/Nack with REPEAT_ALLOCATION

42.2.2.6.3.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.6.3.2
Conformance requirements

At sending of the PACKET RESOURCE REQUEST message, the mobile station shall start timer T3168.

References

GSM 04.60, subclause 7.1.3.1, 12.24

42.2.2.6.3.3
Test purpose

Verify that when PACKET UPLINK ACK/NACK is received, the MS stops T3168.

42.2.2.6.3.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before the current allocation expires, MS sends PACKET RESOURCE REQUEST.

3
Prior to T3168 expiring, MS receives a REPEAT_ALLOCATION.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

- MS starts timer T3168

5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2.

6
SS -> MS
PACKET UPLINK ACK/NACK
Sent (.8*T3168) seconds after step 4.

- MS stops timer T3168

7
MS

Step 5 is repeated until current allocation is exhausted.

8
MS

MS starts to use the new allocation from step 6 at the next allocation boundary.

Specific Message Contents

PACKET SYSTEM INFORMATION MESSAGE 1 (throughout):

T3168
0 (0.5 seconds)

PACKET UPLINK ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1

PACKET UPLINK ACK/NACK message in step 6:

REPEAT_ALLOCATION
1

42.2.2.6.4
Fixed Allocation / Uplink Transfer / MS requests new resources/ T3168/Stop with Packet Access Reject

42.2.2.6.4.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.6.4.2
Conformance requirements

At sending of the PACKET RESOURCE REQUEST message, the mobile station shall start timer T3168.

On receipt of a PACKET ACCESS REJECT message , the mobile station shall stop timer T3168 if running and return to packet idle mode. Before initiating a new packet access procedure the mobile station shall decode the PRACH Control Parameters if they are broadcast.

References

GSM 04.60, subclause 7.1.3.1, 12.24

42.2.2.6.4.3
Test purpose

Verify that when PACKET ACCESS REJECT is received, the MS does not complete the current allocation.

42.2.2.6.4.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before the current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
Prior to T3168 expiring, MS receives a PACKET ACCESS REJECT.

4.
MS returns to packet idle mode without finishing the current allocation.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

- MS starts timer T3168

5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2.

6
SS -> MS
PACKET ACCESS REJECT
Sent (.8*T3168) seconds after step 4 on PACCH.

- No waiting time

- MS stops timer T3168

7
SS

Verify MS does not continue to use the assigned PDCH or finish the current allocation. (MS may choose to initiate access again.)

Specific Message Contents

PACKET SYSTEM INFORMATION MESSAGE 1 (throughout):

T3168
0 (0.5 seconds)

PACKET UPLINK ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1.

42.2.2.6.5
Fixed Allocation / Uplink Transfer / MS requests new resources/ T3168/Continue with Packet Uplink Ack/Nack without REPEAT_ALLOCATION and without ALLOCATION_BITMAP

42.2.2.6.5.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.6.5.2
Conformance requirements

At sending of the PACKET RESOURCE REQUEST message, the mobile station shall start timer T3168.

On expiry of timer T3168, the mobile station shall retransmit the PACKET RESOURCE REQUEST message unless the PACKET RESOURCE REQUEST message has already been  transmitted four times in which case the mobile station shall perform an abnormal release with random access.

References

GSM 04.60, subclause  8.1.1.3.2, 12.24

42.2.2.6.5.3
Test purpose

Verify that when MS receives a PACKET UPLINK ACK/NACK without an allocation, T3168 continues to run, and then expires, causing the MS to transmit the PACKET RESOURCE REQUEST again.

42.2.2.6.5.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before the current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
MS receives a PACKET UPLINK ACK/NACK with no REPEAT_ALLOCATION and no ALLOCATION_BITMAP.  When T3168 expires, MS resends PACKET RESOURCE REQUEST.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

- MS starts timer T3168

5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2.

6
SS -> MS
PACKET UPLINK ACK/NACK
No resources assigned

- This is sent within (.2*T3168) after previous PRR.

7
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

- This is sent T3168 +/- (.1*T3168) after previous PRR.

- MS re-starts timer T3168

Specific Message Contents

PACKET SYSTEM INFORMATION MESSAGE 1 (throughout):

T3168
0 (0.5 second)

PACKET UPLINK ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1.

42.2.2.7
Fixed Allocation / Uplink Transfer / MS requests new resources/ Successful

42.2.2.7.1
Fixed Allocation / Uplink Transfer / MS requests new resources/ Successful/Packet Uplink Assignment with ALLOCATION_BITMAP

42.2.2.7.1.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.7.1.2
Conformance requirements

At sending of the PACKET RESOURCE REQUEST message, the mobile station shall start timer T3168.

On receipt of a PACKET UPLINK ASSIGNMENT or PACKET TIMESLOT RECONFIGURE message the mobile station shall stop timer T3168 and switch to the assigned PDCHs.

References

GSM 04.60, subclause 8.1.1.3.2

42.2.2.7.1.3
Test purpose

Verify that when PACKET UPLINK ASSIGNMENT is received, MS switches to new resources after current allocation is exhausted.

42.2.2.7.1.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before the current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
Prior to T3168 expiring, MS receives a PACKET UPLINK ASSIGNMENT (with ALLOCATION_BITMAP).

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources



5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2.

6
SS -> MS
PACKET UPLINK ASSIGNMENT
Sent (.5*T3168) after step 4.

7
MS

Step 5 is repeated until current allocation is exhausted.

8
MS

MS uses allocation from step 6.

Specific Message Contents
PACKET SYSTEM INFORMATION MESSAGE 1 (throughout):

T3168
0 (0.5 second)

PACKET UPLINK ASSIGNMENT message in step 2 and  step 6:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1.

42.2.2.7.2
Fixed Allocation / Uplink Transfer / MS requests new resources/ Successful/Multiple Packet Uplink Assignments

42.2.2.7.2.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.7.2.2
Conformance requirements

Upon receipt of a complete uplink assignment containing an ALLOCATION_BITMAP, the mobile station shall begin transmitting on the new resources at the indicated TBF Starting Time. If there is a conflict between a previous allocation and the new allocation, the new allocation shall take precedence.

References

GSM 04.60, subclause 8.1.1.3.2.2

42.2.2.7.2.3
Test purpose

Verify that when the new PACKET UPLINK ASSIGNMENT is received, MS switches to new resources at the starting time if there is a conflict with the current assignment.

42.2.2.7.2.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before the current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
MS receives a PACKET UPLINK ASSIGNMENT with starting time prior to the end of the current allocation.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2.

6
SS -> MS
PACKET UPLINK ASSIGNMENT
Sent .5 second after step 4.

- Starting time conflicts with current allocation.

7
MS -> SS
RLC_DATA_BLOCKS
Verify MS sends no more than 6 data blocks after step 6 using the allocation from step 2.

8
MS -> SS
RLC DATA BLOCKS
MS uses new allocation from step 6 at the starting time specified in step 6.

Specific Message Contents

PACKET SYSTEM INFORMATION MESSAGE 1 (throughout):

T3168
1 (1second)

PACKET UPLINK ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1.

PACKET UPLINK ASSIGNMENT message in step 6:

Starting_time
<26 frames after current frame>

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned <different from previous>

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
48

- ALLOCATION_BITMAP
Exactly 40 bits are set to 1.

42.2.2.7.3
Fixed Allocation / Uplink Transfer / MS requests new resources/ Successful/Packet Uplink Ack/Nack with ALLOCATION_BITMAP

42.2.2.7.3.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.7.3.2
Conformance requirements

Upon receipt of a PACKET UPLINK ACK/NACK with a REPEAT_ALLOCATION, the mobile station shall start a new allocation when the current allocation ends. This new allocation shall begin immediately after the current allocation ends and shall use the most recently received ALLOCATION_BITMAP. If the mobile station receives multiple PACKET UPLINK ACK/NACK messages with REPEAT_ALLOCATION during an allocation, the mobile shall repeat the ALLOCATION_BITMAP only once. 

References

GSM 04.60, subclause 8.1.1.3.2.2

42.2.2.7.3.3
Test purpose

Verify that the MS uses the new ALLOCATION_BITMAP from the PACKET UPLINK ACK/NACK message.

42.2.2.7.3.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH  present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before the current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
After the current allocation expires, MS receives a new allocation in a PACKET UPLINK ACK/NACK.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500   octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2, until current allocation is exhausted.

6
SS -> MS
PACKET UPLINK ACK/NACK
Sent 1 second after step 4, with new ALLOCATION_BITMAP.

7
MS

MS starts to use the new allocation from step 6 at the next allocation boundary.

Specific Message Contents

PACKET UPLINK ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly  100 bits are set to 1.

PACKET UPLINK ACK/NACK message in step 6:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned <different from previous>

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
48

- ALLOCATION_BITMAP
Exactly 40 bits are set to 1.

42.2.2.7.4
Fixed Allocation / Uplink Transfer / MS requests new resources/ Successful/Multiple Packet Uplink Ack/Nack with ALLOCATION_BITMAP

42.2.2.7.4.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.7.4.2
Conformance requirements

Upon receipt of a PACKET UPLINK ACK/NACK with a REPEAT_ALLOCATION, the mobile station shall start a new allocation when the current allocation ends. This new allocation shall begin immediately after the current allocation ends and shall use the most recently received ALLOCATION_BITMAP. If the mobile station receives multiple PACKET UPLINK ACK/NACK messages with REPEAT_ALLOCATION during an allocation, the mobile shall repeat the ALLOCATION_BITMAP only once. 

References

GSM 04.60, subclause 8.1.1.3.2.2

42.2.2.7.4.3
Test purpose

Verify that the MS uses the ALLOCATION_BITMAP currently being used as the allocation bitmap that applies to the REPEAT_ALLOCATION.

42.2.2.7.4.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
MS receives a series of PACKET UPLINK ACK/NACK messages before the current allocation expires, containing a new allocation, followed by a repeat allocation, followed by a different new allocation, followed by a repeat allocation.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500  octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources (can come any time during the allocation)

5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2.

6
SS -> MS
PACKET UPLINK ACK/NACK
Sent 1 second after step 4, with new ALLOCATION_BITMAP.

7
SS -> MS
PACKET UPLINK ACK/NACK
REPEAT_ALLOCATION

8
SS -> MS
PACKET UPLINK ACK/NACK
Different ALLOCATION_BITMAP than step 6.

9
SS -> MS
PACKET UPLINK ACK/NACK
REPEAT_ALLOCATION (This repeat only applies to the allocation in progress.)

10
MS

Step 5 is repeated until current allocation is exhausted.

11
MS

MS starts to repeat the allocation from step 2 at the next allocation boundary.

Specific Message Contents

PACKET UPLINK ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1.

PACKET UPLINK ACK/NACK message in step 6:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned <different from previous>

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
48

- ALLOCATION_BITMAP
Exactly 40 bits are set to 1. <different from previous>

PACKET UPLINK ACK/NACK message in step 7 and 9:

REPEAT_ALLOCATION
1

PACKET UPLINK ACK/NACK message in step 8:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned <different from steps 2 and 6>

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
48

- ALLOCATION_BITMAP
Exactly 40 bits are set to 1. <different from previous>

42.2.2.7.5
Fixed Allocation / Uplink Transfer / MS requests new resources/ Successful/Multiple Packet Uplink Ack/Nack with REPEAT_ALLOCATION

42.2.2.7.5.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.7.5.2
Conformance requirements

Upon receipt of a PACKET UPLINK ACK/NACK with a REPEAT_ALLOCATION, the mobile station shall start a new allocation when the current allocation ends. This new allocation shall begin immediately after the current allocation ends and shall use the most recently received ALLOCATION_BITMAP. If the mobile station receives multiple PACKET UPLINK ACK/NACK messages with REPEAT_ALLOCATION during an allocation, the mobile shall repeat the ALLOCATION_BITMAP only once. 

References

GSM 04.60, subclause 8.1.1.3.2.2

42.2.2.7.5.3
Test purpose

Verify that the MS repeats the current allocation only once.

42.2.2.7.5.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1. MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2. Before current allocation expires, MS sends PACKET RESOURCE REQUEST.

3. MS receives a series of PACKET UPLINK ACK/NACK messages before the current allocation expires, each containing a repeat allocation.

4. MS responds at the next allocation boundary by using the previous allocation but only once.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources (sent sometime during current allocation)

5
MS -> SS
RLC DATA BLOCKS
MS continues to transmit RLC data blocks according to allocation from step 2.

6
SS -> MS
PACKET UPLINK ACK/NACK
Sent (.5*T3168) after step 4, with REPEAT_ALLOCATION.

7
SS -> MS
PACKET UPLINK ACK/NACK
REPEAT_ALLOCATION

8
SS -> MS
PACKET UPLINK ACK/NACK
REPEAT_ALLOCATION 

9
MS

Step 5 is repeated until current allocation is exhausted.

10
MS

MS starts to repeat the allocation from step 2 at the next allocation boundary.




If MS sends PACKET_RESOURCE_REQUEST anytime during step 10, SS sends a different PACKET_UPLINK_ASSIGNMENT than sent previously.

11
SS

Verify MS does not use the allocation from step 2 after step 10.

Specific Message Contents
PACKET SYSTEM INFORMATION MESSAGE 1 (throughout):

T3168
1 (1second)

PACKET UPLINK ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1.

PACKET UPLINK ACK/NACK message in step 10:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned <different from previous>

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
48

- ALLOCATION_BITMAP
Exactly 40 bits are set to 1. <different from previous>

PACKET UPLINK ACK/NACK message in step 6,7 and 8:

REPEAT_ALLOCATION
1

42.2.2.8
Fixed Allocation / Uplink Transfer / MS requests new resources/ Failure

42.2.2.8.1
Fixed Allocation / Uplink Transfer / MS requests new resources/ Failure/Packet Access Reject

42.2.2.8.1.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.8.1.2
Conformance requirements

On receipt of a PACKET ACCESS REJECT message , the mobile station shall stop timer T3168 if running and indicate a packet access failure to upper layer.

References

GSM 04.60, subclause 8.1.1.3.2

42.2.2.8.1.3
Test purpose

Verify that the MS returns to packet idle mode when PACKET ACCESS REJECT is received.

42.2.2.8.1.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH notpresent

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
After the current allocation expires, MS receives a PACKET ACCESS REJECT message.

4.
MS returns to packet idle mode.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 1000 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1b.

3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

5
SS -> MS
PACKET ACCESS REJECT


6
MS -> SS
RLC DATA BLOCKS
MS sends no more than 6 RLC data blocks after step 5.

7
SS 

Verify that MS is not transmitting on the previous PDCH.

Specific Message Contents

IMMEDIATE ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
48

- ALLOCATION_BITMAP
Exactly 10 bits are set to 1.

42.2.2.8.2
Fixed Allocation / Uplink Transfer / MS requests new resources/ Failure/Packet Access Reject with WAIT_INDICATION during allocation in progress

42.2.2.8.2.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.8.2.2
Conformance requirements

If the PACKET ACCESS REJECT message contains a WAIT_INDICATION field in a Reject structure addressed to the mobile station, the mobile station shall

-
start timer T3172 and if the mobile station has additional RLC data blocks to transmit, it shall initiate a new TBF establishment procedure on the RACH or PRACH, but the mobile station is not allowed to make a new attempt for packet access in the same cell until timer T3172 expires, it may, however, attempt packet access in an other cell after successful cell reselection. A mobile station in GPRS MS class A or B mode of operation may attempt to enter the dedicated mode in the same cell before timer T3172 has expired. During the time T3172 is running, the mobile station shall ignore all received PACKET PAGING REQUEST messages except paging request to trigger RR connection establishment.

The value of the WAIT_INDICATION field (i.e. timer T3172) relates to the cell from which it was received.

References

GSM 04.60, subclause 8.1.1.3.2

42.2.2.8.2.3
Test purpose

Verify that the MS waits T3172 before sending additional PACKET RESOURCE REQUEST messages, when PACKET ACCESS REJECT is received with a WAIT_INDICATION.

42.2.2.8.2.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH  present

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

Support GPRS service,

The way to initiate an uplink transfer,

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
Before the current allocation expires, MS receives a PACKET ACCESS REJECT message.

4.
MS waits T3172 before sending additional PACKET RESOURCE REQUEST messages.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
MS

Trigger the MS to initiate an uplink packet transfer  containing 2500 octets.

2


Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.


3
MS -> SS
RLC DATA BLOCKS
MS transmits RLC blocks only when TBF starting time occurs

4
MS -> SS
PACKET RESOURCE REQUEST
MS requests additional resources

5
MS -> SS
RLC DATA BLOCK
MS continues to transmit RLC data blocks according to allocation from step 2.

6
SS -> MS
PACKET ACCESS REJECT
Sent (.5*T3168) after step 4.

- MS starts T3172

7
MS -> SS
RLC DATA BLOCK
MS sends no more than 6 RLC data blocks after step 6.

8
MS -> SS 
PACKET CHANNEL REQUEST
Sent more than 2 seconds after step 6.

Specific Message Contents
PACKET UPLINK ASSIGNMENT message in step 2:

Fixed allocation


- TIMESLOT ALLOCATION
One timeslot assigned

- BLOCKS_OR_BLOCK_PERIODS
0 – blocks

- ALLOCATION_BITMAP_LENGTH
120

- ALLOCATION_BITMAP
Exactly 100 bits are set to 1.

PACKET ACCESS REJECT message in step 6:

WAIT_INDICATION
2

WAIT_INDICATION_SIZE
0 – WAIT_INDICATION in units of seconds
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