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This document is based in Tdoc 7-00-162 presented at the last SMG7 #25.

The following main modifications have been made:

· Inclusion of information from documents approved at previous meetings: 7-00-027, 7-00-177, 7-00-153, 7-00-201, 7-00-238, 7-00-240

· Inclusion of comments made by the RF subgroup in Tdoc 7-00-273. In that document, test cases 33.5 and 33.6 are selected under the condition C202 but no description of that condition is given. The RF subgroup is asked to clarify this point.

Some open issues identified:

· The applicability of test in table B.1 was revised.

· Those tests which status is the same as in TBR19, TBR20 or GSM 13.11 is shown in green. 

· Those tests which status is NOT the same as in TBR19, TBR20 or GSM 13.11 is shown in yellow. The signalling subgroup is asked to confirm this status (see table below).

· The rest of the tests are not present in TBR19, TBR20 or GSM 13.01. The signalling is asked to confirm the status.

List of tests for which a new applicability statement is proposed:

Section
TBR statement
New statement

21.4
Mandatory
MS supporting speech

26.5.7.3
MS supporting CC protocol for at least one bearer capability
MS supporting at least one MT circuit switched basic service

26.6.4.1
Mandatory
MS supporting CC protocol for at least one bearer capability

26.6.4.2.2
Mandatory
MS supporting CC protocol for at least one bearer capability

26.6.5.1-1
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS supporting CC protocol for at least one bearer capability

26.6.5.1-2
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS supporting CC protocol for at least one bearer capability

26.6.4.1-3
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS supporting CC protocol for at least one bearer capability

26.6.5.2-1
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS which support at least one MO circuit switched basic service

26.6.5.2-2
MS supporting CC protocol for at least one bearer capability and dual rate channel type
MS which support at least one MO circuit switched basic service and support dual rate channel type

26.6.5.2-3
MS supporting CC protocol for at least one bearer capability 
MS which support at least one MO circuit switched basic service

26.6.5.2-4
MS supporting CC protocol for at least one bearer capability 
MS which support at least one MO circuit switched basic service

26.6.5.2-5
MS supporting CC protocol for at least one bearer capability and dual rate channel type
MS which support at least one MO circuit switched basic service and support dual rate channel type

26.6.5.2-6
MS supporting CC protocol for at least one bearer capability and dual rate channel type
MS which support at least one MO circuit switched basic service and support dual rate channel type

26.6.5.2-7
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS which support at least one MO circuit switched basic service

26.6.5.2-8
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS which support at least one MO circuit switched basic service

26.6.5.2-9
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS which support at least one MO circuit switched basic service

26.6.5.2-10
MS supporting CC protocol for at least one bearer capability and dual rate channel type
MS which support at least one MO circuit switched basic service and support dual rate channel type

26.6.5.3-1
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS supporting CC protocol for at least one bearer capability

26.6.5.4-1
MS supporting CC protocol for at least one bearer capability
MS which support at least one MO circuit switched basic service

26.6.5.4-2
MS supporting CC protocol for at least one bearer capability
MS which support at least one MO circuit switched basic service

26.6.5.4-3
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS which support at least one MO circuit switched basic service

26.6.5.4-4
MS supporting CC protocol for at least one bearer capability and only full rate channel type
MS which support at least one MO circuit switched basic service

26.6.5.5.2
MS supporting CC protocol for at least one bearer capability 
MS which support at least one MO circuit switched basic service

26.6.7.1
MS supporting dual rate channel types or only full rate channel type
MS supporting CC protocol for at least one bearer capability 

26.6.7.2
MS supporting dual rate channel type
MS supporting CC protocol for at least one bearer capability and dual rate channel type

26.6.12.3
MS supporting dual rate channel types or only full rate channel type
MS supporting CC protocol for at least one bearer capability

26.6.12.4
MS supporting dual rate channel types or only full rate channel type
MS supporting CC protocol for at least one bearer capability

26.8.1.3.1.1
Mandatory
MS supporting CC protocol for at least one bearer capability

26.8.1.3.3.1
MS supporting at least one MT circuit switched basic service different to emergency call
MS supporting at least one MT circuit switched basic service

26.8.1.4.2.1
MS supporting at least one MT circuit switched basic service different to emergency call
MS supporting at least one MT circuit switched basic service

26.8.1.4.3.1
MS supporting at least one MT circuit switched basic service different to emergency call
MS supporting at least one MT circuit switched basic service

26.8.1.4.3.2
MS supporting at least one MT circuit switched basic service different to emergency call
MS supporting at least one MT circuit switched basic service

26.8.3
MS supporting at least one MT circuit switched basic service different to emergency call
MS supporting at least one MT circuit switched basic service

26.9.2
MS supporting at least one teleservice
MS supporting at least one teleservice (except emergency call and dual service)

26.9.3
MS supporting at least one teleservice
MS supporting at least one teleservice (except emergency call and dual service)

26.9.4
MS supporting at least one teleservice
MS supporting at least one teleservice (except emergency call and dual service)

26.9.5
MS supporting at least one teleservice
MS supporting at least one teleservice (except emergency call and dual service)

26.9.6.1.1
MS supporting full rate speech mode or half rate speech mode
MS supporting speech

26.9.6.1.2
MS supporting telephony or emergency call and supporting dual rate channel types
MS supporting half-rate speech

26.9.6.2.1
MS supporting full rate speech mode or half rate speech mode
MS supporting speech

26.9.6.2.2
MS supporting full rate speech mode or half rate speech mode
MS supporting speech

26.10.2.1
MS supporting E-GSM and supporting CC protocol for at least one Bearer Capability
MS supporting E-GSM or R-GSM and supporting CC protocol for at least one Bearer Capability

26.10.2.2
MS supporting E-GSM
MS supporting E-GSM or R-GSM

26.10.2.3
MS supporting E-GSM
MS supporting E-GSM or R-GSM

26.10.2.4.1
MS supporting E-GSM and supporting CC protocol for at least one Bearer Capability
MS supporting E-GSM or R-GSM and supporting CC protocol for at least one Bearer Capability

26.10.2.4.2
MS supporting E-GSM and supporting CC protocol for at least one Bearer Capability
MS supporting E-GSM or R-GSM and supporting CC protocol for at least one Bearer Capability

26.10.2.5
MS supporting E-GSM and supporting CC protocol for at least one Bearer Capability and at least one teleservice
MS supporting E-GSM or R-GSM

26.10.3.1
MS supporting E-GSM
MS supporting E-GSM or R-GSM and supporting at least one MO teleservice

26.10.3.2
MS supporting E-GSM
MS supporting E-GSM or R-GSM and supporting speech

26.11.2.2.1
MS supporting multiband operation and supporting CC protocol for at least one Bearer Capabilitiy and only full rate channel type
MS supporting multiband operation and supporting CC protocol for at least one Bearer Capabilitiy

26.11.5.1
MS supporting simultaneous multiband operation and supporting at least one teleservice
MS supporting simultaneous multiband operation and supporting at least one MO teleservice

26.11.5.2
MS supporting simultaneous multiband operation and supporting at least one teleservice
MS supporting simultaneous multiband operation and supporting at least one MO teleservice

27.1.2
ME supporting either ID‑1 or Plug-in SIM
DCS ME supporting either ID‑1 or Plug-in SIM

27.17.1.1
ME supporting either ID‑1 or Plug-in SIM
Mandatory

27.20
ME supporting either ID‑1 or Plug-in SIM
Mandatory

29.2.3.4
MS supporting at least one transparent data service and supporting the MT2 configuration
MS supporting non-transparent data services

29.3.3.2
No status
MS supporting at least one non-transparent bearer service and supporting the use of non-default RLP parameters

29.3.3.3
No status
MS supporting at least one non-transparent bearer service and supporting the use of non-default RLP parameters

29.3.3.5
MS supporting at least one non-transparent bearer service
MS supporting at least one non-transparent bearer service and supporting the use of non-default RLP parameters

34.2.5.3
MS supporting SMS MT/PP and supporting display of received SMS and storing of short messages in the SIM
MS supporting storing of received Class II Short Messages in the SIM

· At the last meeting, some new test cases were added to the applicability table in 11.10-1. The new applicability table in 11.10-2 will have to be updated accordingly.

· As it was decided to create a merge 11.10-2 for all the releases, the release for which the PICS is relevant shall be specified in the document.

