
3GPP TSG GERAN WG4 #1
Document
Tdoc G4-0129

Sophia Antipolis, France,
12-15 September 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




11.10
CR

Current Version:









GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 

for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME
X
UTRAN / Radio

Core Network


(at least one should be marked with an X)



Source:
Rohde & Schwarz, Munich
Date: 
5 Sept,2000



Subject:
Clarification of GPRS Receive Initial Conditions



Work item:




Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release
X

Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification


Release 99






Release 00
X



Reason for 
change:

To clarify the use of Ack/Nack for the downlink tests, and the use of test mode for the USF tests

14.16.2.1.4.2 Procedure : clause (f) requires a Coding Scheme 4 test in RA/noFH test conditions, but this test is not specified in Table 14.16-2



Clauses affected:
14.16.1, 14.16.2



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:



[image: image1.wmf]help.doc

  <--------- double-click here for help and instructions on how to create a CR.

14.16.1.4
Method of test

14.16.1.4.1
Initial conditions

NOTE 1:
The BA list sent on the BCCH and SACCH will indicate at least six surrounding cells with at least one near to each band edge. It is not necessary to generate any of these BCCHs but, if provided the signal strengths of BCCHs shall be in the range 15 dBVemf(  ) to 35 dBVemf(  ). Surrounding cell signal levels and cell reselection parameters are set so that the MS will not try a cell reselection

NOTE 2:
The ARFCN of any BCCH shall not be co-channel or on adjacent channels to the wanted traffic channel.

NOTE 3:
When frequency hopping is used, the traffic channel may fall on any of the ARFCNs defined in section 6.

NOTE 4:
The PSI1 message is included in the PACCH  when the MS is in packet transfer mode. The PBCCH_CHANGE_MARK value in PSI1 is not changed. This, together with preventing cell reselection as per Note 1, ensures that the MS is highly unlikely to suspend the TBF (GSM 04.60 clause 5.5.1.4.2 Suspension of operation to receive system operation), and thus making the effect of TBF suspension statistically insignificant for the test result.

A call is set up according to the generic call set up procedure for packet switched on an ARFCN in the Mid range, on the maximum number of receive timeslots, with the MS transmitting at maximum power.
For the ACK/NACK BLER and the BCS BLER parts of the test case, a downlink TBF will be established.


For the USF BLER parts of the test case the Test Mode defined in GSM Rec. 4.14 (para 5.4) will be used for uplink TBF. If the MS is capable of both:

Mode (a) 
transmitting pseudo-random data sequence in RLC data blocks 

Mode (b)
transmitting looped-back RLC data blocks

then Mode (a) will be used. 

If Mode (b) is used then the SS sends the psuedo-random data sequence specified for Mode (a) on the downlink for loopback on the uplink.

14.16.2.1.4
Method of test

14.16.2.1.4.1
Initial conditions

A call is set up according to the generic call set up procedure with an ARFCN in the mid ARFCN range, power control level set to maximum power.

The SS transmits Standard Test Signal C1.

In addition to this wanted signal (C), the SS produces an independent, uncorrelated interfering signal (I).

This unwanted signal is random, continuous and GSM-modulated, and has no fixed relationship with the bit transitions of the wanted signal.
For the ACK/NACK BLER and the BCS BLER parts of the test case, a downlink TBF will be established.


For the USF BLER parts of the test case the Test Mode defined in GSM Rec. 4.14 (para 5.4) will be used for uplink TBF. If the MS is capable of both:

Mode (a) 
transmitting pseudo-random data sequence in RLC data blocks 

Mode (b)
transmitting looped-back RLC data blocks

then Mode (a) will be used. 

If Mode (b) is used then the SS sends the psuedo-random data sequence specified for Mode (a) on the downlink for loopback on the uplink.

14.16.2.1.4.2
Procedure

a) The SS transmits packets using CS-1 coding to the MS on all allocated timeslots. 

b) The fading characteristic of the wanted and the interfering signal is TUlow, no FH applies.

c) The co-channel interference level is set to 1 dB above the level given in the table in conformance requirement 1. The interferer shall have the same frequency hopping sequence as the wanted signal, as well as be subject to the same fading profile. 

d) The SS counts the number of blocks transmitted with current coding scheme and the number of these blocks not acknowledged based on the content of the Ack/Nack Description information element (see 04.60, 12.3) in the Packet Downlink Ack/Nack as sent from the MS to the SS on the PACCH.

Note:
Due to the error rates related to the USF, the MS is likely to occasionaly miss its USF for transmitting the Packet Downlink Ack/Nack. As this requirement is not verified in this part of the test, the SS then again assigns uplink resources so the MS can sent this message.

e)
Once the number of blocks transmitted with the current coding scheme as counted in step d) reaches or exceeds the minimum number of blocks as given in Table 14-x, the SS calculates the Block error ratio. The SS resets both counters.



f)
In the case of CS-1 the SS repeats step c) to e) with the following three fading conditions and hopping modes: TUhigh/noFH, TUhigh/FH, and RA/noFH.
In the case of CS-2 the SS repeats step c) to e) with the fading condition and hopping mode RA/no FH only. 

In the case of CS-3 the SS repeats step c) to e) with the fading condition and hopping mode TUhigh/FH only. 
In the case of CS-4 the SS repeats step c) to e) with the fading condition and hopping modes: TUhigh/noFH,.
g)
The SS repeats the steps b) to f) for each of the coding schemes CS-2, CS-3 and CS-4.

h)
The SS establishes the normal test conditions, and sets the fading function to TUhigh/noFH.

i)
The SS sets the value of the USF/CS-1 such as to allocate the uplink to the MS, using a co-channel interference level of 1 dB above the level given in the table in conformance requirement 2.

j)
The SS counts the number of times the USF is allocated to the MS, and the number of times the MS does not transmit while being allocated the uplink.

k)
Once the number of USF/CS-1 allocating the uplink for the MS as counted in step j) reaches or exceeds the minimum number of blocks as given in Table 14-x, the SS calculates the Block error ratio. The SS resets both counters.

l)
The SS repeats steps i) to k) using USF/CS2 coding
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