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A.5.1.2
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the features a mobile station given in the table below.

Table A.2: Mobile Station Features

Item
Mobile Station Feature
Ref.
Status
Support
Mnemonic

1
Display of Called Number.
GSM 02.07 B.1.1
C202

TSPC_Feat_DCN

2
Indication of Call Progress Signals.
GSM 02.07 B.1.2
C204

TSPC_Feat_CPSind

3
Country / PLMN Indication.
GSM 02.07 B.1.3
C202

TSPC_Feat_PLMNind

4
Country / PLMN Selection.
GSM 02.07 B.1.4
M

TSPC_Feat_PLMNsel

5
Keypad.
GSM 02.07 B.1.5
O

TSPC_Feat_Keypad

6
IMEI.
GSM 02.07 B.1.6
M

TSPC_Feat_IMEI

7
Short Message Overflow Indication.
GSM 02.07 B.1.8
M

TSPC_Feat_SMoverflow

8
DTE /DCE Interface.
GSM 02.07 B.1.9
O

TSPC_Feat_DTE_DCE

9
ISDN "S" Interface.
GSM 02.07 B.1.10
O

TSPC_Feat_Sinterface

10
International Access Function.
GSM 02.07 B.1.11
O

TSPC_Feat_IntAccess

11
Service Indicator.
GSM 02.07 B.1.12
C203

TSPC_Feat_ServInd

12
Autocalling restriction capabilities.
GSM 02.07 annex A
C205

TSPC_Feat_AutocallRestric

13
Dual Tone Multi Frequency function.
GSM 02.07 B.1.15
C201

TSPC_Feat_DTMF

14
Subscription Identity Management.
GSM 02.07 B.1.16
M

TSPC_Feat_SIM

15
On / Off switch.
GSM 02.07 B.1.17
O

TSPC_Feat_OnOff

16
Subaddress.
GSM 02.07 B.1.18
O

TSPC_Feat_Subaddress

17
Support of Encryption A5/1.
GSM 02.07 B.1.19
M

TSPC_Feat_A51

18
Support of Encryption A5/2.
GSM 02.07 B.1.19
M

TSPC_Feat_A52

19
Short Message Service Cell Broadcast DRX.
GSM 02.07 B.1.21
O

TSPC_Feat_SMS_CB_DRX

20
Abbreviated Dialling.
GSM 02.07 B.3.1
O

TSPC_Feat_AD

21
Fixed Number Dialling.
GSM 02.07 B.3.2
O

TSPC_Feat_FND

22
Barring of Outgoing Calls.
GSM 02.07 B.3.3
O

TSPC_Feat_BO

23
DTMF Control Digits Separator.
GSM 02.07 B.3.4
O

TSPC_Feat_DTMF_CDS

24
Selection of Directory No in Short Messages.
GSM 02.07 B.3.5
O

TSPC_Feat_SM_Dir

25
Last Numbers Dialled.
GSM 02.07 B.3.6
O

TSPC_Feat_LND

26
At least one autocalling feature.
GSM 02.07 2
O

TSPC_Feat_Autocall

27
Alphanumeric display.
GSM 02.07 2
O

Alphanum_Display

28
Other means of display.
GSM 02.07 2
O

Other_Means_of_Display

29
Speech indicator.
GSM 02.07 2
O

Speech_Indicator

30
Support of the extended Short message cell broadcast channel
GSM 02.07 B.1.23
O



31
Support of Additional Call Set-up MMI Procedures
GSM 02.07 B.1.24
O



32
Network Identity and Timezone
GSM 02.07 B.1.25
O



33
Ciphering Indicator
GSM 02.07 B.1.26
C202



34
Network's indication of alerting in the MS  $(NI Alert in MS)$ R97
GSM 02.07 B.1.27
O



35
ME-SIM lock
GSM 02.07 B.3.7
O



36
Service Dialling Numbers
GSM 02.07 B.3.8
O



37
Extended timing advance (R99)
GSM 05.10 5
C206

TSPC_Feat_Ext_TA

38
Support of SoLSA (R99)
GSM 02.43, GSM 03.73
O

TSPC_SoLSA

39
Audible Indication of Service Tones

O

TSPC_Feat_audible_tone

40
Cause 27 Implemented in Category 3
GSM 02.07 Annex A
O

Feat_Cause27Cat3








C201
IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

C202
IF A.2/27 THEN M ELSE N/A
-- TSPC_Feat_HumanInterface

C203
IF A.2/27 OR A.2/28 THEN M ELSE N/A
-- AlphaNum_Display OR Other_Means_of_Display

C204
IF A.2/29 THEN M ELSE N/A
-- Speech_Indicator

C205
IF A.2/26 THEN M ELSE N/A
-- TSPC_Feat_Autocall

C206
IF A.1/16 OR A.1/17 THEN M ELSE N/A
-- Feat_Ext_TA
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