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Reason for change:
51.010-1 cllause 28.1 states that:

"It is assumed that the MS has passed the tests of section 29 before these tests are performed." 

The applicability of test cases should be indicated by the applicibality table, and should not be stated in terms of passing of other test cases.

"All the tests are performed using valid SETUP messages as defined in section 29."

There are no SETUP messages defined in section 29.




Summary of change:

These two statements are to be removed.




Consequences if 

not approved:





Clauses affected:

Clause 26.9.6.1
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Other comments:

Change applies to Phase 2mobiles onwards.

28
Test of autocalling restrictions

28.1
General

It is essential that all autocalling apparatus is prevented from continuously dialling a given number, to avoid machines repeatedly disturbing PSTN subscribers in error, or numerous repeat attempts to unobtainable numbers which cause waste of valuable network resources. Therefore autocalling restrictions are defined by GSM 02.07.

The tests shall be performed using all of the call methods specified by the supplier in the PIXIT statement (annex 3). The supplier shall state any autocalling procedures implemented and how many times they can be repeated to a single number and the minimum re-attempt interval(s), i.e. the complete re-try schedule or algorithm with parameter values. The supplier shall further describe any automatic methods for making repeated calls to a single number. The supplier shall also state in the PIXIT statement (annex 3) the number of B-party numbers that can be stored on the list of blacklisted numbers as described in GSM 02.07, annex A.

For an external R-interface the supplier shall state in the PIXIT statement (annex 3) the procedure for autocalling restrictions for that interface and the possible parameter settings for the number of times the LTE can make a re-attempt and the minimum accepted time between re-attempts accepted by the MS. The conditions for clearing the autocalling constraints shall be stated in the PIXIT statement (annex 3).

For external interfaces the LTE must be programmed so that it clearly attempts to violate the autocalling constraints.
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