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To be in consistent with the section 22.4 of 51.010.
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This test is applicable to GPRS MS supporting GPRS multislot operation.
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3.2.2 applicability of individual tests.
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3.2.2
Applicability of the individual tests

The applicability of each individual test is identified in the following table.

The earliest Release from which each testcase is applicable, is indicated in the "Release" column.

Table 3.1: Applicability of tests

Clause
Title
Applicability
Release

21.1
Signal strength
All MS
Phase2

21.2
Signal strength selectivity
All MS
Phase2

21.3
Signal quality under static conditions
MS supporting speech
Phase2

21.4
Signal quality under TU50 propagation conditions
All MS
Phase2

21.5
Received signal measurements in HSCSD multislot configuration
Multislot MS
R96

22.1
Transmit power control timing and confirmation, single slot
All MS
Phase2

22.2
Transmit power control timing and confirmation in HSCSD multi slot configuration
Multislot MS
R96

22.3
GPRS Uplink Power Control – Use of ( and  (CH parameters
All GPRS MS
R97

22.4
GPRS Uplink Power Control – Independence of TS Power Control
All GPRS MS supporting GPRS multislot operation
R97

23
Single frequency reference
All MS
Phase2

25.2.1.1.1
Initialization when contention resolution required, Normal initialization
All MS
Phase2

25.2.1.1.2.1
Initialization failure, Loss of UA frame
All MS
Phase2

25.2.1.1.2.2
Initialization failure, UA frame with different information field
All MS
Phase2

25.2.1.1.2.3
Initialization failure, Information frame and supervisory frames in response to an SABM frame
All MS
Phase2

25.2.1.1.3
Initialization denial
All MS
Phase2

25.2.1.1.4
Total initialization failure
All MS
Phase2

25.2.1.2.1
Normal initialization without contention resolution
All MS
Phase2

25.2.1.2.2
Initialization failure
All MS
Phase2

25.2.1.2.3
Initialization denial
All MS
Phase2

25.2.1.2.4
Total initialization failure
All MS
Phase2

25.2.2.1
Sequence counting and I frame acknowledgements
All MS
Phase2

25.2.2.2
Receipt of an I frame in the timer recovery state
All MS
Phase2

25.2.2.3
Segmentation and concatenation
All MS
Phase2

25.2.3
Normal layer 2 disconnection
All MS
Phase2

25.2.4.1
I frame loss (MS to SS)
All MS
Phase2

25.2.4.2
RR response frame loss (SS to MS)
All MS
Phase2

25.2.4.3
RR response frame loss (MS to SS)
All MS
Phase2

25.2.5.1
I frame with C bit set to zero
All MS
Phase2

25.2.5.2
SABM frame with C bit set to zero
All MS
Phase2

25.2.6.1
N(S) sequence error
All MS
Phase2

25.2.6.2
N(R) sequence error
All MS
Phase2

25.2.6.3
Improper F bit
All MS
Phase2

25.2.7
Test on receipt of invalid frames
All MS
Phase2

26.2.1.1
Channel request / initial time
All MS
Phase2

26.2.1.2
Channel request / repetition time
All MS
Phase2

26.2.1.3
Channel request / random reference
All MS
Phase2

26.2.2
IMSI detach and IMSI attach
Procedure 1, All MS

Procedure 2, MS where SIM removal is possible without powering down

Procedure 3, All MS
Phase2

26.2.3
Sequenced MM / CC message transfer
All MS
Phase2

26.2.4
Establishment cause, Procedure 1
MS supporting a service on a traffic channel
Phase2

26.2.4
Establishment cause, Procedure 2
MS supporting a service on a half-rate channel
Phase2

26.2.4
Establishment cause, Procedure 3
MS supporting speech
Phase2

26.2.4
Establishment cause, Procedure 4
MS supporting a data service
Phase2
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