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Reason for change:
(

There are some errors in test case 31.8.6.1. 

1) The purpose of the test case is to test Interrogation, however the second part of the "Test Procedure" states:

"… the user requests activation of BOICExHC". This should read "… the user requests interrogation of BOICExHC." 

2) Also, GSM 04.88 clause 2.5 "Interrogation" explains that “The interrogation procedure enables the mobile subscriber to obtain information about data stored in the PLMN.

…If there is no basic service group for which the service is active, an SS-Status will be returned indicating that the service is “deactivated” “.

Consequently as the service has not been activated, there is an error in the specific message contents for this test in clause 31.11. In the last line of step 21 (SS->MS RELEASE COMPLETE) for test case 31.8.6.1 described in clause 31.11, the remark should not be “Prov., Registered, Active” but “Prov., Registred, Deactive”.





Summary of change:
(

1. "Activation" changed to "Interrogation" in the test procedure. 

2. The remark of the SS-Status in clause 31.11 "test case 31.8.6.1 step 21" shall be changed from : “Prov., Registred, active” to “Prov., Registred, Deactive”; and the coding changed from "07" to "06".




Consequences if 
(

not approved:
The test will not be in conformity with core specification.
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(

31.8.6.1 and 31.11 : step 21 of the test 31.8.6.1
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(



31.8.6
Interrogation

31.8.6.1
Interrogation accepted

31.8.6.1.1
Conformance requirements

1)
For interrogation of any specific call restriction service with any parameters, the MS shall transmit successively:

1.1)
a CHANNEL REQUEST with establishment cause set to "other services requested by the mobile user",

1.2)
a CM SERVICE REQUEST with CM service type indicating "supplementary service activation",

1.3)
and then the REGISTER message containing a facility IE that includes an invoke of the InterrogateSS operation with parameter values according to the user's request (MMI action).

2)
Upon receipt of FACILITY message requiring the password, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

3)
The MS shall be able to send a password by sending a FACILITY message in accordance to the user request (MMI actions).

4)
Upon receipt of the RELEASE COMPLETE message, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1)
GSM 04.08 sections 3.3.1.1.2 and 9.1.9.

2)
GSM 04.08 sections 4.5.1.1, 9.2.9 and 10.5.33.

3)
GSM 04.88, GSM 04.80 sections 2.3 and 3.6.

4)
GSM 02.30 section 4.5.

31.8.6.1.2
Test purpose

1)
To check that the MS correctly requests a supplementary service transaction for interrogation of a specific call barring service in CHANNEL REQUEST message.

2)
To check that the MS correctly requests a supplementary service transaction for interrogation of a call barring service in the subsequent CM SERVICE REQUEST.

3)
To check that the MS sends a REGISTER message containing the invoke of the InterrogateSS operation with the expected parameter values for interrogation of one call restriction service.

4)
To check that upon receipt of FACILITY message requiring the password, the MS provides the appropriate user indication (as described by the manufacturer).

5)
To check that the MS is able to send a password by sending a FACILITY message in accordance to the user request (MMI actions).

6)
To check that upon receipt of the RELEASE COMPLETE message, the MS provides the appropriate user indication (which is to be described by the manufacturer).

These checks are done for:

a)
BAIC, the result of the operation being a Basic Service code.

b)
BOICExHC, the result of the operation being a SS-status.

31.8.6.1.3
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is "idle updated".

Related PICS/PIXIT statements

Description of the user's commands and of display of the answers from the network for call barring.

Foreseen final state of the MS

The MS is "idle updated".

Test procedure

By means of appropriate MMI functions (using either GSM 02.30 or manufacturer defined MMI), the user requests interrogation of BAIC.

Upon receipt of the operation (in a REGISTER message), the system simulator answers with the FACILITY message with the Facility information element containing an invoke of the GetPassword operation requiring the current password.

Then, by means of appropriate MMI functions, the user gives a password.

Upon receipt of the FACILITY message, the system simulator answers with a RELEASE COMPLETE message with the Facility information element containing the Return_result (basic service) of the InterrogateSS operation.

The SS transaction and the dedicated channel are released.

Then again, by means of appropriate MMI functions, the user requests interrogation of BOICExHC.

Upon receipt of the operation (in a REGISTER message), the system simulator answers with the FACILITY message with the Facility information element containing an invoke of the GetPassword operation requiring the current password.

Then, by means of appropriate MMI functions, the user gives a password.

Upon receipt of the FACILITY message, the system simulator answers with a RELEASE COMPLETE message with the Facility information element containing the Return_result(SS-status) of the InterrogateSS operation.

The dedicated channel is released.

Maximum duration of test

3 min.

Expected sequence

Step
Direction
Message
Comments

1
MS

The MS is made to initiate a interrogation of BAIC

2
MS -> SS
CHANNEL REQUEST
with establishment cause "Other procedures which can be completed with an SDCCH"

3
SS -> MS
IMMEDIATE ASSIGNMENT


4
MS -> SS
CM SERVICE REQUEST
cause: "supplementary service activation"

5
SS -> MS
CM SERVICE ACCEPT


6
MS -> SS
REGISTER


7
SS -> MS
FACILITY
GetPassword

8
MS

provide correct MMI user indication A password is entered.

9
MS -> SS
FACILITY
Getpassword operation Return Result

10
SS -> MS
RELEASE COMPLETE
InterrogateSS operation Return_result

11
SS -> MS
CHANNEL RELEASE


12
MS

The MS is made to initiate a interrogation of call forwarding service for BOICExHC,

13
MS -> SS
CHANNEL REQUEST
with establishment cause "Other procedures which can be completed with an SDCCH"

14
SS -> MS
IMMEDIATE ASSIGNMENT


15
MS -> SS
CM SERVICE REQUEST
cause: "supplementary service activation"

16
SS -> MS
CM SERVICE ACCEPT


17
MS -> SS
REGISTER


18
SS -> MS
FACILITY
GetPassword

19
MS

provide correct MMI user indication A password is entered.

20
MS -> SS
FACILITY
Getpassword operation Return Result

21
SS -> MS
RELEASE COMPLETE
InterrogateSS operation Return result

22
MS

provide correct MMI user indication

23
SS -> MS
CHANNEL RELEASE


Specific message contents

step 6 - BOIC

-
protocol discriminator: non call related SS message

-
message type: REGISTER

-
facility

invoke = Interrogation


Supplementary service code = BAIC

step 17 - BOICExHC

-
protocol discriminator: non call related SS message

-
message type: REGISTER

-
facility

invoke = Interrogation


Supplementary service code = BOICExHC

steps 7, 18 -

-
protocol discriminator: non call related SS message

-
transaction identifier: in FACILITY same as previous REGISTER message

-
message type: FACILITY

-
facility

invoke = GetPassword


Guidance info: Password

31.11
Specific message contents and ASN.1 codings

Introduction

…

Test 31.8.6.1. Interrogation accepted


MMI sequence: *#35#

Step 6: MS -> SS REGISTER

Contents 
Value/remark
Coding 

Length of FIE contents
13
0D 

Component type tag
Invoke
A1    (1) 

Component length
11
0B 

Invoke ID tag

02 

Invoke ID length
1 
01 

Invoke ID
Arbitrary
--

Operation code tag

02 

Operation code length
1 
01 

Operation code 
InterrogateSS 
0E 

SS-ForBS
Seq
30    (1) 

SS-ForBS length
3 
03 

SS code tag 
Tag=04
04 

SS code length 
1 
01 

SS code
BAIC 
9A 

Step 10: SS -> MS RELEASE COMPLETE

Contents
Value/remark
Coding

Length of FIE Contents 
15
0F 

Component type tag
Return Result 
A2 

Component length 
13
0D 

Invoke ID tag 

02 

Invoke ID length 
1 
01 

Invoke ID
As received
--

Sequence tag

30 

Sequence length
8
08 

Operation Code tag

02 

Operation Code length
1 
01 

Operation Code
InterrogateSS 
0E 

InterrogateSS-Res
Choice


BasicServiceGroupList tag 
Seq. 
A2 

BasicServiceGroupList length 
3 
03 

BasicService Code identifier 
TeleserviceCode
83 

Teleservice length
1 
01 

Teleservice code 
Telephony
11 

MMI sequence: *#332#

Step 17: MS -> SS REGISTER

Contents
Value/remark
Coding

Length of FIE Contents 
13
0D 

Component type tag
Invoke
A1 

Component length 
11
0B 

Invoke ID tag 

02 

Invoke ID length 
1 
01 

Invoke ID
Arbitrary
-- 

Operation Code tag

02 

Operation Code length
1 
01 

Operation Code
InterrogateSS 
0E 

SS-ForBS
Seq
30 

SS-ForBS length
3 
03 

SS-Code tag
Tag=4
04 

SS-Code length
1 
01 

SS-Code 
BOICExHome 
94 

Step 21: SS -> MS RELEASE COMPLETE

Contents
Value/remark
Coding

Length of FIE Contents 
13
0D 

Component type tag
Return Result 
A2 

Component length 
11
0B 

Invoke ID tag 

02 

Invoke ID length 
1 
01 

Invoke ID
As received
--

Sequence tag

30 

Sequence length
6
06 

Operation Code tag

02 

Operation Code length
1 
01 

Operation Code
InterrogateSS 
0E 

InterrogateSS-Res
Choice


SS-Status
Tag=80
80 

SS-Status length 
1 
01 

SS-Status
Prov., Registered,  Deactive 
 06 

�PAGE \# "'PAGE: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'PAGE: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'PAGE: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'PAGE: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the lastest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'PAGE: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'PAGE: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'PAGE: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'PAGE: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'PAGE: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'PAGE: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'PAGE: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'PAGE: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'PAGE: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'PAGE: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'PAGE: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'PAGE: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'PAGE: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'PAGE: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'PAGE: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





CR page 1

