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Update to applicability table due to changes in TDoc G4-010225.
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Applicability updated for tests




Consequences if 
(

not approved:
The table will be incorrect.
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Table A.25: Additional Information

Item
Additional Information
Ref.
Release
Status
Support
Mnemonic

103
Support of MonitorPCH_GroupTransmitMode
GSM 11.10-1

3GPP TS 51.010-1
Phase 2
O

TSPC_AddInfo_MonitorPCH_GroupTransmitMode

104
Integral_Antenna Connector
3GPP TS 51.010‑1 12
Release 4
O.2504

TSPC_AddInfo_IntegrAntenna

105
User requested combined GPRS and non-GPRS detached without powering off
GSM 04.08, 4.7.4

3GPP TS 24.008, 4.7.4
R 97
O

TSPC_AddInfo_Comb_DP_no_pwr_off

106
User requested non-GPRS detached
GSM 04.08, 4.7.4

3GPP TS 24.008, 4.7.4
R 97
O

TSPC_AddInfo_Usr_non_GPRS_DP

C2501
IF A.25/3 THEN M ELSE O
-- TSPC_Addinfo_HalfRateSpeech

C2502
IF A.25/2 THEN O ELSE N/A
-- TSPC_Addinfo_FullRateSpeech

Table B.1: Applicability of tests

Clause
Title
Release
Applicability
Status
Supported

44.2.2.1.4
GPRS detach / abnormal cases / GMM common procedure collision
R97
All GPRS MS
C215


44.2.2.1.5
GPRS detach / power off / accepted
R97
All GPRS MS
C215


44.2.2.1.6
GPRS detach / accepted / GPRS/IMSI detach
R97
All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
C274


44.2.2.1.7
GPRS detach / accepted / IMSI detach
R97
All GPRS MS supporting user requested non-GPRS detach.
C275


44.2.2.1.8
GPRS detach / abnormal cases / change of cell into new routing area
R97
All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
C274


44.2.2.1.9
GPRS detach / abnormal cases / GPRS detach procedure collision
R97
All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
C274


44.2.2.2.1
GPRS detach / re-attach not required / accepted
R97
All GPRS MS
C215


44.2.2.2.2
GPRS detach / rejected / IMSI invalid / GPRS services not allowed
R97
All GPRS MS
C215


C272
IF A.25/97 THEN A ELSE N/A
-- TSPC_AddInfo_MultSMsameRR

C273
IF A.1/56 THEN A ELSE N/A
-- TSPC_Type_UTRAN

C274
IF A.2/41 AND A.25/105 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_AddInfo_Comb_DP_no_pwr_off

C275
IF A.2/41 AND A.25/106 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_AddInfo_Usr_non_GPRS_DP
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