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Section 31.11 of TS 51.010-1 details the specific message contents and ASN.1 codings for the 31 series test cases. The following change is required:

1) Test case 31.8.4.1 has an incorrect Teleservice code values. GSM02.03 section 6 Table 2, shows that AllSpeechTransmissionService covers both Telephony and Emergency Calls. However, GSM02.04 Annex A Table A.1/GSM 02.04: Applicability of SSs to telecommunication services shows that the Call Forwarding Supplementary service cannot be activated in an Emergency Call. Therefore the basic service code should be: "Teleservice Telephony, no bearer services present".
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31.11
Specific message contents and ASN.1 codings

…

Test 31.8.4.1. Deactivation accepted

MMI sequence: *330**11#

Step 6: MS -> SS REGISTER

Contents 
Value/remark
Coding 

Length of FIE contents
16
10 

Component type tag
Invoke
A1    (1) 

Component length
14
0D 

Invoke ID tag

02 

Invoke ID length
1 
01 

Invoke ID
Arbitrary
--

Operation code tag

02 

Operation code length
1 
01 

Operation code 
DeactivateSS 
0D 

SS-ForBS
Seq
30    (1) 

SS-ForBS length
3 
03 

SS code tag 
Tag=04
04 

SS code length 
1 
01 

SS code
B: All barring services
90 

Basic Service Code identifier
TeleserviceCode
83 

Teleservice length
1 
01 

Teleservice code
Telephony
11 

Step 10: SS -> MS RELEASE COMPLETE

Contents 
Value/remark
Coding 

Length of FIE contents
21
15 

Component type tag
Return Result 
A2    (1) 

Component length
indefinite
80

Invoke ID tag

02 

Invoke ID length
1 
01 

Invoke ID
As received
--

Sequence identifier

30    (1) 

Sequence length
12
0C

Operation code tag

02 

Operation code length
1 
01 

Operation code 
DeactivateSS 
0D 

SS-Information 



CallBarringInfo
Tag=a1
A1    (1) 

CallBarringInfo length
7
07

CallBarringFeature List 
Seq. 
30    (1) 

Length indicator
5
05

CallBarring Feature tag 
Seq. 
30    (1) 

CallBarring Feature length 
3
03

Basic Service Code Identifier
TeleserviceCode
83

Teleservice Length
1
01

Teleservice code
Telephony
11

End-Of-Content Tag
0
00

Length Indicator
0
00

MMI sequence: #333**13#

Step 17: MS -> SS REGISTER

Contents 
Value/remark
Coding 

Length of FIE contents
16
10 

Component type tag
Invoke
A1    (1) 

Component length
14
0E 

Invoke ID tag

02 

Invoke ID length
1 
01 

Invoke ID
Arbitrary
--

Operation code tag

02 

Operation code length
1 
01 

Operation code 
DeactivateSS 
0D 

SS-ForBS
Seq
30    (1) 

SS-ForBS length
6 
06 

SS code tag 
Tag=04
04 

SS code length 
1 
01 

SS code
BO
91 

Basic Service Code identifier
TeleserviceCode
83 

Teleservice length
1 
01 

Teleservice code
AllFacsimileServices
60 

Step 21: MS -> SS RELEASE COMPLETE

Contents 
Value/remark
Coding 

Length of FIE contents
21
15 

Component type tag
Return Result 
A2    (1) 

Component length
indefinite
80

Invoke ID tag

02 

Invoke ID length
1 
01 

Invoke ID
As received
--

Sequence identifier

30    (1) 

Sequence length
12
0C

Operation code tag

02 

Operation code length
1 
01 

Operation code 
DeactivateSS 
0D 

SS-Information 



CallBarringInfo
Tag=a1
A1    (1) 

CallBarringInfo length
7
07

CallBarringFeature List 
Seq. 
30    (1) 

Length indicator
5
05

CallBarring Feature tag 
Seq. 
30    (1) 

CallBarring Feature length 
3
03

Basic Service Code Identifier
TeleserviceCode
83

Teleservice Length
1
01

Teleservice code
AllFacsimileServices
60

End-Of-Content Tag
0
00

Length Indicator
0
00
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