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Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of this specification.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or GSM 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or GSM 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applibable.

Ci
conditional – the test is applicable (”A”) or not (”N/A”) depending on the support of other optional or conditional items. ”i” is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax ”IF ... THEN (IF ... THEN ... ELSE...) ELSE ...” is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	C31
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	C36
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	C31
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which do not support AOCC
	C32
	

	11.4
	Verification of non-support of services (call hold)
	Phase 2
	MS which support AOCC and do not support the Call Hold supplementary service
	C33
	

	11.5
	Verification of non-support of services (multiparty)
	Phase 2
	MS which support Call Hold and AOCC, but do not support the Multi-Party supplementary service
	C34
	


--------------------------------------- Relevant section ---------------------------------------

	41.1.1.3
	RR / Paging / on PCCCH for GPRS service / extended paging with P-TMSI successful
	R97
	All GPRS MS
	C215
	

	41.1.1.4
	RR / Paging / on PCCCH for GPRS service / paging reorganisation successful
	R97
	All GPRS MS
	C215
	

	41.1.2
	RR / Paging / on PCCCH for circuit-switched services / paging successful
	R97
	MS supporting GPRS mode A and B
	C226
	

	41.1.3
	RR / Paging / on PCCCH / paging ignored
	R97
	All GPRS MS
	C215
	

	41.1.4.1
	RR / Paging / on PACCH for circuit-switched services/ paging successful
	R97
	MS supporting GPRS mode B
	C221
	

	41.1.4.2
	RR / Paging / on PACCH for circuit-switched services/ paging ignored
	R97
	MS supporting GPRS mode A and B
	C226
	

	41.1.5.1.1
	RR / Paging / on CCCH for GPRS service / normal paging with P-TMSI successful
	R97
	All GPRS MS
	C215
	

	41.1.5.1.2
	RR / Paging / on CCCH for GPRS service / normal paging with IMSI successful
	R97
	All GPRS MS
	C215
	

	41.1.5.1.3
	RR / Paging / on CCCH for GPRS service / normal paging with P-TMSI ignored
	R97
	All GPRS MS
	C215
	

	41.1.5.2.1
	RR / Paging / on CCCH for GPRS service / extended paging with P-TMSI successful
	R97
	All GPRS MS
	C215
	


--------------------------------------- Modified section ---------------------------------------

	C215
	IF A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS

	C216
	IF A.2/42 THEN A ELSE N/A
	-- TSPC_EGPRS

	C220
	IF A.25/31 THEN A ELSE N/A
	-- TSPC AddInfo_SMS

	C221
	IF A.2/41 AND A.2/48 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_operation_mode_B

	C222
	IF A.2/41 AND A.25/83 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_1PDP_CA

	C223
	IF A.2/41 AND A.25/84 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA

	C224
	IF A.2/41 AND A.25/85 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA_SAPI

	C225
	IF A.2/41 AND A.25/88 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_N_req_PDP_CA

	C226
	IF A.2/41 AND A.2/47 AND A.2/48 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_operation_mode_A  OR TSPC_operation_mode_B

	C227
	IF A.2/41 AND NOT (A.1/22 OR A.1/23 OR A.1/25 OR A.1/29) THEN A ELSE N/A
	-- TSPC_GPRS AND NOT (TSPC_Type_Multislot_Class1 AND TSPC_Type_Multislot_Class2 AND TSPC_Type_Multislot_Class4 AND TSPC_Type_Multislot_Class8)

	C228
	IF A.2/41 AND (A.1/24 OR A.1/25 OR A.1/26 OR A.1/27 OR A.1/28 OR A.1/29 OR A.1/30 OR A.1/31 OR A.1/32 OR A.1/33 OR A.1/34 OR A.1/35 OR A.1/36 OR A.1/37 OR A.1/38 OR A.1/39 OR A.1/40 OR A.1/41 OR A.1/42 OR A.1/43 OR A.1/44 OR A.1/45 OR A.1/46 OR A.1/47 OR A.1/48 OR A.1/49 OR A.1/50) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_Multislot_Class3 OR TSPC_Type_Multislot_Class4 OR...OR TSPC_Type_Multislot_Class29)

	C229
	IF A.2/41 AND (A.1/40 OR A.1/45) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_Multislot_Class19 OR TSPC_Type_Multislot_Class24)

	C230
	IF A.2/41 AND (A.1/31 OR A.1/32 OR A.1/33 OR A.1/34 OR A.1/35 OR A.1/36 OR A.1/37 OR A.1/38 OR A.1/39 OR A.1/40 OR A.1/41 OR A.1/42 OR A.1/43 OR A.1/44 OR A.1/45 OR A.1/46 OR A.1/47 OR A.1/48 OR A.1/49 OR A.1/50) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_Multislot_Class10 OR...OR TSPC_Type_Multislot_Class29)

	C231
	IF A.2/41 AND A.1/22 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Type_Multislot_Class1
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