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Reason for change:
(

51.010-1 clause 26.5.3.2 was modified in Tdoc 7-00-171 accepted at SMG7 #25 (CR A946 approved at SMG#32).

The current message type ‘00100101’ is invalid because it has been assigned to

a new message. The value of 00000000 has been chosen to replace the current 

value used.

This change request is to align 51.010-3 TC 26.5.3.2 with 51.010-1 clause 26.5.3.2.




Summary of change:
(

The undefined message type has been changed to “00000000”.




Consequences if 
(

not approved:
The TTCN will not be in alignment with 51.010-1 which, may result in good mobiles failing this test case.




Clauses affected:
(

51.010-3 TC_26_5_3_2




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

Changes affect Rel4_GSM_L3_MS_V420 ATS

PRIVATE
Tabular PDU Constraint Declaration




Constraint Name
UndefMM _01



PDU Type
ID _RES _PDU



Derivation Path
 



Comments
This is an undefined MM message 



Field Name

Field Value
Comments

ski

'0000'B
skip identifier    

mmpd

'0101'B
MM protocol discriminator    

mt

'00000000'B
undefined value 

mi

Mi _05
'02E090'O 

Detailed Comments: 
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