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Reason for change:
(

The Expected Sequence table states that the FRAME_NUMBER field in the Packet Request Reference IE in the PACKET QUEUEING NOTIFICATION message should be set to “+2200 Frames”. It seems as if this has been interpreted as some form of Starting Time or Wait Indication. This is incorrect. Whilst the field is encoded in the same way as the Starting Time IE in GSM 04.08, it should represent the frame number on which the PACKET CHANNEL REQUEST to which it relates was received, otherwise the MS will not recognise the message. The Expected Sequence expects the MS to perform GPRS Attach as the first procedure after switching on. This is true of auto-attach type MSs. Non-auto attach MSs, however, would perform an MM Location Update first if the SIM is not already updated to the test cell.




Summary of change:
(

Remove the “+2200 frames” reference. Change the Initial Conditions such that the SIM is updated to the test cell. This will remove the requirment for non-auto attach MSs to perform MM Location Update prior to GPRS Attach.




Consequences if 
(

not approved:
Compliant MS will fail the test as they will not recognise the PACKET QUEUEING NOTIFICATION as corresponding to one of it’s PACKET CHANNEL REQUESTs and will send further PACKET CHANNEL REQUESTs. Compliant non-auto attach MSs will fail the test when attempting MM Location Update after switch on.
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42.1.2.1.1.1
Packet Uplink Assignment / Packet queuing notification / Stop sending Packet Channel Requests 

42.1.2.1.1.1.1
Conformance requirements

On receipt of a PACKET QUEUING NOTIFICATION message corresponding to one of its 3 last PACKET CHANNEL REQUEST messages, the mobile station shall stop timers T3186 and T3170 if running, start timer T3162, and stop sending PACKET CHANNEL REQUEST messages.

Reference

GSM 04.60 subclause 7.1.2.2.2

42.1.2.1.1.1.2
Test purpose

To verify that the mobile station stops sending PACKET CHANNEL REQUEST messages on receipt of a PACKET QUEUING NOTIFICATION message.

42.1.2.1.1.1.3
Method of test

Initial conditions

System Simulator:


1 cell supporting GPRS. The packet system information MAX_RETRANS indicates 7 allowed retransmission.

Mobile Station:


The MS is switched off. The SIM is updated to the test cell.
Related PICS/PIXIT statement

Support GPRS service. 

Switch off on button Yes/No.

Method of trigger GPRS attach.

Test procedure

The MS is switched on and triggered to perform a GPRS attach. The SS sends PACKET QUEUING NOTIFICATION message corresponding to one of the last three PACKET CHANNEL REQUEST messages. The SS verifies that the MS stops sending PACKET CHANNEL REQUEST messages. The SS sends PACKET ACCESS REJECT message to end the test procedure. 

Maximum duration of the test

15 s.

Expected sequence

Step
Direction
Message
Comments

1
MS

The MS is powered up or switched on and triggered to perform a GPRS attach.

2
MS -> SS
PACKET CHANNEL REQUEST
Received on PRACH.

3
MS -> SS
PACKET CHANNEL REQUEST
Received on PRACH.

4
SS -> MS
PACKET QUEUING NOTIFICATION
Corresponding to message in step 2.  Sent on PAGCH. The SS verifies during 10 seconds that MS stop sending PACKET CHANNEL REQUEST messages.

5
SS -> MS
PACKET ACCESS REJECT
Sent on PAGCH.

Specific message contents

None. 
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