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 GMM Testcases as 44.2.1.1.5 requiring Cell A-F but in section 40 only cell A and   B is defined.
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Cell C,D,E,F are defined for GSM 900, DCS 1800, PCS 1900, GSM 700 and GSM 850.
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Cell C,D,E,F in Testcases as 44.2.1.1.5 are not defined.




Clauses affected:
(

51.010-1 : 40.1




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

This CR applies to R97, R98, R99 and REL-4 mobiles.

How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
40.1.2
Default settings for cell B

The default settings for cell B are identical to those of cell A with the following exceptions:


GSM 900
DCS 1800
PCS 1900

Downlink Input Level
53 dBmVemf()
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
10
520
520

Serving cell, PDTCH, SDCCH

Channel ARFCN
50
750
750

Cell identity
0002H
0002H
0002H


GSM 700
GSM 850

Downlink Input Level
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
447
137

Serving cell, PDTCH, SDCCH

Channel ARFCN
470
177

Cell identity
0002H
0002H

40.1.3
Default settings for cell C

The default settings for cell C are identical to those of cell A with the following exceptions:


GSM 900
DCS 1800
PCS 1900

Downlink Input Level
53 dBmVemf()
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
80
600
600

Serving cell, PDTCH, SDCCH

Channel ARFCN
25
675
675

Cell identity
0003H
0003H
0003H


GSM 700
GSM 850

Downlink Input Level
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
480
207

Serving cell, PDTCH, SDCCH

Channel ARFCN
465
167

Cell identity
0002H
0002H

40.1.4
Default settings for cell D

The default settings for cell D are identical to those of cell A with the following exceptions:


GSM 900
DCS 1800
PCS 1900

Downlink Input Level
53 dBmVemf()
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
110
700
700

Serving cell, PDTCH, SDCCH

Channel ARFCN
35
725
725

Cell identity
0004H
0004H
0004H


GSM 700
GSM 850

Downlink Input Level
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
499
217

Serving cell, PDTCH, SDCCH

Channel ARFCN
460
157

Cell identity
0002H
0002H

40.1.5
Default settings for cell E

The default settings for cell E are identical to those of cell A with the following exceptions:


GSM 900
DCS 1800
PCS 1900

Downlink Input Level
53 dBmVemf()
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
90
780
780

Serving cell, PDTCH, SDCCH

Channel ARFCN
45
735
735

Cell identity
0005H
0005H
0005H


GSM 700
GSM 850

Downlink Input Level
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
504
227

Serving cell, PDTCH, SDCCH

Channel ARFCN
455
147

Cell identity
0002H
0002H

40.1.6
Default settings for cell F

The default settings for cell F are identical to those of cell A with the following exceptions:


GSM 900
DCS 1800
PCS 1900

Downlink Input Level
53 dBmVemf()
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
120
810
810

Serving cell, PDTCH, SDCCH

Channel ARFCN
55
775
775

Cell identity
0006H
0006H
0006H


GSM 700
GSM 850

Downlink Input Level
53 dBmVemf()
53 dBmVemf()

Serving cell, BCCH/CCCH carrier

Channel ARFCN
507
237

Serving cell, PDTCH, SDCCH

Channel ARFCN
450
187

Cell identity
0002H
0002H
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