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Reason for change:
(

To align method of Origin Offset Suppression measurement value with other GSM specifications, such as 05.05 v8.9 and 45.005 v4.3.  




Summary of change:
(

Origin Offset Suppression is a positive number and as a result a correction is proposed in Clause 13.17.1.5 step 7 to remove the “not” and thus make this step read: “ The origin offset suppression derived in 13.17.1.4.2 step q) shall exceed 30 dB.”




Consequences if 
(

not approved:
Conflict with core specifications.




Clauses affected:
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13.17.1.5




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

This CR applies to R98, R99 and Rel-4 Mobiles

13.17.1.5 
Test Requirements

1.
For all measured bursts, the frequency error, derived in steps c.6) and l.4), shall be less than 10E‑7.

2.
For all measured bursts, the RMS phase error, derived in step c.8), shall not exceed 5 degrees.

3.
For all measured bursts, each individual phase error, derived in step c.7), shall not exceed 20 degrees.

4.
For all measured bursts, the RMS EVM, derived in step l.3) shall not exceed 9.0% under normal conditions and 10.0% under extreme conditions.

5.
The (averaged) value of peak EVM derived in step p) shall not exceed 30%.

6.
The 95:th percentile value derived in step r) shall not exceed 15%.

7. The origin offset suppression derived in Clause 13.17.1.4.2 step q) shall  exceed 30dB for MS.
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