	Doc numb
	Spec
	CR
	Subject

	G4-010643
	
	
	LS to WG on use of Packet Timeslot reconfigure in 42.3.1.1.3, 42.3.1.1.4, 42.3.1.1.9, 42.3.2.2, 42.3.3

	G4-010646
	
	
	LS to WG2 to clarify that the number of slots that are assigned as PCCH

	G4-010573
	51.010-1
	385
	CR to 51.010-1 on clause 53.2.2.2 - Macro for downlink TBF establishment (PBCCH not present)

	G4-010574
	51.010-1
	386
	CR to 51.010-1 on clause 52.2.4.2.1, Table 52.2.4.2.1/1b - Macro for uplink fixed allocation one phase access (PBCCH not present)

	G4-010576
	51.010-1
	387
	CR to 51.010-1 on clauses 51.2.2.1 to 51.2.2.5 and 51.2.3.1 to 51.2.3.11 - Initiation of the packet access procedure and Packet immediate assignment / One phase packet access

	G4-010578
	51.010-1
	388
	CR to 51.010-1 on GSM 700 and GSM850 inclusion into  clause 41

	G4-010588
	51.010-1
	389
	CR to 51.010-1 on 52.3.1.1.4 Incorrect Expected Sequence for Uplink TBF Establishment

	G4-010590
	51.010-1
	390
	CR to 51.010-1 on 52.3.2.1.2 Violation of Ttb Class 2/3 MS

	G4-010591
	51.010-1
	391
	CR to 51.010-1 on 52.3.3.1.3, Radio Priority for SMS

	G4-010592
	51.010-1
	392
	CR on 51.010-1 testcase 43.1.2.3 - Incorrect PDP context

	G4-010593
	51.010-1
	393
	CR on 51.010-1 testcase 43.1.2.4 - Incorrect PDP context

	G4-010599
	51.010-1
	394
	CR to 51.010-1 on 42.5.2.2 Commencement of Downlink RLC Data Blocks & Completion of Downlink Data Transfer

	G4-010607
	51.010-1
	395
	CR to 51.010-1 on 42.4.3.2.3 Packet Measurement Order Message

	G4-010621
	51.010-1
	396
	CR  to 51.010-1 clause 42.1.2.2.3 - Packet Downlink Assignment / Frequency hopping

	G4-010623
	51.010-1
	397
	CR  to 51.010-1 clause 42.3.4 - Invalid default Packet Timeslot Reconfigure

	G4-010629
	51.010-1
	398
	CR to 51.010-1 on Test case 41.2.1.1 completely re-worked

	G4-010630
	51.010-1
	399
	CR on 51.010-1 Testcase 41.3.4.2 - Invalid setting of FBI bit in data blocks.

	G4-010631
	51.010-1
	400
	CR on 51.010-1 testcase 43.1.1.3 - Wrong sequence of flow of data blocks.

	G4-010632
	51.010-1
	401
	CR on 51.010-1 testcase 41.2.3.2 - Invalid test procedure for two message immediate assignment failure.

	G4-010634
	51.010-1
	402
	CR to 51.010-1 on testcase 41.2.3.10 Access burst content is not correct

	G4-010635
	51.010-1
	403
	CR to 51.010-1 on Specific Message Contents is not consistent in Test cases 42.1.1.1.2

	G4-010642
	51.010-1
	404
	CR on 51.010-1 Sec 42 - Invalid use of Packet Timeslot reconfigure message in testcases 42.3.1.1.3, 42.3.1.1.4, 42.3.1.1.9, 42.3.2.2, 42.3.3.

	G4-010644
	51.010-1
	405
	Passed to G5 - CR to 51.010-1 on Time of check is very long in Test case 41.1.4.2

	G4-010647
	51.010-1
	406
	CR to 51.010-1 on clause 42.1 - new test case - Non DRX Mode on PCCCH

	G4-010648
	51.010-1
	407
	CR to 51.010-1 on clause 42.1 - new test case - Variable PBCCH and PSI Scheduling

	G4-010650
	51.010-1
	408
	CR to 51.010-1 on 42.5.3.1- T3190 following TBF Starting Time & Completion of Downlink Data Transfer

	G4-010651
	51.010-1
	409
	CR to 51.010-1 on 42.5.1.2 & 42.5.2.3 - No Timing Advance Value Allocated & Completion of Downlink Data Transfer

	G4-010652
	51.010-1
	410
	CR to 51.010-1 on 42.5.4.1 & 42.5.4.2- No Timing Advance Allocated & Commencement of Downlink Data Blocks & MS Packet Idle Mode Not Checked

	G4-010653
	51.010-1
	411
	CR to 51.010-1 on 42.5.1.1 No Timing Advance Value Allocated

	G4-010654
	51.010-1
	412
	CR to 51.010-1 on clause 41.3.1 - TBF Release / Uplink / Normal / MS initiated

	G4-010656
	51.010-1
	413
	CR to 51.010-1 on clause 42.3.1.1.5 - Dynamic Allocation / UplinkTransfer / Normal / Close-ended TBF

	G4-010657
	51.010-1
	414
	CR to 51.010-1 on testcase 41.2.3.10 Access burst content is not correct

	G4-010658
	51.010-1
	415
	CR to 51.010-1 on clause 43.1.2.4 - Acknowledged mode / Downlink TBF /Re-assembly / Length Indicator/ Incorrect PDP context

	G4-010659
	51.010-1
	416
	CR to 51.010-1 clause 41.1.1.5.1.3 - Requirement to re-attach the MS after first iteration of test

	G4-010660
	51.010-1
	417
	CR to 51.010-1 clause 41.2.3.3 - Requirement for Location Update at beginning of test for non auto attach mobiles

	G4-010661
	51.010-1
	418
	CR to 51.010-1 on 52.4.1.2 Ready Timer and Cell Update Procedures

	G4-010662
	51.010-1
	419
	CR to 51.010-1 on clause 41.2.2.3 - Random references for one phase packet access.

	G4-010664
	51.010-1
	420
	CR to TS51.010-1 on clauses 51.2.4 - Packet immediate assignment / Single block packet access

	G4-010667
	51.010-1
	421
	CR to 51.010-1 on clause 20.22 - GPRS Cell Selection and Reselection

	G4-010668
	51.010-1
	422
	CR to 51.010-1 on S52.1  EGPRS Tests for MAC procedures on PCCCH in Idle Mode

	G4-010622
	51.010-2
	024
	CR to 51.010-2 on Annex B - removal of test case 51.2.4.2 (related to G4-010594)

	G4-010633
	51.010-2
	025
	CR to 51.010-2 on GSM 700 and GSM850 inclusion into foreward

	G4-010649
	51.010-2
	026
	CR to 51.010-2 - new test cases for clause 42.1

	G4-010663
	51.010-2
	027
	CR to 51.010-2 on change of test case name for clause 51.2.2.2.

	G4-010669
	51.010-2
	028
	CR on 51.010-2 Table B1 – Addition of section 52.1 testcases to the applicability table

	G4-010579
	51.010-3
	010
	CR to 51.010-3 TC_20_20_2. Corrections to BA-IND values


