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Reason for change:
(

The selected PDP context is not appropriate to both the purpose, namely RLC acknowledgement, and the expected sequence of this test case, namely LLC acknowledgement required at step 6.




Summary of change:
(

The Mobile station’s initial conditions have changed : PDP context 12 instead of PDP context 7.




Consequences if 
(

not approved:
A good mobile may fail this test case.




Clauses affected:
(

Clause 43.1.2.3.3 of 51.010-1 : Method of test.
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Other comments:
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This CR applies to all R97, R98, R99 and REL-4 mobiles
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
43.1.2.3
Acknowledged mode / Downlink TBF / Re-assembly of RLC data blocks

43.1.2.3.1
Conformance requirements

RLC data blocks shall be collected at the receiver until all RLC data blocks comprising an LLC PDU have been received. The RLC headers shall be removed from each RLC data block at this time and the RLC data units re-assembled into an LLC PDU and passed to the next higher layer.

References

GSM 04.60, section 9.1.11.

43.1.2.3.2
Test purpose

To verify the correct re-assembly of the RLC data blocks.

43.1.2.3.3
Method of test

Initial Conditions

System Simulator:


1 cell, default setting, PBCCH not present

Mobile Station:

The MS is GPRS updated with a P-TMSI allocated, SPLIT PG CYCLE negotiated and PDP Context 12 is activated. .

Related PICS/PIXIT Statement(s)

None

Test Procedure

SS establishes a downlink TBF and sends several data blocks in random sequence , but within the range of transmit and receive window. 

Maximum Duration of Test

5 min. 

Expected Sequence

1

{Downlink TBF establishment}
Macro parameters:

Acknowledged mode



2
SS -> MS
DOWNLINK RLC DATA BLOCK 
, A bit set (A=1) in LLC frame

SS sends datablocks in random sequence

3


Repeat step 2 until all the data blocks in one LLC frame is transmitted

4
MS -> SS
Packet Downlink Ack/ Nack


4

{Uplink dynamic allocation two phase access}
USF_GRANULARITY = 1 block



5
SS -> MS
PACKET DOWNLINK DUMMY CONTROL BLOCK
Sent on the PACCH of the PDCH assigned, USF assigned to the MS.

6
MS -> SS
UPLINK RLC DATA BLOCK
LLC Supervisory frame (RR) acknowledging a valid LLC frame

7

{ Completion of uplink RLC data block transfer}
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