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3GPP TSG-GERAN WG4 met in Sophia Antipolis from October 8th to 10th 2001. In the process of discussion of the review of GPRS test specifications, questions came out on whether PCCCH carrier list need to be repeated to specify multiple PCCCH on different timeslots of the same ARFCN  in the PCCCH Description Struct of PSI2

GERAN WG4 sees two ways of defining multiple PCCCH on timeslots 3 and 7 as follows:

PACKET SYSTEM INFORMATION type 2 (Definition A)
Information element
Value/remark

< PSI2_CHANGE_MARK >
00

< PCCCH Description List struct >



< TSC >
arbitrarily chosen


{0|1< Hopping PCCCH carriers >
0



< Non-hopping PCCCH carriers struct >



< ARFCN
arbitrarily chosen


< TIMESLOT_ALLOCATION 
00010001 (timeslots 3 and 7)

              }


PACKET SYSTEM INFORMATION type 2 (Definition B)

Information element
Value/remark

< PSI2_CHANGE_MARK >
00

< PCCCH Description List struct >



< TSC >
arbitrarily chosen


{0|1< Hopping PCCCH carriers >
0



< Non-hopping PCCCH carriers struct >


                   {1



          < ARFCN>
arbitrarily chosen


          < TIMESLOT_ALLOCATION}
00010000 (timeslot 3)


     {1




          < ARFCN
arbitrarily chosen


          < TIMESLOT_ALLOCATION}
00000001 (timeslot 7)

               }


GERAN WG4 would like GERAN WG2 to clarify which of the above (definition A or B) is a valid definition to specify specify multiple PCCCH on different timeslots of the same ARFCN  in the PCCCH Description list Struct of PSI2
