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	Reason for change:
(

	The Message Type for the Packet Uplink Assignment in section 43.3.1.1 is incorrect according to 04.60 clause 11.2.0.1.

	
	

	Summary of change:
(

	The Message Type for the Packet Uplink Assignment in section 43.3.1.1 has been changed from 001110 to 001010.

	
	

	Consequences if 
(

not approved:
	The Message Type would not be correct.
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43.3
Default Message Contents and Macros

43.3.1
Message Contents

43.3.1.1
Packet Uplink Assignment

	MESSAGE_TYPE
	001010

	PAGE_MODE
	Normal Paging

	Referenced Address
	

	

-
	10 (TLLI)

	CHANNEL_CODING_COMMAND
	CS-1 coding

	TLLI_BLOCK_CHANNEL_CODING
	use value indicated in CHANNEL_CODING_COMMAND

	Packet Timing Advance
	

	
-
	1 (timing advance value)

	

- TIMING_ADVANCE_VALUE
	30 bit periods

	
-
	0 (no timing advance index)

	{L|H<Frequency Parameters>}
	H (Frequency Parameters present)

	
- Frequency Parameters
	

	

-
	1  hopping)

	


- 
	

	


- TSC
	5

	
	11 (Direct Encoding Struct 2)

	Direct Encoding Struct 2
	

	                                 MAIO
	arbitrarily chosen

	                                 HSN
	arbitrarily chosen

	Length of MA Frequency lists
	Length of frequency list chosen for the bit map 0 format

	MA Frequency list contents
	arbitrarily chosen (bit map 0 format)

	
	0 (Dynamic Allocation)

	Dynamic Allocation
	

	
	

	
	

	
- Extended_Dynamic_Allocation
	0

	
- 
	1

	            P0 Bit
	0

	                   P0
	0 db

	            PR mode
	

	            USF Granularity
	0 (one block)

	{L|H<UPLINK_TFI_ASSIGNMENT>}
	1 (assign an uplink TFI)

	
- UPLINK_TFI_ASSIGNMENT
	0000110 (uplink TBF identifier)

	{0|1 RLC Data Blocks Granted}
	1

	            RLC Data Blocks Granted
	00000000

	{0|1 TBF Starting time description}
	1

	        TBF Starting time
	arbitrarily chosen

	TIMESLOT_ALLOCATION with Power Control Parameters 
	1

	             ALPHA
	0.5

	
- USF_TN0
	0

	          - GAMMA_TN0
	0

	
- USF_TN1
	0

	          - GAMMA_TN1
	0

	
- USF_TN2
	1

	                      USF_TN2
	arbitrarily chosen

	          - GAMMA_TN2
	1

	                       GAMMA_TN2
	arbitrarily chosen

	
- USF_TN3
	0

	          - GAMMA_TN3
	0

	
- USF_TN4
	0

	          - GAMMA_TN4
	0

	
- USF_TN5
	0

	          - GAMMA_TN5
	0

	
- USF_TN6
	0

	          - GAMMA_TN6
	0

	
- USF_TN7
	0

	          - GAMMA_TN7
	0
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