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Reason for change:
(

Test Case 45.2.1.2.1 (Qos Accepted By MS) starts with the setting of the requested Qos and Minimum Qos. Followed later by the lower of the Qos. Therefore it must be possbile for the MS to support the setting of the Qos in-order to exercise the test requriements.






Summary of change:
(

An state of ‘Applicability’ needs to be added:

“This test may not be applicable to some mobiles which support all QoS and it is not possible to configure the mobile to reject any QoS.” 

The Applicability table in 51.010-2 is also updated.




Consequences if 
(

not approved:
A correctly implemented MS may not pass the test case.




Clauses affected:
(

45.2.1.2.1, 51.010-2 Annex B




Other specs
(


 Other core specifications
(



Affected:

 Test specifications




 O&M Specifications





Other comments:
(

Affects testing of mobiles of R97,R98,R99 and Rel-4.

The corresponding Test case of TS 34.123 is 11.1.1.2.1

51.010-2 Annex B. Table B1

…

45.2.1.1
Attach initiated by context activation/QoS Offered by Network is the QoS Requested
R97
All GPRS MS
C215


45.2.1.2.1
QoS Accepted by MS
R97

All GPRS MS supporting user settings of minimum QoS
 C248


45.2.1.2.2
QoS Rejected by MS
R97
All GPRS MS
C215


45.2.2-c1
PDP context activation requested by the network, successful and unsuccessful
R97
All GPRS MS
C225
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