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	G4-010050
	GPRS

	GP-04
	GP-010466
	141
	
	41.2 RR procedures on CCCH related to temporary block flow establishment
	F
	4.2.0
	4.3.0
	G4-010051
	GPRS

	GP-04
	GP-010466
	142
	
	clause 41.3.4.2 TBF Release / Downlink / Normal / Network initiated / Unacknowledged mode
	F
	4.2.0
	4.3.0
	G4-010052
	GPRS

	GP-04
	GP-010466
	143
	
	Correction of reaction time check in section 42.2.2.11
	F
	4.2.0
	4.3.0
	G4-010053
	GPRS

	GP-04
	GP-010466
	144
	
	GPRS MAC Dynamic Allocation Test Case 42.3.1.2.1
	F
	4.2.0
	4.3.0
	G4-010054
	GPRS

	GP-04
	GP-010466
	145
	
	Additional GPRS Conformance Tests for Network Controlled Reselection
	F
	4.2.0
	4.3.0
	G4-010055
	GPRS

	GP-04
	GP-010466
	146
	
	42.5.1.1 Downlink Transfer / Normal operation / Relative encoding TBF starting time
	F
	4.2.0
	4.3.0
	G4-010056
	GPRS

	GP-04
	GP-010466
	147
	
	Stall Indicator usage clarification
	F
	4.2.0
	4.3.0
	G4-010057
	GPRS

	GP-04
	GP-010466
	148
	
	GMM Procedure timeout during GPRS Detach or Combined routing area updating
	F
	4.2.0
	4.3.0
	G4-010058
	GPRS

	GP-04
	GP-010466
	149
	
	44.2.1.2.7 TMSI Status Check Not Required In ATTACH REQUEST and MS Will Always Respond To Paging With IMSI.
	F
	4.2.0
	4.3.0
	G4-010059
	GPRS

	GP-04
	GP-010466
	150
	
	Use of the Allocation bitmap in accordance with the value of T3168
	F
	4.2.0
	4.3.0
	G4-010060
	GPRS

	GP-04
	GP-010466
	151
	
	Permission to access the network – setting of priority for data transfer
	F
	4.2.0
	4.3.0
	G4-010089
	GPRS

	GP-04
	GP-010466
	152
	
	SS Needs To Send Packet Paging Request or a Paging Request Type 1 In 44.2.1.1.1.
	F
	4.2.0
	4.3.0
	G4-010144
	GPRS

	GP-04
	GP-010466
	153
	
	Corrections To The Test Method Of 44.2.1.2.1
	F
	4.2.0
	4.3.0
	G4-010145
	GPRS

	GP-04
	GP-010466
	154
	
	Test Duration of 44.2.3.3.1 Calls Periodic Location Update Timer To Be Disabled
	F
	4.2.0
	4.3.0
	G4-010146
	GPRS

	GP-04
	GP-010466
	155
	
	Cells Used In The Testing Of Reject Cause ‘PLMN not allowed’ Should Not Have The Home PLMN and the Location Update Procedure Is Not Initalted By A Mobile in Mode C “GPRS”(44.2.1.1.4)
	F
	4.2.0
	4.3.0
	G4-010147
	GPRS

	GP-04
	GP-010466
	156
	
	Various Corrections To The Procedures Of Test Case 44.2.1.1.5
	F
	4.2.0
	4.3.0
	G4-010148
	GPRS

	GP-04
	GP-010466
	157
	
	44.2.3.3.2 Peridic routing area updating / accepted / T3312 default value
	F
	4.2.0
	4.3.0
	G4-010149
	GPRS

	GP-04
	GP-010466
	158
	
	44.2.3.3.3 Peridic routing area updating / no cell available / Network mode I and 44.2.3.3.4 Combined routing area updating / no cell available
	F
	4.2.0
	4.3.0
	G4-010150
	GPRS

	GP-04
	GP-010466
	159
	
	44.2.1.2.3  Combined GPRS attach / GPRS attach while IMSI attach
	F
	4.2.0
	4.3.0
	G4-010151
	GPRS

	GP-04
	GP-010466
	160
	
	44.2.2.1.2 GPRS detach / accepted
	F
	4.2.0
	4.3.0
	G4-010152
	GPRS

	GP-04
	GP-010466
	161
	
	Corrections To The Test Method Of 45_2_1_1
	F
	4.2.0
	4.3.0
	G4-010153
	GPRS

	GP-04
	GP-010466
	162
	
	Procedure, Expected Sequence and Default Message Corrections To 45.2.2
	F
	4.2.0
	4.3.0
	G4-010154
	GPRS

	GP-04
	GP-010466
	163
	
	clause 44.2.5.1.1 - Authentication accepted
	F
	4.2.0
	4.3.0
	G4-010155
	GPRS

	GP-04
	GP-010466
	164
	
	clause 44.2.5.2.2- Ciphering mode / stop ciphering
	F
	4.2.0
	4.3.0
	G4-010156
	GPRS

	GP-04
	GP-010466
	165
	
	clause 44.2.3.1.2- Routing area updating / rejected / IMSI invalid / illegal ME
	F
	4.2.0
	4.3.0
	G4-010157
	GPRS

	GP-04
	GP-010466
	166
	
	clause 44.2.6 - Identification procedure
	F
	4.2.0
	4.3.0
	G4-010158
	GPRS

	GP-04
	GP-010466
	167
	
	clause 44.2.3.1.6- Routing area updating / abnormal cases / change of cell into new routing area
	F
	4.2.0
	4.3.0
	G4-010159
	GPRS

	GP-04
	GP-010466
	168
	
	clause 44.2.3.2.8- Combined routing area updating / abnormal cases / change of cell into new routing area
	F
	4.2.0
	4.3.0
	G4-010160
	GPRS

	GP-04
	GP-010466
	169
	
	clause 44.2.3.1.4- Routing area updating / rejected / location area not allowed
	F
	4.2.0
	4.3.0
	G4-010161
	GPRS

	GP-04
	GP-010466
	170
	
	clause 44.2.1.1.1- GPRS attach / accepted
	F
	4.2.0
	4.3.0
	G4-010162
	GPRS

	GP-04
	GP-010466
	171
	
	41.3.2.1 TBF Release / Uplink / Normal / Network initiated / Acknowledged mode and 41.3.2.2 TBF Release / Uplink / Normal / Network initiated / Unacknowledged mode
	F
	4.2.0
	4.3.0
	G4-010163
	GPRS

	GP-04
	GP-010467
	172
	
	EVM test equipment measurement uncertainties
	F
	4.2.0
	4.3.0
	G4-010091
	EDGE

	GP-04
	GP-010467
	173
	
	Introduction of the EGPRS Radio Signalling Test Cases numbering.
	B
	4.2.0
	4.3.0
	G4-010122
	EDGE

	GP-04
	GP-010467
	174
	
	EGPRS Power Versus Time Template for 8PSK modulation
	F
	4.2.0
	4.3.0
	G4-010138
	EDGE

	GP-04
	GP-010468
	175
	
	Artificial Ear - A3.2.8 -   acoustic measurements illustrated
	F
	4.2.0
	4.3.0
	G4-010013
	TEI

	GP-04
	GP-010468
	176
	
	Correction of the Testcases 13.16.1-3 of " in 51.010-1 “GPRS Transmitter Tests” in section 13.16
	F
	4.2.0
	4.3.0
	G4-010168
	TEI

	GP-04
	GP-010468
	177
	
	Correction of the applicability table in 51.010-1 section 3.2.2
	F
	4.2.0
	4.3.0
	G4-010169
	TEI

	GP-04
	GP-010468
	178
	
	Correction of Measurement Range  for 13.5
	F
	4.2.0
	4.3.0
	G4-010170
	TEI

	GP-04
	GP-010469
	179
	
	Alignment of TS 51.010-1 clause 31.1.3.1 COLP / Normal operation
	C
	4.2.0
	4.3.0
	G4-010067
	TEI

	GP-04
	GP-010469
	180
	
	Alignment of TS 51.010-1 clause 31.4.4.3.2 Add the single call to the MPTY, maximum number of participants exceeded
	C
	4.2.0
	4.3.0
	G4-010068
	TEI

	GP-04
	GP-010469
	181
	
	Test Case 28.2 – Incorrect Comments in Test Procedure
	F
	4.2.0
	4.3.0
	G4-010071
	TEI

	GP-04
	GP-010469
	182
	
	Test Case 28.3 – Missing Test Steps in Test Procedure
	F
	4.2.0
	4.3.0
	G4-010072
	TEI

	GP-04
	GP-010469
	183
	
	Test Case 28.4 – Incorrect timer value in Test Procedure
	F
	4.2.0
	4.3.0
	G4-010073
	TEI

	GP-04
	GP-010469
	184
	
	test case 31.4.3.4- Incorrect Forseen Final State.
	F
	4.2.0
	4.3.0
	G4-010074
	TEI

	GP-04
	GP-010469
	185
	
	Clause 31.11 – Modifications to Specific Message Contents
	F
	4.2.0
	4.3.0
	G4-010075
	TEI

	GP-04
	GP-010469
	186
	
	clauses 31.2.1.1.1 and 31.2.1.2.2– Modifications to Specific Message Contents.
	F
	4.2.0
	4.3.0
	G4-010076
	TEI

	GP-04
	GP-010469
	187
	
	Test case 31.9.1.2 – Corrections to Expected Message Sequence and Specific Message Contents
	F
	4.2.0
	4.3.0
	G4-010077
	TEI

	GP-04
	GP-010469
	188
	
	Test case 31.9.1.1 – Modifications to Specific Message Contents
	F
	4.2.0
	4.3.0
	G4-010078
	TEI

	GP-04
	GP-010469
	189
	
	clause 31.4.4.1.2.4. Auto-retrieval of held calls
	F
	4.2.0
	4.3.0
	G4-010079
	TEI

	GP-04
	GP-010469
	190
	
	Test Case 31.1.3.1. Error in Test Procedure
	F
	4.2.0
	4.3.0
	G4-010082
	TEI

	GP-04
	GP-010469
	191
	
	Alignment of TS 51.010-1 clause 31.3.1.2.2.2 Waiting call accepted; existing call on hold, held call cleared.
	C
	4.2.0
	4.3.0
	G4-010112
	TEI

	GP-04
	GP-010469
	192
	
	Alignment of TS 51.010-1 clause 31.9.1.1 Mobile station initiated Unstructured supplementary service data operation / ProcessUnstructuredSS-request/accepted.
	F
	4.2.0
	4.3.0
	G4-010113
	TEI

	GP-04
	GP-010469
	193
	
	Editorial Correction for Advice of Charge Charging in section 31.6 and addition of tests for Advice of Charge Information in section 31.6.3.1
	B
	4.2.0
	4.3.0
	G4-010115
	AoC

	GP-04
	GP-010469
	194
	
	New test cases for CS intersystem handover
	B
	4.2.0
	4.3.0
	G4-010177
	

	GP-04
	GP-010469
	195
	
	Introduction of tests for COLR – Normal Operation in section 31.1.4.2
	B
	4.2.0
	4.3.0
	G4-010181
	TEI

	GP-04
	GP-010469
	196
	
	Removal of TS51.010-1 test cases 31.4.3.5; 31.4.4.1.2.1 and 31.4.4.1.2.2
	F
	4.2.0
	4.3.0
	G4-010182
	TEI

	GP-04
	GP-010470
	197
	
	Removal of the Applicability Table in clause 3.2.2
	D
	4.2.0
	4.3.0
	G4-010176
	TEI

	GP-04
	GP-010469
	198
	
	clause 31.8.6.1 : correction of the call barring test
	F
	4.2.0
	4.3.0
	G4-010185
	TEI

	GP-05
	GP-011147
	199
	
	Clause 42.2.4.4 - PACKET ACCESS REJECT without wait indication
	F
	4.3.0
	4.4.0
	G4-010212
	GPRS

	GP-05
	GP-011147
	200
	
	Wrong default values for GAMMA and starting time parameters in Testcase 41.1.5.1.1
	F
	4.3.0
	4.4.0
	G4-010216
	GPRS

	GP-05
	GP-011147
	201
	
	Not all allowed Random References should be used by the MS concerning Testcase 41.2.2.3
	F
	4.3.0
	4.4.0
	G4-010217
	GPRS

	GP-05
	GP-011147
	202
	
	Clause 43 RLC Test Cases
	F
	4.3.0
	4.4.0
	G4-010218
	GPRS

	GP-05
	GP-011147
	203
	
	Clause 44.2.1.2.3 - Combined GPRS attach / GPRS attach while IMSI attach
	F
	4.3.0
	4.4.0
	G4-010219
	GPRS

	GP-05
	GP-011147
	204
	
	Clause 44.2.1.2.5 - Combined GPRS attach / rejected / GPRS services and non-GPRS services not allowed
	F
	4.3.0
	4.4.0
	G4-010220
	GPRS

	GP-05
	GP-011147
	205
	
	Clause 44.2.3.2.6 - Combined routing area updating / abnormal cases / access barred due to access class control
	F
	4.3.0
	4.4.0
	G4-010222
	GPRS

	GP-05
	GP-011147
	206
	
	Clauses 44.2.1.2.4, 44.2.1.2.8, 44.2.1.2.9
	F
	4.3.0
	4.4.0
	G4-010223
	GPRS

	GP-05
	GP-011147
	207
	
	Clause 44.2.1.2.6 - Combined GPRS attach / rejected / GPRS services not allowed
	F
	4.3.0
	4.4.0
	G4-010224
	GPRS

	GP-05
	GP-011147
	208
	
	Clauses 44.2.2 and 44.2.3
	F
	4.3.0
	4.4.0
	G4-010225
	GPRS

	GP-05
	GP-011147
	209
	
	Clause 44.2.1.2.7 - Combined GPRS attach / rejected / location area not allowed
	F
	4.3.0
	4.4.0
	G4-010226
	GPRS

	GP-05
	GP-011147
	210
	
	44.2.1.1.2 GPRS attach / rejected / IMSI invalid / illegal MS
	F
	4.3.0
	4.4.0
	G4-010227
	GPRS

	GP-05
	GP-011147
	211
	
	44.2.1.1.5 GPRS attach / rejected / roaming not allowed in this location area
	F
	4.3.0
	4.4.0
	G4-010228
	GPRS

	GP-05
	GP-011147
	212
	
	44.2.1.2.4 Combined GPRS attach / rejected / IMSI invalid / illegal ME
	F
	4.3.0
	4.4.0
	G4-010229
	GPRS

	GP-05
	GP-011147
	213
	
	Corrections To The Test Method Of 41.1.2
	F
	4.3.0
	4.4.0
	G4-010231
	GPRS

	GP-05
	GP-011147
	214
	
	41.3.4 - Repetition Requirements and step numbering
	F
	4.3.0
	4.4.0
	G4-010232
	GPRS

	GP-05
	GP-011147
	215
	
	42.1.1.4.3 Packet Channel Request / Access persistence control on PRACH / Successive Attempts
	F
	4.3.0
	4.4.0
	G4-010233
	GPRS

	GP-05
	GP-011147
	216
	
	Corrections and clarification of the GPRS defaults section 40
	F
	4.3.0
	4.4.0
	G4-010236
	GPRS

	GP-05
	GP-011147
	217
	
	44.2.4 - Omission. Of requirement to power down MS for 10 seconds
	F
	4.3.0
	4.4.0
	G4-010237
	GPRS

	GP-05
	GP-011147
	218
	
	42.1.2.1.5 - Switching off / powering down the MS
	F
	4.3.0
	4.4.0
	G4-010240
	GPRS

	GP-05
	GP-011147
	219
	
	Extended the use of the “Location Update” Macro defined in section 40 for the GMM test cases
	F
	4.3.0
	4.4.0
	G4-010241
	GPRS

	GP-05
	GP-011147
	220
	
	44.2.2.2.2 Location Update Following Change of LAI (PLMN) in MS Mode B Test
	F
	4.3.0
	4.4.0
	G4-010243
	GPRS

	GP-05
	GP-011147
	221
	
	44.2.3.3.3 Periodic routing area updating / no cell available / Network mode I
	F
	4.3.0
	4.4.0
	G4-010244
	GPRS

	GP-05
	GP-011147
	222
	
	Wrong precision in step 4 of TC 42.1.2.1.1.1
	F
	4.3.0
	4.4.0
	G4-010249
	GPRS

	GP-05
	GP-011147
	223
	
	Clause 40.5 – Test PDP contexts
	F
	4.3.0
	4.4.0
	G4-010270
	GPRS

	GP-05
	GP-011147
	224
	
	Clause 42.1.2.1.10.2 Packet Uplink Assignment / Abnormal cases / Expiry of timer T3164
	F
	4.3.0
	4.4.0
	G4-010296
	GPRS

	GP-05
	GP-011148
	225
	
	Blocking and spurious response
	F
	4.3.0
	4.4.0
	G4-010273
	EDGE

	GP-05
	GP-011148
	226
	
	Clarification of Origin Offset Suppression requirements
	F
	4.3.0
	4.4.0
	G4-010320
	EDGE

	GP-05
	GP-011148
	227
	
	EGPRS Test Cases for RR procedures on CCCH related to temporary block flow establishment
	B
	4.3.0
	4.4.0
	G4-010321
	EDGE

	GP-05
	GP-011148
	228
	
	EGPRS Test Cases for Downlink Transfer/Reestablishment
	B
	4.3.0
	4.4.0
	G4-010322
	EDGE

	GP-05
	GP-011149
	229
	
	GPRS Cell Selection Test Case 20.22.3 Priority of cells
	F
	4.3.0
	4.4.0
	G4-010257
	GPRS

	GP-05
	GP-011149
	230
	
	20.22.2-5 Cell Reselection for GPRS - Editorial Corrections
	D
	4.3.0
	4.4.0
	G4-010293
	TEI

	GP-05
	GP-011149
	231
	
	20.22.9 Cell Reselection for GPRS - Clarification of Test Procedure
	F
	4.3.0
	4.4.0
	G4-010294
	TEI

	GP-05
	GP-011149
	232
	
	20.14 Emergency Calls  - Removal of continuous paging
	F
	4.3.0
	4.4.0
	G4-010295
	TEI

	GP-05
	GP-011149
	233
	
	Alignment of 51.010-1 test cases 13.5 and 13.17.5
	F
	4.3.0
	4.4.0
	G4-010310
	TEI

	GP-05
	GP-011149
	234
	
	Alignment of 51.010-1 test case 14.8.1 and 14.8.2
	F
	4.3.0
	4.4.0
	G4-010312
	TEI

	GP-05
	GP-011149
	235
	
	GPRS Cell Selection / Reselection
	F
	4.3.0
	4.4.0
	G4-010314
	GPRS

	GP-05
	GP-011150
	237
	
	Modifications to Expected Sequences of test cases 31.9.1.1 and 31.9.1.2
	F
	4.3.0
	4.4.0
	G4-010317
	TEI

	GP-05
	GP-011150
	238
	
	Clauses 31.2.1.1.1 and 31.2.1.2.2 and 31.11 – Modifications to Specific Message Contents
	F
	4.3.0
	4.4.0
	G4-010318
	TEI

	GP-05
	GP-011150
	239
	
	Alignment of TS51.010-1 section 31.8.4.1 and 31.11
	F
	4.3.0
	4.4.0
	G4-010319
	TEI

	GP-06
	GP-011463
	240
	
	Corrections to sections 20.22 – 20.22.9
	F
	4.4.0
	4.5.0
	G4-010385
	GPRS

	GP-06
	GP-011463
	241
	
	Harmonisation of conformance tests related to terminal acoustics in GSM and 3G
	F
	4.4.0
	4.5.0
	G4-010529
	TEI

	GP-06
	GP-011464
	242
	
	Correction of test case 26.6.3.7.
	F
	4.4.0
	4.5.0
	G4-010333
	TEI

	GP-06
	GP-011464
	243
	
	GSM 700 and GSM850 inclusion into section 26.3
	F
	4.4.0
	4.5.0
	G4-010392
	GSM 700

	GP-06
	GP-011464
	244
	
	GSM 700 and GSM850 inclusion into section 26.5
	F
	4.4.0
	4.5.0
	G4-010393
	GSM 700

	GP-06
	GP-011464
	245
	
	GSM 700 and GSM850 inclusion into section 26.6
	F
	4.4.0
	4.5.0
	G4-010394
	GSM 700

	GP-06
	GP-011464
	246
	
	GSM 700 and GSM850 inclusion into section 26.7
	F
	4.4.0
	4.5.0
	G4-010395
	GSM 700

	GP-06
	GP-011464
	247
	
	GSM 700 and GSM850 inclusion into section 26.8
	F
	4.4.0
	4.5.0
	G4-010396
	GSM 700

	GP-06
	GP-011464
	248
	
	GSM 700 and GSM850 inclusion into section 26.9
	F
	4.4.0
	4.5.0
	G4-010397
	GSM 700

	GP-06
	GP-011464
	249
	
	GSM 700 and GSM850 inclusion into section 26.11
	F
	4.4.0
	4.5.0
	G4-010398
	GSM 700

	GP-06
	GP-011464
	250
	
	GSM700 and GSM850 inclusion into section 26.12
	F
	4.4.0
	4.5.0
	G4-010399
	GSM 700

	GP-06
	GP-011464
	251
	
	GSM 700 and GSM850 inclusion into section 26.13
	F
	4.4.0
	4.5.0
	G4-010400
	GSM 700

	GP-06
	GP-011464
	252
	
	GSM 700 and GSM850 inclusion into section 26.14
	F
	4.4.0
	4.5.0
	G4-010401
	GSM 700

	GP-06
	GP-011464
	253
	
	GSM 700 and GSM850 inclusion into section 26.15
	F
	4.4.0
	4.5.0
	G4-010402
	GSM 700

	GP-06
	GP-011464
	254
	
	GSM 700 and GSM850 inclusion into section 26.16
	F
	4.4.0
	4.5.0
	G4-010403
	GSM 700

	GP-06
	GP-011464
	255
	
	GSM 700 and GSM850 inclusion into section 27
	F
	4.4.0
	4.5.0
	G4-010404
	GSM 700

	GP-06
	GP-011464
	256
	
	GSM 700 and GSM850 inclusion into section 31
	F
	4.4.0
	4.5.0
	G4-010405
	GSM 700

	GP-06
	GP-011464
	257
	
	GSM 700 and GSM850 inclusion into section 34
	F
	4.4.0
	4.5.0
	G4-010406
	GSM 700

	GP-06
	GP-011464
	258
	
	GSM 700 and GSM850 inclusion into section 35
	F
	4.4.0
	4.5.0
	G4-010407
	GSM 700

	GP-06
	GP-011464
	259
	
	Correction of both test cases 31.4.2.1.4 and 31.4.2.2.1 : tests of supplementary services
	F
	4.4.0
	4.5.0
	G4-010456
	TEI

	GP-06
	GP-011464
	260
	
	Correction of test case 31.9.1.1: Process UnstructuredSS-request/accepted and Addition of information in Annex 3
	F
	4.4.0
	4.5.0
	G4-010459
	TEI

	GP-06
	GP-011464
	261
	
	GSM 700 and GSM850 included into annex 4.3
	F
	4.4.0
	4.5.0
	G4-010498
	GSM 700

	GP-06
	GP-011464
	262
	
	GSM 700 and GSM850 included into section 26.1
	F
	4.4.0
	4.5.0
	G4-010526
	GSM 700

	GP-06
	GP-011464
	263
	
	Introduction of PCS 1900 into section 26.1
	F
	4.4.0
	4.5.0
	G4-010527
	PCS 1900

	GP-06
	GP-011461
	264
	
	Annex 4 - Addition of GPRS service
	F
	4.4.0
	4.5.0
	G4-010338
	GPRS

	GP-06
	GP-011461
	265
	
	Acknowledged mode / Uplink TBF / Transmit window size, in Section 43.1.1.2
	F
	4.4.0
	4.5.0
	G4-010339
	GPRS

	GP-06
	GP-011461
	266
	
	Paging correction and GPRS resume indication in section 44.2.2.2.5
	F
	4.4.0
	4.5.0
	G4-010344
	GPRS

	GP-06
	GP-011461
	267
	
	Additional Location Update procedures in section 44.2.3.1.4
	F
	4.4.0
	4.5.0
	G4-010346
	GPRS

	GP-06
	GP-011461
	268
	
	Editorial modification to section 41.1.4.1
	F
	4.4.0
	4.5.0
	G4-010349
	GPRS

	GP-06
	GP-011461
	269
	
	Inserted time for ready timer expiry and removed TMSI status IE in section 44.2.3.3.2
	F
	4.4.0
	4.5.0
	G4-010351
	GPRS

	GP-06
	GP-011461
	270
	
	Changed timer references in section 44.2.5.1.2
	F
	4.4.0
	4.5.0
	G4-010353
	GPRS

	GP-06
	GP-011461
	271
	
	42.1.2.1.10.2 Incorrect Number of Packet Access Re-Attempts
	F
	4.4.0
	4.5.0
	G4-010354
	GPRS

	GP-06
	GP-011461
	272
	
	42.2.2.11.2 Generic Procedure for Open Ended TBF & Irrelevant Conformance Requirement : Dynamic/Fixed Allocation & Definition and Applicability : Frequency Support
	F
	4.4.0
	4.5.0
	G4-010355
	GPRS

	GP-06
	GP-011461
	273
	
	42.2.2.7.3 Conformance Requirements Inconsistent with Test Purpose and Expected Sequence : Repeat Allocation & New Allocation Bitmap Valid From TBF Starting Time
	F
	4.4.0
	4.5.0
	G4-010356
	GPRS

	GP-06
	GP-011461
	274
	
	42.2.3.2.1 Generic Procedure for Open Ended TBF & PACKET TBF RELEASE
	F
	4.4.0
	4.5.0
	G4-010357
	GPRS

	GP-06
	GP-011461
	275
	
	42.2.3.2.1 Generic Procedure for Open Ended TBF & PACKET TBF RELEASE
	F
	4.4.0
	4.5.0
	G4-010358
	GPRS

	GP-06
	GP-011461
	276
	
	GSM 700 and GSM850 inclusion into clause 42
	F
	4.4.0
	4.5.0
	G4-010359
	GPRS

	GP-06
	GP-011461
	277
	
	Fixed Allocation ALLOCATION BITMAP clarifications in section 42.2.2.6.1 and 42.2.2.8.1
	F
	4.4.0
	4.5.0
	G4-010360
	GPRS

	GP-06
	GP-011461
	278
	
	GPRS resume indication and Attach Accept contents in section 44.2.1.2.1
	F
	4.4.0
	4.5.0
	G4-010361
	GPRS

	GP-06
	GP-011461
	279
	
	A Minor Test Requirement Error In The Sequence of 44.2.1.2.6
	F
	4.4.0
	4.5.0
	G4-010362
	GPRS

	GP-06
	GP-011461
	280
	
	Attach Accept contents in sections 44.2.1.1.1, 44.2.1.1.7, 44.2.2.1.2, 44.2.2.1.3, 44.2.3.1.7, 44.2.4
	F
	4.4.0
	4.5.0
	G4-010363
	GPRS

	GP-06
	GP-011461
	281
	
	GPRS Resume indication in sections 44.2.1.2.4, 44.2.1.2.5, 44.2.1.2.6, 44.2.1.2.7, 44.2.1.2.8, 44.2.1.2.9, 44.2.2.1.7, 44.2.2.2.3 and 44.2.2.2.4
	F
	4.4.0
	4.5.0
	G4-010364
	GPRS

	GP-06
	GP-011461
	282
	
	Added Location Update procedure and changed Attach Accept contents in section 44.2.3.1.2
	F
	4.4.0
	4.5.0
	G4-010365
	GPRS

	GP-06
	GP-011461
	283
	
	Changed Attach Accept contents and Initial conditions in section 44.2.3.1.5
	F
	4.4.0
	4.5.0
	G4-010366
	GPRS

	GP-06
	GP-011461
	284
	
	Several changes to section 44.2.3.2.3
	F
	4.4.0
	4.5.0
	G4-010367
	GPRS

	GP-06
	GP-011461
	285
	
	Changed title and removed location update in section 44.2.3.3.4
	F
	4.4.0
	4.5.0
	G4-010368
	GPRS

	GP-06
	GP-011461
	286
	
	MS may answer to paging in section 44.2.1.2.2.3.2, 44.2.3.2.5.3.1 and 44.2.3.2.5.3.2
	F
	4.4.0
	4.5.0
	G4-010370
	GPRS

	GP-06
	GP-011461
	287
	
	42.4.2.1.4 Error Cause in PACKET CELL CHANGE FAILURE
	F
	4.4.0
	4.5.0
	G4-010374
	GPRS

	GP-06
	GP-011461
	288
	
	42.4.2.2.1 Incorrect Establishment Cause in PACKET CHANNEL REQUEST
	F
	4.4.0
	4.5.0
	G4-010375
	GPRS

	GP-06
	GP-011461
	289
	
	Corrections to sections 42.4.1.1 and 42.4.2.1
	F
	4.4.0
	4.5.0
	G4-010389
	GPRS

	GP-06
	GP-011461
	290
	
	Clause 44.2.2.2.4
GPRS detach / re-attach requested / accepted
	F
	4.4.0
	4.5.0
	G4-010411
	GPRS

	GP-06
	GP-011461
	291
	
	Clause 46.1.2.2.2.3 
Busy condition at the peer, with ACK sent for resumption of transmission
	F
	4.4.0
	4.5.0
	G4-010413
	GPRS

	GP-06
	GP-011461
	292
	
	GSM 700 and GSM850 inclusion into 51.010-1 clause 40
	F
	4.4.0
	4.5.0
	G4-010414
	GPRS

	GP-06
	GP-011461
	293
	
	44.2.3.2.5.3.2 Test Procedure 2 Correction to initial conditions.
	F
	4.4.0
	4.5.0
	G4-010442
	GPRS

	GP-06
	GP-011461
	294
	
	Proposal to change requirements for the number of RLC octets sent in uplink data transfer test cases.
	F
	4.4.0
	4.5.0
	G4-010444
	GPRS

	GP-06
	GP-011461
	295
	
	Section 40 Need To Define Alternate Frequencies For Assignment Commands When PBCCH/PCCCH Uses Hopping
	F
	4.4.0
	4.5.0
	G4-010445
	GPRS

	GP-06
	GP-011461
	296
	
	Modification of conformance requirement concerning test case 45.5.1 : Unknown or Unforeseen Transaction Identifier/Non-semantical Mandatory Information Element Errors.
	F
	4.4.0
	4.5.0
	G4-010458
	GPRS

	GP-06
	GP-011461
	297
	
	Comments related to XID response in LLC Testcases 46.1.2.7.1 and 46.1.2.7.4
	F
	4.4.0
	4.5.0
	G4-010460
	GPRS

	GP-06
	GP-011461
	298
	
	Correction in message direction for GMM Testcase 44.2.2.1.7
	F
	4.4.0
	4.5.0
	G4-010461
	GPRS

	GP-06
	GP-011461
	299
	
	Possible MM Location Update for Non-Auto Attach MS
	F
	4.4.0
	4.5.0
	G4-010462
	GPRS

	GP-06
	GP-011461
	300
	
	42.1.1.3 Initial Conditions Incorrect for RLC Unacknowledged Mode Test
	F
	4.4.0
	4.5.0
	G4-010464
	GPRS

	GP-06
	GP-011461
	301
	
	42.1.2.1.1.1 Incorrect Use of FRAME_NUMBER in PACKET QUEUING NOTIFICATION & Possible MM Location Update for Non-Auto Attach MS
	F
	4.4.0
	4.5.0
	G4-010465
	GPRS

	GP-06
	GP-011461
	302
	
	42.1.2.1.9.3 Inconsistent RLC Mode in Initial Conditions and Test Procedure
	F
	4.4.0
	4.5.0
	G4-010467
	GPRS

	GP-06
	GP-011461
	303
	
	42.2.1.1/1b, 42.2.1.2/1b and 42.2.1.2/2b Use of 11-bit PRACH Format on RACH
	F
	4.4.0
	4.5.0
	G4-010468
	GPRS

	GP-06
	GP-011461
	304
	
	PACKET POLLING REQ RRBP Interpretation
	F
	4.4.0
	4.5.0
	G4-010469
	GPRS

	GP-06
	GP-011461
	305
	
	42.2.2.11.1 Generic Procedure for Open Ended TBF
	F
	4.4.0
	4.5.0
	G4-010470
	GPRS

	GP-06
	GP-011461
	306
	
	42.2.2.11.3 Generic Procedure for Open Ended TBF & Conformance Requirement : Abnormal Release
	F
	4.4.0
	4.5.0
	G4-010472
	GPRS

	GP-06
	GP-011461
	307
	
	Incorrect T3188 Start Condition
	F
	4.4.0
	4.5.0
	G4-010473
	GPRS

	GP-06
	GP-011461
	308
	
	42.2.3.3.1 Generic Procedure for Open Ended TBF & PACKET CHANNEL REQUEST on CCCH
	F
	4.4.0
	4.5.0
	G4-010478
	GPRS

	GP-06
	GP-011461
	309
	
	42.2.4.4.1 Conformance Requirement Changed : Re-Attempt Packet Access
	F
	4.4.0
	4.5.0
	G4-010479
	GPRS

	GP-06
	GP-011461
	310
	
	42.3.1.1.4 Incorrect Expected Sequence for Uplink TBF Establishment
	F
	4.4.0
	4.5.0
	G4-010482
	GPRS

	GP-06
	GP-011461
	311
	
	42.3.2.1.1 PACKET CONTROL ACK & Commencement of Downlink Data Blocks
	F
	4.4.0
	4.5.0
	G4-010483
	GPRS

	GP-06
	GP-011461
	312
	
	42.3.2.1.2 Violation of Ttb Class 2/3 MS
	F
	4.4.0
	4.5.0
	G4-010484
	GPRS

	GP-06
	GP-011461
	313
	
	42.3.3.1.1 Expected Sequence Table for SMS + 1 PDP Context Test
	F
	4.4.0
	4.5.0
	G4-010485
	GPRS

	GP-06
	GP-011461
	314
	
	42.3.3.1.2 Expected Sequence Table for SMS + 1 PDP Context Test & Radio Priorites for SMS and PDP Context 5
	F
	4.4.0
	4.5.0
	G4-010486
	GPRS

	GP-06
	GP-011461
	315
	
	Radio Priority for SMS
	F
	4.4.0
	4.5.0
	G4-010487
	GPRS

	GP-06
	GP-011461
	316
	
	42.4.1.2 Ready Timer and Cell Update Procedures
	F
	4.4.0
	4.5.0
	G4-010488
	GPRS

	GP-06
	GP-011461
	317
	
	42.5.2.1 No Timing Advance Value Allocated & Commencement of Downlink RLC Data Blocks & Completion of Downlink Data Transfer
	F
	4.4.0
	4.5.0
	G4-010491
	GPRS

	GP-06
	GP-011461
	318
	
	Correction to section 41.2.5.1 Packet access rejection / wait indication
	F
	4.4.0
	4.5.0
	G4-010492
	GPRS

	GP-06
	GP-011461
	319
	
	Clause 40.1. Default test conditions (Definition of Cell C-F)
	F
	4.4.0
	4.5.0
	G4-010508
	GPRS

	GP-06
	GP-011461
	320
	
	Clause 40 – GPRS default conditions, message contents and macros
	F
	4.4.0
	4.5.0
	G4-010509
	GPRS

	GP-06
	GP-011461
	321
	
	45.2.1.2.1 QoS Accepted by MS; 45.5. Unknown or Unforeseen Transaction Identifier/Non-semantical Mandatory Information Element Errors
	F
	4.4.0
	4.5.0
	G4-010510
	GPRS

	GP-06
	GP-011462
	322
	
	Test of EGPRS RR Paging Procedures
	F
	4.4.0
	4.5.0
	G4-010422
	EDGE

	GP-06
	GP-011462
	323
	
	Test of EGPRS Medium Access Control (MAC) Protocol/ Fixed Allocation
	F
	4.4.0
	4.5.0
	G4-010424
	EDGE

	GP-06
	GP-011462
	324
	
	Addition of new EGPRS test cases for section 52.4 (Measurement reports and Cell change order procedures)
	F
	4.4.0
	4.5.0
	G4-010503
	EDGE

	GP-06
	GP-011462
	325
	
	S51.3 MAC/RLC Release ; TBF-Release
	F
	4.4.0
	4.5.0
	G4-010513
	EDGE

	GP-06
	GP-011462
	326
	
	Correction of Origin Offset Suppression requirements
	F
	4.4.0
	4.5.0
	G4-010514
	EDGE

	GP-06
	GP-011462
	327
	
	S 53 - EGPRS RLC testcases
	F
	4.4.0
	4.5.0
	G4-010515
	EDGE

	GP-06
	GP-011462
	328
	
	S52.3 EGPRS MAC Dynamic Allocation Testcases.
	F
	4.4.0
	4.5.0
	G4-010504
	EDGE

	GP-06
	GP-011465
	329
	
	S60 Inter-system handover from GSM to UTRAN
	F
	4.4.0
	4.5.0
	G4-010517
	GSM/UMTS interworking

	GP-06
	GP-011465
	330
	
	Addition of Test Cases in clause 60 Inter-system hard handover from GSM to UTRAN
	F
	4.4.0
	4.5.0
	G4-010537
	GSM/UMTS interworking

	GP-06
	GP-011464
	331
	
	Addition of 1,8V and 1,8V/3V SIM-ME interface test cases into 51.010-1 section 27
	F
	4.4.0
	4.5.0
	G4-010493
	TEI
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