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5.7
Mapping of Signalling Radio Bearers (SRB) onto logical channels

5.7.1
Downlink
In downlink direction, the mapping of SRBs onto logical channels is left up to network implementation. The MS shall be able to receive SRB data on any of the following logical channels if available: SDCCH, SACCH, TCH, FACCH, PDTCH and FACCHS.
5.7.2
Uplink

5.7.2.1
MAC-Dedicated State
The table below represents the alternatives for mapping a given SRB onto a given logical channel when the MS is in MAC-Dedicated state. The MS shall obey the rules given in this table.
Table 5.7.1: Mapping of SRBs onto logical channels in MAC-Dedicated State

MAC-Dedicated State


SDCCH
SDCCH+SACCH
TCH+FACCH+SACCH
PDTCH+SACCH

SRB1
SDCCH
SACCH
SACCH
SACCH

SRB2
SDCCH
SDCCH
TCH xor FACCH (i)
PDTCH

SRB3
SDCCH
SDCCH
TCH xor SACCH (ii)
PDTCH

SRB4
SDCCH
SDCCH
TCH xor SACCH (ii)
PDTCH

Rule i:
TCH shall be used if and only if it is established for this SRB, otherwise FACCH shall be used provided the condition below is fulfilled:

· the amount N of RLC/MAC data blocks to send for this SRB is strictly below the threshold T1 fixed by the network [see ref]
· if the previous condition is not met, the MS shall request resources using SRB2 as specified in [ref 3GPP TS 44.118]
Rule ii:
TCH shall be used if and only if it is established for this SRB, otherwise, FACCH shall be used provided the condition below is fulfilled:

· the amount N of RLC/MAC data blocks to send for this SRB is strictly below the threshold T1 fixed by the network [see ref]
· if the previous condition is not met, the MS shall request resources using SRB2 as specified in [ref 3GPP TS 44.118]

5.7.2.2
MAC-Shared State
The table below represents the alternatives for mapping a given SRB onto a given logical channel when the MS is in MAC-Shared state. The MS shall obey the rules given in this table.
Table 5.7.2: Mapping of SRBs onto logical channels in MAC-Shared State


MAC-Shared State


PDTCH+FACCHS

SRB1
PDTCH xor FACCHS (i)

SRB2
PDTCH xor FACCHS (i)

SRB3
PDTCH xor FACCHS (i)

SRB4
PDTCH xor FACCHS (i)

Rule i:
PDTCH shall be used if and only if the corresponding TBF is established for this SRB, otherwise FACCHS shall be used

5.7.2.3
MAC-DTM State
The table below represents the alternatives for mapping a given SRB onto a given logical channel when the MS is in MAC-DTM state. The MS shall obey the rules given in this table.
Table 5.7.3: Mapping of SRBs onto logical channels in MAC-DTM State


MAC-DTM State


(TCH/H+FACCH/H+SACCH/H)+(PDTCH/H(1)+FACCHS/H)

SRB1
SACCH/H

SRB2
TCH/H xor PDTCH/H xor FACCHS/H (i)

SRB3
TCH/H xor PDTCH/H xor FACCHS/H (i)

SRB4
TCH/H xor PDTCH/H xor FACCHS/H (i)




MAC-DTM State


(TCH/F+FACCH/F+SACCH/F)+(PDTCH/F+FACCHS/F)

SRB1
SACCH/F

SRB2
TCH/F xor FACCH/F xor PDTCH/F xor FACCHS/F (ii)

SRB3
TCH/F xor PDTCH/F xor FACCHS/F (i)

SRB4
TCH/F xor PDTCH/F xor FACCHS/F (i)




MAC-DTM State


(PDTCH+SACCH)+(PDTCH+FACCHS)

SRB1
SACCH

SRB2
PDTCH xor FACCHS (iii)

SRB3
PDTCH xor FACCHS (iii)

SRB4
PDTCH xor FACCHS (iii)

Rule i:
PDTCH xor TCH shall be used if and only if the corresponding TBF xor TCH, respectively, is established for this SRB, otherwise FACCHS shall be used
Rule ii:
PDTCH/F xor TCH/F shall be used if and only if the corresponding TBF xor TCH/F, respectively, is established for SRB2, otherwise FACCH shall be used provided the condition below is fulfilled:

· the amount N of RLC/MAC data blocks to send for SRB2 is strictly below the threshold T2 fixed by the network [see ref]
· if the previous condition is not met, FACCHS shall be used
Rule iii:
PDTCH shall be used if and only if the corresponding TBF is established for this SRB, otherwise FACCHS shall be used.
NOTE 1:
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