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4.2
Layer functions

4.2.1
RLC function

The functions provided by the RLC are given in table 1. Transparent RLC mode provides no functionality.

Table 1: RLC Functions

	
	Acknowledged mode RLC
	Unacknowledged mode RLC
	Transparent mode RLC

	Segmentation of upper layer PDUs into RLC data blocks
	X
	X
	

	Concatenation of upper layer PDUs into RLC data blocks
	X
	X
	

	Padding to fill out RLC data block
	X
	X
	

	Backward Error Correction (BEC) procedure enabling the selective retransmission of RLC data blocks
	X
	
	

	Discard of RLC SDUs not yet segmented into RLC PDUs, according to the delay requirements of the associated Radio Bearers
	X
	
	

	Reassembly of RLC data blocks into upper layer PDUs
	X
	X
	

	In-sequence delivery of upper layer PDUs
	X
	X
	

	Link Adaptation
	X
	X
	

	Ciphering
	X
	X
	

	Sequence number check to detect lost RLC blocks
	X
	X
	


4.2.2
MAC layer function

The functions of the MAC layer include:-

-
Configuring the mapping between logical channels and basic physical subchannels. The MAC layer is responsible for configuring the mapping of logical channel(s) onto the appropriate basic physical subchannel(s).

-
Selecting logical channels to be used for each signalling radio bearer service. The MAC layer is responsible for mapping SRBs onto logical channels. There are a set of rules defined for this mapping (see subclause 5.6 ) which shall be used in the uplink and should be used in the downlink. The mapping is dependent on the SRB to be sent, the MAC state, and the logical channels available. The selection of the logical channel may depend on the number of RLC/MAC data blocks for the SRB being below a certain threshold. The SFACCH may be selected in preference to the PDTCH if a TBF is not already established for the SRB. In the downlink there is an additional requirement that the PHYSICAL INFORMATION message is always sent on the FACCH.
-
Selecting logical channels to be used for each user radio bearer service.  The logical channels used by the MAC for user radio bearers are set up by configuration from RRC.
-
Assignment, reconfiguration and release of shared radio resources for a TBF. The MAC layer may handle the assignment of radio resources needed for a TBF including needs from both the control and user plane. The MAC layer may reconfigure radio resources of a TBF.

-
MS measurement reporting and control of the reporting. The MAC layer is responsible for sending information that control the MS measurement reporting when using PBCCH or PACCH channels. The MAC layer also performs the reporting of the measurements from the MS to the network using PACCH.

-
Broadcasting/listening of/to PBCCH and PCCCH. The MAC layer broadcasts/listens (to) the PBCCH of the serving cell for the sending/decoding of packet system information messages. The MAC layer also sends paging information on the PCCCH or and monitors the paging occasions according to the DRX cycle. Within the Mobile Station, the MAC layer notifies the RRC layer when receiving a paging message; within the network, it is responsible for aggregating and sending paging messages addressed to one or more Mobile Stations when received from the RRC layer.
-
Timing advance control. The MAC layer controls the operation of timing advance on shared basic physical subchannels.

-
Ciphering and deciphering (only in combination with transparent RLC mode)

When the MAC layer is providing services to a non-transparent RLC mode entity, the MAC layer supports the following additional functions:-
-
Ciphering. It is FFS whether layer 2 control blocks (RLC/MAC PDUs) shall be ciphered.
-
Identification of different traffic flows of one or more MSs on the basic physical subchannels. Inband identification is needed to address a flow to an MS in the downlink or identify a flow from an MS in the uplink.

-
Multiplexing/demultiplexing of higher layer PDUs. This may include priority handling between data flows of one or more mobile stations, e.g. by attributes of Radio Bearer services.
-
Multiplexing/demultiplexing user and control plane data to/from the physical layer for PDTCHs. The MAC layer is responsible for multiplexing/demultiplexing RLC data blocks carried on PDTCH and RLC/MAC control blocks carried on PACCH.

-
Scheduling of RLC/MAC data and control PDUs delivered to the physical layer on shared basic physical subchannels. This includes USF and RRBP field monitoring for uplink transfer and sharing radio resources on the downlink.
-
Splitting/recombining. This includes splitting/recombining of the RLC/MAC PDU flow belonging to one or more TBF(s) onto/from several shared logical channels. This function does not apply for RLC/MAC control blocks.





�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �Page: 1��� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �Page: 1��� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �Page: 1��� This is an example of pop-up text.





3GPP


