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4.1.1.7
Sectored Channels BTS ID Definition IE

This information element defines what sectored channels are at the same BTS. The indication is done with three bits for each neighbour channel that is indicated to belong to sectored BTS (definition in Sectored Channels Definition IE). Belonging to the same BTS site is indicated with the same three bit binary ID, maximum 8 sectored BTS groups can be identified. This field is varying length depending on amount of sectored BTS in this broadcast message (max 33*3 bits = 99 bits when all 32 neighbours and the serving cell channel are belonging to some sector). This field follows the order of channels that have indicated to be belonging to sectored BTS in Sectored Channels Definition starting from the MSB. This IE is conditional and included only if Message Structure Definition IE's Sector Ind is active. 

Table 11: Sectored Channels BTS ID Definition

	2
	1
	0
	Definition

	0
	0
	0
	Sectored BTS ID1

	0
	0
	1
	Sectored BTS ID2

	0
	1
	0
	Sectored BTS ID3

	0
	1
	1
	Sectored BTS ID4

	1
	0
	0
	Sectored BTS ID5

	1
	0
	1
	Sectored BTS ID6

	1
	1
	0
	Sectored BTS ID7

	1
	1
	1
	Sectored BTS ID8


Table 12: Sectored Channels BTS ID Definition

	Indicated Sectored Serving Channel
	Indicated Sectored Neighbourlast  (MSB)
	…
	Indicated Sectored Neighbour3
	Indicated Sectored Neighbour2
	Indicated Sectored Neighbour1

(LSB)

	Sec. BTS ID X

(3 bits)
	Sec. BTS ID X

(3 bits)
	…
	Sec. BTS ID X

(3 bits)
	Sec. BTS ID X

(3 bits)
	Sec. BTS ID X

(3 bits)
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