	3GPP TSG GERAN2 #6bis

Aix-en-Provence, France

October 22nd-26th, 2001
	
	G2 010484

Agenda Item 7.2.5.9



	
	
	
	

	Source: TSG GERAN WG2
	
	
	1 (1)



3GPP TSG-RAN WG3 Meeting #25 
Tdoc R3-013183

Makuhari, Japan, November 26th-30th, 2001
Title:
Proposed Changes to 25.413 v5.x.x for GERAN Iu mode LCS

To:
TSG RAN WG3

cc:
TSG SA2

Contact:
Scott Probasco


scott.probasco@nokia.com

+1.817.307.4579

TSG GERAN has selected an architecture which connects the GSM/EDGE RAN to the Core Network via the Iu interface. As in UTRAN, GERAN Iu mode expects the CN to access Location Services by the procedures from RANAP (Location Reporting Control, Location Report, and Location Related Data).

In review of 25.413 v4.2.0, TSG GERAN WG2 has identified 3 places where enhancements to the existing RANAP signaling are required so that RANAP will support GERAN Iu mode LCS:

1. The Location Related Data Request message should allow the CN to request Dedicated Mobile-Assisted E-OTD Assistance Data and Dedicated Mobile-Based E-OTD Assistance Data be delivered to the mobile station, and also allow the CN to request that Deciphering Keys for E-OTD be delivered to the CN.

2. The Client Type IE in the Request Type Element of the Location Reporting Control message should allow additional Client Types to be specified (PLMN Operator - broadcast services, PLMN Operator - O&M, PLMN Operator - anonymous statistics, PLMN Operator - Target MS service support). These Client Types are supported in GERAN A/Gb mode LCS, and are needed in GERAN Iu mode LCS.

3. The Cause IE in the Location Report message should allow the RAN to return an indication of Congestion.

TSG GERAN WG2 kindly asks TSG RAN WG3 to approve these additions to 25.413 for Release 5. 

