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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

BSC
Base Station Controller

BSS
Base Station Sub-system

CBSS
Controlling Base Station Sub-system

CN
Core Network

CRNC
Controlling Radio Network Controller

GERAN
Gsm/Edge Radio Access Network

GPRS
General Packet Radio Service

GRA
Geran Registration Area

LA
Location Area

MS
Mobile Station

MSC
Mobile Switching Centre

NACC
Network Assisted Cell Change

NNSF
NAS Node Selection Function

RA
Routeing Area

RAN
Radio Access Network

RNC
Radio Network Controller

RNS
Radio Network Sub-system

RNSAP
Radio Network Subsystem Application Part

RNTI
Radio Network Temporary Identity

RRA
Ran Registration Area

RRM
Radio Resource Management

SBSC
Serving Bsc
SBSS
Serving Bss
SGSN
Serving Gprs Support Node

SRNC
Serving Rnc
UE

User Equipment

UMTS
Universal Mobile Telephony System

URA
Utran Registration Area

UTRAN
Umts Terrestrial Radio Access Network
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4.3
Assumptions

NOTE:
This section will be removed from this TR when the assumptions listed here are either consolidated and incorporated to the sub-clause on principles and/or procedures, superseded or rejected.

The following working assumptions are considered at the present version of this TR:

1.
The Cell Update procedure performed when the MS is controlled

-
by a controlling RNC when the serving RAN node is a BSC, or 

-
by a controlling BSC, independently of the serving RAN node (RNC or BSC),

will always trigger a SRNC/SBSC relocation, regardless of the cell update cause.

NOTE:
It is for further study whether a mechanism can be standardised so that MS history information can be exchanged during the SRNC/SBSC relocation procedure. This information would help the new serving RAN node to identify frequent toggling of an MS between GERAN and UTRAN coverage and e.g. move the MS to the RRA_PCH state.

2.
The RRA Update procedure may cause SRNC/SBSC relocation. This is left as implementation matter.

3.
The interface between two BSSs and between a BSS and an RNC will be the same, namely the Iur-g interface.

4.
The Iur-g interface is based on a subset of procedures and messages of the Iur interface of UTRAN, namely the RNSAP (see 3GPP TS 25.423 [#]).
5.
If the NNSF is supported in the network, one GRA should not contain GERAN cells or GERAN and UTRAN cells from different MSCs or SGSNs pool areas (see 3GPP TS 23.236). If the NNSF is not supported one GRA cannot contain GERAN cells or GERAN and UTRAN cells from different MSCs or SGSNs.
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